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~ ~ ~ Start of change to clause 6.5.1.3 ~ ~ ~

6.5.1.3 Public Safety specific requirements

The following are Public Safety CPRs for ProSe.

CPR.21 [PR.55, PR.56, PR.80] ProSe services are not available to ProSe-enabled UEs out of E-UTRAN coverage, except in the following cases:

· ProSe-enabled public safety UEs can use ProSe services when operating on public safety spectrum dedicated to ProSe services even when not under E-UTRAN coverage. In this case, at least a one-time pre-authorization to use ProSe services is needed. 

· A ProSe-enabled public safety UE with ProSe Discovery enabled shall be able to discover other discoverable public safety UEs when some or all of the UEs involved in ProSe Discovery are out of network coverage.

CPR.25 [PR.61] A public safety UE shall be capable of transmitting data to a group of public safety UEs using ProSe Group Communications with a single transmission, assuming they are within transmission range and authorized.

CPR.26 [PR.62] A public safety UE shall be capable of transmitting data to a group of public safety UEs directly using ProSe Group Communications.

CPR.27 [PR.63] A public safety UE shall be capable of receiving a ProSe Group Communications transmission, of which it is a group member, regardless of whether or not it has been discovered by the transmitting UE.

CPR.28 [PR.64] An authorized public safety UE shall be capable of sending a broadcast message to all authorized public safety UEs within transmission range, regardless of group membership, using ProSe Broadcast Communications in a single transmission.

CPR.29 [PR.65] An authorized public safety UE may be capable of acting as a relay for other public safety UEs. 

CPR.30 [PR.66] An authorized public safety UE shall be capable of being enabled/disabled by a user or system to act as a relay for other public safety UEs. 

CPR.31 [PR.67] The user of a ProSe-enabled public safety UE acting as a relay should not perceive service degradation due to the relay. 
CPR.2YY There shall be a maximum of one ProSe UE-to-Network Relay between a UE and E-UTRAN.

CPR.2YY In the case where communication is relayed between an out of coverage UE and E-UTRAN, by a ProSe UE-to-Network Relay, there shall be no ProSe UE-to-UE Relays between the UE and E-UTRAN.
CPR.32 [PR.68] An authorized public safety UE shall be capable of communication using the network infrastructure and off network ProSe concurrently.

CPR.34 [PR.70] Based on operator policy and user choice, the system shall be able to initiate or move user traffic session of a ProSe-enabled public safety UE that has lost connection to the network to a communication path via a Prose-enabled public safety UE that is in ProSe Communication range and has connectivity to the network.

CPR.36 [PR.72] Based on operator policy, the operator network shall be able to control the ProSe Communication between public safety UEs out of coverage that are in ProSe Communication with a public safety UE in coverage, which is acting as a relay.

CPR.38 [PR.81] Re-authorization and specific configurations, including spectrum configurations, of public safety UEs shall be subject to public safety operator policy.

6.5.2
Security, Authorization and Privacy

~ ~ ~ End of change to clause 6.5.1.3 ~ ~ ~
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