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*** NEXT MODIFICATION ***
3.3
Abbreviations

For the purposes of the present document, the abbreviations given in TR 21.905 [19] and the following apply:

CAT
Customized Alerting Tone

CC
Content of Communication

CRS
Customized Ringing Signal

CS
Circuit Switched

CSG
Closed Subscriber Group

CSP
Communications Service Provider

HeNB
Home eNodeB

H(e)NB
HNB and HeNB

HNB
Home NodeB

IA
Interception Area

IP
Internet Protocol

IRI
Intercept Related Information

LDI
Location Dependent Interception

LEA
Law Enforcement Agency

LEMF
Law Enforcement Monitoring Facility

LI
Lawful Interception
MMS
Multimedia Messaging Services
MS
Mobile Station

PS
Packet Switched

QoS
Quality of Service

SIP
Session Initiation Protocol

UE
User Equipment

UTC
Coordinated Universal Time

WLAN
Wireless Local Area Network

*** NEXT MODIFICATION ***
5.2.2.1
Invocation events for lawful interception

In general, Lawful interception should be invoked when the transmission of information or an event takes place that involves the target. Examples of when Lawful interception could be invoked are when:

-
A circuit switched (CS) call is requested originated from, terminated to, or redirected by the target;

-
Location information related to the target facility is modified by the subscriber attaching or detaching from the network, or if there is a change in location;

-
An SMS transfer is requested - either originated from or terminated to the target;
-
An MMS transfer is requested - either originated from or terminated to the target;
-
A data packet is transmitted to or from a target;

-
A Conference Call is targeted.

*** NEXT MODIFICATION ***
5.X
Delivery Requirements for Messaging

The 3GPP network shall be able to support the separate delivery of intercept information (IRI or IRI/CC) for messaging services, to the LEMF from other targeted services.  This requirement is applicable for the following messaging services:

-
SMS (3GPP TS 23.040 [xx]); and 

-
MMS ([xy]).   

Message service delivery is independent from network access technology.
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