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	First change


D.3.3.2
Ro message flows

Charging information transfer towards the OCS as defined in clause 5.3.2 shall apply to the PCEF located in the IP-Edge, with the differences that PGW is replaced by IP-Edge [PCEF], IP-CAN bearer is replaced by IP-CAN session.
Editor’s Note: Charging Characteristics conveyance to IP-Edge [PCEF] is ffs  

The trigger conditions for the chargeable events are described in D.3.3.1.2  
D.3.3.2.1
Triggers for FBC Online Charging

Triggers for Flow Based Online Charging as defined in clause 5.3.2.2 shall apply to the PCEF located in the IP-Edge, with the difference that PGW is replaced by IP-Edge [PCEF], IP-CAN bearer is replaced by IP-CAN session, and APN is not applicable.
D.3.3.2.1.1
Triggers for starting and stopping an FBC Credit Control session

The same triggers as defined in clause 5.3.2.2.1 shall apply to the PCEF located in the IP-Edge, with the differences that PGW is replaced by IP-Edge [PCEF], IP-CAN bearer is replaced by IP-CAN session, and Network requested IP-CAN bearer activation is not applicable. 
D.3.3.2.1.2
Triggers for providing interim information for an FBC Credit Control session

The same triggers as defined in clause 5.3.2.2.2 shall apply to the PCEF located in the IP-Edge, with the differences that PGW is replaced by IP-Edge [PCEF], IP-CAN bearer is replaced by IP-CAN session, and Network requested IP-CAN bearer activation is not applicable. 
D.3.3.2.2
PS Furnish Charging Information procedure 

The same PS Furnish Charging Information procedure as defined in clause 5.3.1.3 shall apply to the PCEF located in the IP-Edge, with the differences that PGW is replaced by IP-Edge [PCEF], IP-CAN bearer is replaced by IP-CAN session, and PGW‑CDR is replaced by IPE-CDR.  
D.3.3.2.3
Support of Failure Situations

Support of Failure Situations as defined in clause 5.3.1.4 shall apply to the PCEF located in the IP-Edge, with the differences that PGW is replaced by IP-Edge [PCEF], IP-CAN bearer is replaced by IP-CAN session, and PGW‑CDR is replaced by IPE-CDR.
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