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	If the SGSN stores an Active Time for the MS, the Implicit Detach timer value should be also significantly larger than the UE's periodic TAU timer. The SGSN is not aware of the TAU timer value.  
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**************** Start of Changes *****************
6.1.2.2
PMM‑IDLE State

The MS location is known in the 3G‑SGSN with an accuracy of a routeing area. Paging is needed in order to reach the MS, e.g. for signalling. The MS and SGSN have established MM contexts as described in clause "Information Storage".

The MS shall perform a routeing area update if the RA changes. Signalling towards the HLR is needed if the 3G‑SGSN does not have an MM context for this MS.

The MS and 3G‑SGSN shall enter the PMM‑CONNECTED state when the PS signalling connection is established between the MS and the 3G‑SGSN.

After expiry of the mobile reachable timer the 3G-SGSN should clear the PPF flag in the SGSN and start an Implicit Detach timer, with a relatively large value and if ISR is activated, at least slightly larger than the UE's GERAN/UTRAN Deactivate ISR timer. Additionally, if the SGSN stores an Active Time for the MS, the Implicit Detach timer value should be also significantly larger than the UE's periodic RAU timer. After the Implicit Detach timer expires, the SGSN can perform an implicit detach in order to return the MM contexts in the SGSN to PMM-DETACHED state. The MS's MM context may be deleted. The HLR may be informed about the deletion (see clause 6.7).

**************** End of Changes *****************
