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	Reason for change:
	To add a new clause specifying requirements for load balancing in a shared GERAN or UTRAN. 

	
	

	Summary of change:
	To specify that the Hosting RAN Operator shall have the capability to balance the Signalling and User traffic individually for each Participating Operator. Also that the Hosting RAN Operator shall have the capability to perform load balancing on the combined traffic of all the Participating Operators. 
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	Other comments:
	


28.3.6
Support for load balancing

Hosting RAN Operators  need to optimise GERAN or UTRAN resource usage within the Shared GERAN or UTRAN for a particular coverage area while respecting the agreed resource shares for each Participating Operator. Similarly,  Participating Operators need to optimise their GERAN or UTRAN resource usage between Shared and unshared GERAN or UTRAN for a particular coverage area.
The Hosting RAN Operator shall have the capability to balance the Signalling and User Traffic load individually for each Participating Operator within a Shared GERAN or UTRAN.
The capability to perform load balancing on the combined traffic of all the Participating Operators within a Shared GERAN or UTRAN shall be provided. The agreed shares of GERAN or UTRAN resources shall be maintained. Signalling and User traffic shall be managed independently.
The capability to perform load balancing between an individual Participating Operator's traffic within a Shared GERAN or UTRAN and traffic in that Participating Operator's unshared GERAN or UTRAN where the Shared and unshared GERAN or UTRAN coverage overlaps shall be supported.
The Hosting RAN Operator shall be able to balance the load across all Participating Operators.
