1

3GPP TSG-SA3LI Meeting #55 
SA3LI14_142r1
Portland, OR; October 28-30, 2014
	CR-Form-v11

	CHANGE REQUEST

	

	
	33.108
	CR
	0245
	rev
	-
	Current version:
	12.6.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	X


	

	Title:

	Clarification to the definition of CC for IMS VoIP in clause 12.6.  

	
	

	Source to WG:
	SA3-LI (Nokia Networks)

	Source to TSG:
	SA3

	
	

	Work item code:
	LI12
	
	Date:
	2014-10-29

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-12

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)

	
	

	Reason for change:
	The clause 12.6 does not accurately provide a definition of  CC for IMS-based VoIP. 

	
	

	Summary of change:
	A clarification is provided in clause 12.6 to specify the general rules.               

	
	

	Consequences if not approved:
	Some ambiguity in the definition of CC for IMS-based VoIP.      

	
	

	Clauses affected:
	12.6 

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


****FIRST CHANGE ****
12.6
CC for IMS-based VoIP

Annex B.12 provides the definitions of the data structures to be used for the delivery of CC for IMS-based VoIP (see Annex K for the detailed description).  The Correlation Number received from the CC Intercept Triggering Function shall be used in the CC Data sent over the HI3. 
For PDN-GW based interception of CC for IMS-based VoIP, optionally, the data structures defined in B.10 can be used if the combined delivery option is not required. In the same way, for GGSN based interception of CC for IMS-based VoIP, optionally, the data structures defined in B.10 or B.4 can be used if the combined delivery option is not required. 
When Annex B.12 is used, the value contained in VoIP Correlation Values shall match the value used on the HI2 interface as the CorrelationValues.

****END OF FIRST CHANGE ****
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