Page 1



3GPP TSG-SA WG1 Meeting #69
(
S1-150200
Sanya, P. R. China,  2-6 February 2015 

 








(revision of S1-150125)
	CR-Form-v11

	CHANGE REQUEST

	

	
	22.115
	CR
	0075
	rev
	1
	Current version:
	12.2.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	
	Core Network
	


	

	Title:

	Alignment of ProSe communication charging data requirements

	
	

	Source to WG:
	KPN

	Source to TSG:
	S1

	
	

	Work item code:
	ProSe
	
	Date:
	2015-02-01

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-12

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)

	
	

	Reason for change:
	In discussions in 3GPP SA1, it was mentioned that the issue of delayed reporting of usage data can be helped if both transmitted and received data were recorded. At the time it was not clear that Stage 3 already implemented this.

	
	

	Summary of change:
	Alignment of Stage 1 with Stage 3 implementation, making it clear that both transmitted data and received data is recorded together with information identifying the groups or UEs involved.

	
	

	Consequences if not approved:
	Confusion in Stage 1 when discussing further development of ProSe direct communication. 

	
	

	Clauses affected:
	4.6

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


4.6
ProSe Charging Requirements

This section describes the requirements for collecting charging data for ProSe [13]. The requirements also apply in the roaming case. 

Online and offline charging shall be supported.

The EPS shall be able to collect charging data for the ability to discover ProSe-enabled UEs served by the E-UTRAN of a different PLMN. 
The EPS shall be able to collect charging data for ProSe Discovery features including: 

-
the ability of a ProSe-enabled UE to be discoverable, including based on the range class;

-
the ability to discover other ProSe-enabled UEs, including based on the range class; 
-
the event of discovering a ProSe-enabled UE, including based on the range class.
When a ProSe-enabled UE uses ProSe Communication, or EPC Path established following ProSe Discovery, the EPS shall be able to collect charging data for this communication including its:

-
Activation/deactivation;

-
Initiation/termination;

-
Duration and amount of data transmitted / received;

-
QoS, if via E-UTRAN (e.g. levels of availability, allocated resource);

-
Inter-operator communication;

-
Inter-operator signalling;

-
Identification of UEs or groups involved.
Note: 
This requirement applies to any ProSe E-UTRA Communication between two ProSe-enabled UEs, ProSe Group Communication, ProSe Broadcast Communication and ProSe-assisted WLAN direct communication. 
The EPS shall be able to collect charging data for use of ProSe Discovery, ProSe Communication and EPC Path established following ProSe Discovery by an application. This requirement applies to any ProSe E-UTRA Communication between two ProSe-enabled UEs, ProSe Group Communication, ProSe Broadcast Communication and ProSe-assisted WLAN direct communication.
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