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****** FIRST CHANGE ******

15.2.2
VoIP CC Interception 

The capabilities defined in this clause apply for the following cases: 

-
When a target originates a call or receives an incoming call – the target’s media passes through the indicated CC Intercept Function.

-
When an incoming call to the target is forwarded, the media of the forwarded call passes through the indicated CC Intercept Function. 

The term "CC Intercept Function" is a generic term used to denote a network function that has access to the voice media of an intercepted call. The term "CC Interception Triggering Function" is a generic term used to denote a network function that provides a trigger to intercept the CC. The examples of CC Intercept Function and CC Interception Triggering Function are listed at the beginning of clause 15.2 

Figure 15.1 illustrates the CC interception at the CC Intercept Function for a basic call. Figure 15.2 illustrates the CC interception at the CC Intercept Function for a forwarded call.
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Figure 15.1: VoIP CC Interception for basic calls

In figure 15.1, the Intercepted Subscriber is the target and the Other Party is the called party when the target originates a call; and the Other Party is the calling party when the target receives an incoming call. In both cases, the media passes through the CC Intercept Function present on the side of target’s access network.  

In figure 15.2 (below), there is no Intercepted Subscriber (i.e., target) shown because this is the scenario where an incoming call to a target gets forwarded. The figure 15.2 shows the calling party who originated call and the forwarded-to-party who receives the forwarded call. The media passes through the CC Intercept Function associated with the forwarded-to-party.   


[image: image2.emf]Forwarded-to-Party

Calling Party

Delivery Function 3

LEMF

Duplicator of Media Packets

CC Intercept 

Function

CC Interception 

Triggering 

Function

X3

HI3



 
Figure 15.2: VoIP CC Interception for forwarded calls

The CC Interception Triggering Function sends the CC intercept trigger to the CC Intercept Function according 15.2.1.1.   The CC Intercept Function intercepts media packets for the call (identified based on the Media Identifier information received over the intercept trigger) and delivers the media packets as according to 15.2.1.2. 

Editor’s Note: Exact use of figures 15.1 and 15.2 in call forwarding scenarios needs to be clarified. 

****** END OF FIRST and LAST CHANGE ******
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