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	Reason for change:
	There are no requirements regarding what interception of IMS services when interception is activated or deactivated.  Such requirements are needed to clarify the expected behaviour of the LI system at these critical points in time.

	
	

	Summary of change:
	For the IMS service, the expected behaviour of CS based meet-me conference is used as the model.
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	LI systems may not intercept IMS sessions that should not be intercepted or may continue interception when such activites should cease expeditiously.  This may lead to a failure to meet national regulations.
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*** FIRST MODIFICATION ***
[bookmark: _Toc406079307]5.2.2.2	Invocation and removal of interception regarding services
The invocation of lawful interception shall not alter the operation of a target's services or provide indication to any party involved in a target’s communication or to any others (e.g., non-authorized personnel). Lawful interception shall not alter the services available for the subscribers.
If lawful interception is activated during a CS service, the currently active CS service is not required to be intercepted. If lawful interception is deactivated during a CS service, all ongoing intercepted activities may continue until they are completed.
If lawful interception is activated when a packet switched (PS) service is already in use, the next packets transmitted shall be intercepted. If lawful interception is deactivated during a PS service, the next packets shall not be transmitted to the LEMF.
If lawful interception is activated during an IMS session (including IMS VoIP), the currently active IMS session is required to be intercepted. However, reporting of call information (e.g., identities of parties) by the CSP depends on its availability. If lawful interception is deactivated during an IMS session, interception should be ceased expeditiously.  
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