Page 1



3GPP TSG-SA5 Meeting #105 
S5-161041
25-29 January 2016, Bratislava (Slovakia)










revision of S5-16xabc
	CR-Form-v11.1

	CHANGE REQUEST

	

	
	32.299
	CR
	0713
	rev
	-
	Current version:
	13.3.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	X


	

	Title:

	Correction for Variable-Part-Type AVP values

	
	

	Source to WG:
	Ericsson

	Source to TSG:
	S5

	
	

	Work item code:
	ANIMO
	
	Date:
	2015-12-30

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-13

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)

	
	

	Reason for change:
	In order to ensure interoperable implementations, the initial set of standardized values for Variable-Part-Type AVP is required while still allowing the operator to define their own types.

	
	

	Summary of change:
	Define a set of values for the Variable-Part-Type AVP to meet the initial required types from TS 32.281.
Defined the contents of the Variable-Part-Value AVP for each of the standardized types.

	
	

	Consequences if not approved:
	Operator will not be able to deploy OCS-driven announcements without individual vendor customizations.

	
	

	Clauses affected:
	7.2.242aC, 7.2.242aD

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	

	affected:
	
	X
	 Test specifications
	

	(show related CRs)
	
	X
	 O&M Specifications
	

	
	

	Other comments:
	


	First change


7.2.242aC
Variable-Part-Type AVP

The Variable-Part-Type AVP (AVP Code 3909) is of type Unsigned32 and holds the type of the variable part.
The following values are defined:

0


Integer
1


Number
2


Time
3


Date 

4


Currency 

5-127

Reserved for future standardization
128-255
Reserved for operator-defined types

	Second change


7.2.242aD
Variable-Part-Value AVP

The Variable-Part-Value AVP (AVP Code 3910) is of type UTF8String and holds the value of the variable part. Table 7.2.242aD.1 describes the content of the Variable-Part-Value AVP for each of the standardized values of the Variable-Part-Type AVP.
Table 7.2.242aD.1: Variable-Part-Value AVP Contents
	Type
	Value

	Integer
	String of digits, which shall be announced as a single number, up to 10 digits.

	Number
	String of digits, which shall be announced as individual digits, up to 24 digits.

	Time
	A string of digits in the form HHMM.

	Date
	A string of digits in the form of YYYYMMDD.

	Currency
	A string of digits in the form of AAAAAABB, where AAAAAA is the integral part and BB is the decimal part.


	End of changes


