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	Reason for change:
	Clarifies emergency MCPTT call for off-network

	
	

	Summary of change:
	Emergency MCPTT call in off network can operate with ProSe Per Packet Priority(PPPP). The value of PPPP needs to be reserved for emergency call. When emergency indicator is included in the group call announcement, all UEs in the MCPTT call needs to change to the value of PPPP for emergency call. The value of PPPP will affect the air resource allocation in RAN. If the value of PPPP is changed to the value of PPPP for normal MCPTT call, then resource allocation in RAN follows as well. In addition, emergency state maintains per Group based. Even though a MCPTT call in a UE enters emergency state in a group, other group calls in the UR do not enter the emergency call automatically. If the MCPTT call needs to be changed to emergency state, then emergency indicator should be included in group call announcement of the MCPTT group call.    

· Remove “Only the MCPTT user of the MCPTT client can clear the client's local MCPTT emergency state.” Emergency state should maintain per group based not individual. 
· Use the value of PPPP instead of ambugous terms “proirity” or “bearer”
· Clearly mention when the on-going MCPTT call is changed to emergency call

· Describe that emergency call has its own value of PPPP (No decision on the value of PPPP for Emergency call, it depends on operator)

	
	

	Consequences if not approved:
	MCPTT off-network will provide poor service without the standardized way. 
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	Other comments:
	


***** start of change *****
10.6.3.9.1
Emergency group call
The off-network emergency group call is a special case of off-network (non-emergency) group call as defined in subclauses 10.6.3.2, 10.6.3.3, 10.6.3.4, 10.6.3.5, 10.6.3.6 and 10.6.3.7. The following are modifications to the aforementioned subclauses to support MCPTT emergency group calls:

-
As a pre-condition, the client initiating the emergency call has previously been provisioned with an MCPTT group designated as the MCPTT emergency group. The MCPTT client initiates MCPTT emergency group calls on this group. Alternatively, the MCPTT client could have been provisioned for emergency behaviour on the selected MCPTT group.

-
The group call announcement contains an indication that the MCPTT group call is to be an MCPTT emergency call regardless of whether or not the MCPTT client is in call. Group call participants learn of the MCPTT group in-progress emergency condition from the indication.
-
Every call initiated by the MCPTT client will be an emergency call while the MCPTT client is in MCPTT emergency state.
-
The MCPTT client enters the MCPTT emergency state when initiating an MCPTT emergency call. Only the MCPTT user of the MCPTT client can clear the client's local MCPTT emergency state.

-
The MCPTT group in-progress emergency state is cancelled when the call ends.

-
The originating MCPTT user of the in-progress emergency or an authorized user may cancel the in-progress emergency state with an MCPTT emergency group cancel message. The message is sent to the call participants.

-
When the MCPTT group is no longer in the in-progress emergency state, every client returns its default value of Prose Per Packet Priority 
-
A MCPTT group call in-progress is upgraded to the in-progress emergency state of MCPTT group call when the periodic group call announcement contains the emergency indicator. 
-
The value of ProSe Per Packet Priority is upgraded according to emergency state of MCPTT group call.
-
The emergency state is maintained per MCPTT call. The emergency state of the MCPTT call does not affect the state of other MCPTT call(s) in the UE. 
-
 

-
The MCPTT group call remains in the in-progress emergency state until the call ends or the in-progress emergency state is cancelled. 


***** end of change *****
