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3.3
Abbreviations

For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].

APN


Access Point Name
ARP


Allocation and Retention Priority

BM-SC


Broadcast Multicast Service Centre

CHAP


Challenge-Handshake Authentication Protocol
CSC


Common Services Core
CSCF


Call Server Control Function

DL


Downlink
DPF


Direct Provisioning Function

E-UTRAN


Evolved Universal Terrestrial Radio Access Network

ECGI


E-UTRAN Cell Global Identifier
EPC


Evolved Packet Core

EPS


Evolved Packet System

FQDN


Fully Qualified Domain Name

GBR


Guaranteed Bit Rate

GCS AS


Group Communication Service Application Server

GCSE_LTE


Group Communication Service Enabler over LTE

GRUU


Globally Routable User agent URI

HLR


Home Location Register

HSS


Home Subscriber Server

HTTP


Hyper Text Transfer Protocol

I-CSCF


Interrogating CSCF

ICE


Interactive Connectivity Establishment 

IM CN


IP Multimedia Core Network
IMPI


IP Multimedia Private Identity

IMPU


IP Multimedia PUblic identity
IMS


IP Multimedia Subsystem
MBMS


Multimedia Broadcast and Multicast Service
MBSFN


Multimedia Broadcast multicast service Single Frequency Network
MC


Mission Critical

MC ID


Mission Critical user identity
MCPTT


Mission Critical Push To Talk

MCPTT AS


MCPTT Application Server

MCPTT group ID
MCPTT group identity
MCPTT ID


MCPTT user identity
NAT


Network Address Translation

PAP


Password Authentication Protocol

P-CSCF


Proxy CSCF

PCC


Policy and Charging Control
PCRF


Policy and Charging Rules Function
PLMN


Public Land Mobile Network

ProSe


Proximity-based Services
PSI


Public Service Identity

PTT


Push To Talk

QCI


QoS Class Identifier
QoS


Quality of Service

RAN


Radio Access Network

RF


Radio Frequency

S-CSCF


Serving CSCF

SAI


Service Area Identifier
SDF


Service Data Flow

SIP


Session Initiated Protocol

SSL


Secure Sockets Layer
TLS


Transport Layer Security

TMGI


Temporary Mobile Group Identity

UM


Unacknowledged Mode

USB


Universal Serial Bus

URI


Uniform Resource Identifier

WLAN


Wireless Local Area Network

