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>>>>>>>>>>>>>>>>>>First Change<<<<<<<<<<<<<<<<<<<<<<<<<<<

10.7.2
Private call in on-network
10.7.2.1
Information flows for private call in on-network

10.7.2.1.1
MCPTT private call request (MCPTT client – MCPTT server)

Table 10.7.2.1.1-1 describes the information flow MCPTT private call request from the MCPTT client to the MCPTT server.

Table 10.7.2.1.1-1: MCPTT private call request (MCPTT client – MCPTT server) information elements

	Information Element
	Status
	Description

	MCPTT ID
	M
	The MCPTT ID of the calling party

	MCPTT ID
	M
	The MCPTT ID of the called party

	Use floor control indication
	M
	This element indicates whether floor control will be used for the private call.

	SDP offer
	O
	Media parameters of MCPTT client. 

	Requested commencement mode
	O
	An indication that is included if the user is requesting a particular commencement mode

	Implicit floor request
	O
	An indication that the user is also requesting the floor. 


10.7.2.1.2
MCPTT private call request (MCPTT server – MCPTT server)

Table 10.7.2.1.2-1 describes the information flow MCPTT private call request from the MCPTT server to the MCPTT server.

Table 10.7.2.1.2-1: MCPTT private call request (MCPTT server – MCPTT server) information elements

	Information Element
	Status
	Description

	MCPTT ID
	M
	The MCPTT ID of the calling party

	MCPTT ID
	M
	The MCPTT ID of the called party

	Use floor control indication
	M
	This element indicates whether floor control will be used for the private call.

	SDP offer
	M
	Media parameters of MCPTT client. 

	Requested commencement mode
	O
	An indication of the commencement mode to be used.

	Implicit floor request
	O
	An indication that the user is also requesting the floor. 


10.7.2.1.2a
MCPTT private call request (MCPTT server – MCPTT client)

Table 10.7.2.1.2a describes the information flow MCPTT private call request from the MCPTT server to the MCPTT client.

Table 10.7.2.1.2a: MCPTT private call request (MCPTT server – MCPTT client) information elements

	Information Element
	Status
	Description

	MCPTT ID 
	M
	The MCPTT ID of the calling party

	MCPTT ID 
	M
	The MCPTT ID of the called party

	Use floor control indication
	M
	This element indicates whether floor control will be used for the private call.

	SDP offer
	M
	Media parameters of MCPTT client. 

	Requested commencement mode
	O
	An indication of the commencement mode to be used.

	Implicit floor request
	O
	An indication that the user is also requesting the floor. 


>>>>>>>>>>>>>>>>>>End of First Change<<<<<<<<<<<<<<<<<<<<<<

>>>>>>>>>>>>>>>>>>Second Change<<<<<<<<<<<<<<<<<<<<<<<<<<<

10.7.3
Private call in off-network
10.7.3.1
Information flows for private call in off-network

10.7.3.1.1
Call setup request

Table 10.7.3.1.1-1 describes the information flow call setup request from one MCPTT client to another MCPTT client.
Table 10.7.3.1.1-1: call setup request
	Information element
	Status
	Description

	MCPTT ID of the caller
	M
	The identity of the calling party

	MCPTT ID of the callee
	M
	The identity of the called party

	
	
	

	SDP offer for private call
	M
	SDP with media information offered by (to) client


10.7.3.1.2
Call setup response

Table 10.7.3.1.2-1 describes the information flow call setup response from one MCPTT client to another MCPTT client.
Table 10.7.3.1.2-1: call setup response
	Information element
	Status
	Description

	MCPTT ID of the caller
	M
	The identity of the calling party

	MCPTT ID of the callee
	M
	The identity of the called party

	
	
	

	SDP answer for private call
	M
	SDP with media information offered by (to) client


>>>>>>>>>>>>>>>>>>End of Second Change<<<<<<<<<<<<<<<<<<<<<<<

