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======================= First Change =========================

6.2.3.x
Audio cut-in on designated MCPTT Groups

6.2.3.x.1
Overview

The audio cut-in feature applies to specially designated MCPTT Groups and results in Floor control for that group allowing any participant within the MCPTT Group to interrupt any other participant. In particular the audio cut-in feature means that the last Participant to request the floor is assigned the floor immediately and there is only ever one talker on the call at a particular point in time. Audio cut-in is often used for teams escorting VIPs where timeliness is essential to allow teams to react as quickly as possible.

Other than the difference in floor control logic the MCPTT Groups behave in the same way as other MCPTT Groups with group management, affiliation, selection of a group, requesting the floor, the notifications received related to Floor control etc working in the same way.

6.2.3.x.2

Requirements

[R-6.2.3.x.2-001] The MCPTT Group shall be configurable to allow audio cut-in.

NOTE:
MCPTT Groups configured for audio cut-in should behave in the same way as MCPTT Groups not configured for audio cut-in in all other respects other than the Floor control logic described in this sub-clause.

[R-6.2.3.x.2-002] When a MCPTT Group has been configured to support audio cut-in the Floor control functionality shall give the floor to the MCPTT Group Member that has selected that MCPTT Group and made the most recent request to transmit in that MCPTT Group.

[R-6.2.3.x.2-003] When a MCPTT Group has been configured to support audio cut-in the Floor control functionality shall restrict the number of talkers in the group to one.
[R-6.2.3.x.2-004] When an MCPTT Group has been designated to support audio cut-in the MCPTT Group shall not support any form of floor control queuing and associated functionality.
[R-6.2.3.x.2-005] When a user is overriden by a request to transmit on an MCPTT Group supporting audio cut-in the talk request of the overridden talker shall end and they will have to request permission if they want to transmit again.

[R-6.2.3.x.2-006] An MCPTT Group configured to support audio cut-in shall provide the same notifications and indications to Group Members, the transmitting participant and the overridden participant as those related to other cases of override as defined in 6.2.3.2 and 6.2.3.4,

[R-6.2.3.x.2-007] An MCPTT Group configured to support Audio cut-in shall support the Transmit time limit functionality defined in 6.2.3.5.
======================= End of First Change =========================

