3GPP TSG-SA5 Meeting #107 
S5-163051
23-27 May 2016, Santa Cruz de Tenerife (Spain)







revision of S5-16xabc
	CR-Form-v11.1

	CHANGE REQUEST

	

	
	28.663
	CR
	0010
	rev
	-
	Current version:
	11.3.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	X
	Core Network
	


	

	Title:

	XML attribute "longitude" is incorrectly defined

	
	

	Source to WG:
	Ericsson

	Source to TSG:
	S5

	
	

	Work item code:
	OAM11
	
	Date:
	2016-05-13

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-11

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)

	
	

	Reason for change:
	The XML attribute "longitude" is incorrectly defined and differs from the definition in TS 28.662.

	
	

	Summary of change:
	Change the value range for "longitude" from -90..+90 degrees to -180..+180 degrees. 

	
	

	Consequences if not approved:
	The definition of the XML attribute "longitude" would remain incorrect and not aligned with the definition in the corresponding IS specification.  

	
	

	Clauses affected:
	Introduction, Scope, B.3.4

	
	

	
	Y
	N
	
	

	Other specs
	
	x
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	x
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	x
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


	1st Modified Section


Introduction

The present document is part of a TS-family covering the 3rd Generation Partnership Project; Technical Specification Group Services and System Aspects; Telecommunication management; as identified below:

28.661

Generic Radio Access Network (RAN) Network Resource Model (NRM); Integration Reference Point (IRP); Requirements

28.662

Generic Radio Access Network (RAN) Network Resource Model (NRM); Integration Reference Point (IRP); Information Service (IS)

28.663

Generic Radio Access Network (RAN) Network Resource Model (NRM); Integration Reference Point (IRP); Solution Set (SS) definitions
1
Scope

The present document is part of an Integration Reference Point (IRP) named Generic Radio Access Network (RAN) Network Resource Model (NRM) IRP, through which an IRPAgent can communicate configuration management information to one or several IRPManagers concerning Generic RAN resources. The Generic RAN NRM IRP comprises a set of specifications defining Requirements, a protocol neutral Information Service and one or more Solution Set(s).

The present document specifies the Solution Sets for the Generic RAN NRM IRP.
This Solution Set specification is related to 3GPP TS 28.662 V11.2.X [4]. 

	Next Modification


B.3.4
XML schema (file name "repeaterNrm.xsd")
<?xml version="1.1" encoding="UTF-8"?>

<!--

  3GPP TS 28.663 Generic RAN Network Resources IRP

  Bulk CM Configuration data file NRM-specific XML schema

  repeaterNrm.xsd

-->

<schema

  targetNamespace=

"http://www.3gpp.org/ftp/specs/archive/28_series/28.663#repeaterNrm"

  elementFormDefault="qualified"

  xmlns="http://www.w3.org/2001/XMLSchema"

  xmlns:xn=

"http://www.3gpp.org/ftp/specs/archive/32_series/28.623#genericNrm"

  xmlns:rn=

"http://www.3gpp.org/ftp/specs/archive/32_series/28.663#repeaterNrm"

>

  <import

    namespace=

"http://www.3gpp.org/ftp/specs/archive/28_series/28.623#genericNrm"

  />

  <!-- Repeater Network Resources IRP NRM attribute related XML types -->

  <simpleType name="priority">

    <restriction base="integer">

      <minInclusive value="0"/>

      <maxInclusive value="268435455"/>

    </restriction>

  </simpleType>

  <simpleType name="dLAttenuation">

    <restriction base="integer">

      <minInclusive value="0"/>

      <maxInclusive value="268435455"/>

    </restriction>

  </simpleType>

  <simpleType name="uLAttenuation">

    <restriction base="integer">

      <minInclusive value="0"/>

      <maxInclusive value="268435455"/>

    </restriction>

  </simpleType>

  <simpleType name="latitude">

    <restriction base="decimal">

      <fractionDigits value="4"/>

      <minInclusive value="-90.0000"/>

      <maxInclusive value="90.0000"/>

    </restriction>

  </simpleType>

  <simpleType name="longitude">

    <restriction base="decimal">

      <fractionDigits value="4"/>

      <minInclusive value="-180.0000"/>

      <maxInclusive value="180.0000"/>

    </restriction>

  </simpleType>

  <simpleType name="ctrlConnMode">

    <restriction base="string">

      <enumeration value="GSM_SMS"/>

      <enumeration value="WCDMA_SMS"/>

      <enumeration value="CIRCLE_SWITCH_DATA_CSD"/>

      <enumeration value="PACKAGE_SWITCH_DAT_IP"/>

      <enumeration value="SERIAL_PORT"/>

    </restriction>

  </simpleType>

  <simpleType name="powerSwitch">

    <restriction base="string">

      <enumeration value="ON"/>

      <enumeration value="OFF"/>

    </restriction>

  </simpleType>

  <simpleType name="repeaterType">

    <restriction base="string">

      <enumeration value="WideBandReptFunction"/>

      <enumeration value="FreqSelReptFunction"/>

      <enumeration value="FiberReptFunction"/>

      <enumeration value="IndoorReptFunction"/>

      <enumeration value="FreqShiftReptFunction"/>

    </restriction>

  </simpleType>

  <!-- Repeater Network Resources IRP NRM class associated XML elements -->

  <element

    name="RepeaterFunction "

    substitutionGroup="xn:ManagedElementOptionallyContainedNrmClass"

  >

    <complexType>

      <complexContent>

        <extension base="xn:NrmClass">

          <sequence>

            <element name="attributes" minOccurs="0">

              <complexType>

                <all>

                  <element name="userLabel" type="string"/>

                  <element name="priority" type="rn:priority"/>

                  <element name="latitude" type="rn:latitude"/>

                  <element name="longitude" type="rn:longitude"/>

                  <element name="ctrlConnMode" type="rn:ctrlConnMode"/>

                  <element name="environmentInfo" type="string"/>

                  <element name="powerSwitch" type="rn:powerSwitch"/>

                  <element name="dLAttenuation" type="rn:dLAttenuation"/>

                  <element name="uLattenuation" type="rn:uLAttenuation"/>

                  <element name="firmwareVer" type="string"/>

                  <element name="repeaterType" type="rn:repeaterType"/>

                  <element name="repeaterFunctionExternalUtranCell" type="xn:dn"/>

                </all>

              </complexType>

            </element>

            <choice minOccurs="0" maxOccurs="unbounded">

              <element ref="xn:VsDataContainer"/>

            </choice>

          </sequence>

        </extension>

      </complexContent>

    </complexType>

  </element>

 </schema> 

	End of Modifications
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