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2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

-
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For a specific reference, subsequent revisions do not apply.

-
For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.
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3GPP TS 23.280: "Common functional architecture and information flows to support mission critical communication services; Stage 2".
[6]
3GPP TS 23.228: "IP Multimedia Subsystem (IMS); Stage 2".

[7]
3GPP TS 23.303: "Proximity-based services (ProSe); Stage 2".

[8]
3GPP TS 23.468: "Group Communication System Enablers for LTE (GCSE_LTE); Stage 2".

[9]
3GPP TS 23.237: "IP Multimedia Subsystem (IMS) Service Continuity; Stage 2".
[10]
3GPP TS 23.002: "Network Architecture".
[11]
3GPP TS 23.379: "Functional architecture and information flows to support Mission Critical Push To Talk (MCPTT); stage 2".

[12]
3GPP TS 29.283: "Diameter data management applications".

[x]
3GPP TS 29.468: "Group Communication System Enablers for LTE (GCSE_LTE); MB2 reference point; Stage 3".

[13]
3GPP TS 33.179: "Security of Mission Critical Push-To-Talk (MCPTT)".

Second change

6.4.4.1.4
Reference point MCData-6 (between the MCData server and the EPS)

The MCData-6 reference point, which exists between the MCData server and the EPS, is used to request the allocation and activation of multicast transport resources for MCData application usage. The MCData-6 reference point uses the MB2-C interface as defined in 3GPP TS 29.468 [x].
