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=====  AUTONUM   CHANGE  =====
10.2.5
Initial Playout Delay

This metric in Table 28 signals the initial playout delay at the start of the streaming of the presentation. 
The metric is only logged at the time point when the playout of streaming video begins. 
Table 28: Initial Playout Delay

	Key
	Type
	Description

	InitialPlayoutDelay
	Integer
	The initial playout delay is measured as the time in milliseconds from the fetch of the first media Segment (or sub-segment) and the time at which media is retrieved from the client buffer.


=====  AUTONUM   CHANGE  =====
10.2.9
Playout Delay for Media Start-up
This metric in Table 31a indicates the waiting time that the user experiences for media start-up.
The metric is only logged at the time point when the media start-up happens.
Table 31a: Playout Delay for Media Start-up
	Key
	Type
	Description

	PlayoutDelayforMediaStartup
	Integer
	The playout delay for media start-up is measured as the time in milliseconds from the time instant of DASH player receives play-back-start trigger to the instant of media playout.
· If the MPD has been delivered earlier before the user clicks, it may include the process time of MPD, the fetch time of some media segments which are required for media presentation, the process time of segments, and the time for media decode and render to the user.
· If no MPD has been fetched earlier, it also needs to add the fetch time of MPD.


=====  AUTONUM   CHANGE  =====
10.5
Quality Reporting Scheme for DASH

This section specifies a 3GP-DASH quality reporting scheme. 

The quality reporting scheme is signaled using in the Reporting element in the Metrics element. The URN to be used for the Reporting@schemeIdUri shall be "urn:3GPP:ns:PSS:DASH:QM10". 

The reporting scheme shall use the quality reporting protocol defined in section 10.6.

The semantics and XML syntax of the scheme information for the 3GP-DASH quality reporting scheme are specified in Table 34 and Table 35, respectively. 

Table 34: Semantics of Quality Reporting Scheme Information
	Element or Attribute Name
	Use
	Description

	
	@apn
	O
	This attribute gives the access point that should be used for sending the QoE reports.

	
	@format
	O
	This field gives the requested format for the reports. Possible formats are: “uncompressed” and “gzip”.

	
	@samplepercentage
	O
	Percentage of the clients that should report QoE. The client uses a random number generator with the given percentage to find out if the client should report or not.

	
	@reportingserver
	M
	The reporting server URL to which the reports will be sent.

	
	@reportinginterval
	O
	Indicates the time(s) reports should be sent. If not present, then the client should send a report after the streaming session has ended. If present, @reportingInterval=n indicates that the client should send a report every n-th second provided that new metrics information has become available since the previous report. For each report sent, only the newly collected information since the previous report shall be reported.
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