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*** START OF FIRST MODIFICATION ***
12.2.3.15
HSS subscriber record change

This event will be used to report any change of association between IMSI or MSISDN of the target.
The following elements, such as old and new IMSI or MSISDN will be delivered to DF2, if available:

	New observed MSISDN or A MSISDN

	New observed IMSI 

	Old observed MSISDN or A MSISDN

	Old observed IMSI 

	Event Type 

	Event Time 

	Event Date 

	Network Element Identifier (HSS id...)

	

	Other update: carrier specific


*** END OF FIRST MODIFICATION ***
*** START OF SECOND MODIFICATION ***
12.4.3.18
HSS subscriber record change

This event will be only used to report when there is a change of association between IMSI, MSISDN, or IMEI of the target. It is induced mainly by Subscriber Profile management by the HSS or the CSP administration tools through the HSS.

Such events could be mainly triggered by Diameter messages such as:


Through SWx interface, -Push-Profile-Request (PPR) in case of command of HSS to 3GPP AAA Server: see clause A of TS 29.273 [24].

The elements of table 12.4.3.18 will be delivered to DF2, if available.

Table 12.4.3.18: Information Elements for Subscriber Record Change Event
	New observed MSISDN 

	New observed IMSI


	New Observed IMEI (if available)

	Old observed MSISDN 

	Old observed IMSI 

	Old observed IMEI (if available)

	

	

	Event Type 

	Event Time 

	Event Date 

	Network Element Identifier (HSS id...)

	

	


	Other update: carrier specific.


*** END OF SECOND MODIFICATION ***
*** START THIRD MODIFICATION ***
12.5.3.15
HSS subscriber record change

This event will be only used to report when there is a change of association between IMSI, MSISDN or IMEI of the target. It is induced mainly by Subscriber Profile management by the HSS or the CSP administration tools through the HSS.

Such events could be mainly triggered by Diameter messages such as:

-
Through SWx interface, -Push-Profile-Request (PPR) in case of command of HSS to 3GPP AAA Server: see clause A of TS 29.273 [24].

The elements of table 12.5.3.15 will be delivered to DF2, if available.

Table 12.5.3.15: Information Elements for Subscriber Record Change Event

	New observed MSISDN 

	New observed IMSI


	New Observed IMEI (if available)

	Old observed MSISDN 

	Old observed IMSI 

	Old observed IMEI (if available)

	

	

	Event Type 

	Event Time 

	Event Date 

	Network Element Identifier (HSS id...)

	

	


	Other update: carrier specific.


*** END OF THIRD MODIFICATION ***
*** END  OF ALL MODIFICATIONS ***
