Page 1



3GPP TSG-SA WG2 Meeting #126 
S2-181859
Montreal, Canada, 26 Feb - 2 March 2018
	CR-Form-v11.2

	CHANGE REQUEST

	

	
	23.502
	CR
	0154
	rev
	-
	Current version:
	15.0.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	X


	

	Title:

	Adding the missing GPSI parameter in SMF

	
	

	Source to WG:
	Sony

	Source to TSG:
	SA2

	
	

	Work item code:
	5GS_Ph1
	
	Date:
	2018-02-19

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-15

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)
Rel-15
(Release 15)
Rel-16
(Release 16)

	
	

	Reason for change:
	In chapter 4.3.2.2.1 the parameter GPSI is sent by AMF to SMF:

From AMF to SMF: Either Nsmf_PDUSession_CreateSMContext Request (SUPI, DNN, S-NSSAI, PDU Session ID, AMF ID, Request Type, N1 SM container (PDU Session Establishment Request), User location information, Access Type, PEI, GPSI, UE presence in LADN, Subscription For PDU Session Status Notification) or Nsmf_PDUSession_UpdateSMContext Request (SUPI, DNN, S-NSSAI, PDU Session ID, AMF ID, Request Type, N1 SM container (PDU Session Establishment Request), User location information, Access Type, RAT type, PEI).

But the parameter GPSI is missing in that service interface to SMF

This was proposed to the last two meetings but has been postponed due to another LADN related change in the same paragraph.

	
	

	Summary of change:
	Add the missing parameter in the SMF’s service interface. 

	
	

	Consequences if not approved:
	SMF is not able to set up an correct PDU Session.
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************** First Change *****************
5.2.8.2.5
Nsmf_PDUSession_CreateSMContext service operation

Service operation name: Nsmf_PDUSession_CreateSMContext.

Description: It creates an AMF-SMF association to support a PDU Session.

Input, Required: SUPI or PEI, DNN, S-NSSAI(s), PDU Session ID, AMF ID (GUAMI), N1 SM container.

Input, Optional: PEI, UE location information, UE Time Zone, AN type, H-SMF identifier/address, old PDU Session ID (if the AMF also received an old PDU Session ID from the UE as specified in clause 4.3.5.2), Subscription For PDU Session Status Notification, indication that the SUPI has not been authenticated, GPSI.

Output, Required: Result Indication.
Output, Optional: Cause, PDU Session ID, N2 SM information, N1 SM container.
When the PDU Session is for Emergency services for a UE without USIM, the AMF provides the PEI and not the SUPI as identifier of the UE. When the PDU Session is for Emergency services of an unauthenticated UE with an USIM, the AMF shall provide both the SUPI and the PEI and shall provide an indication that the SUPI has not been authenticated.

See clause 4.3.2.2.1 and clause 4.3.2.2.2 for details on the usage of this service operation.
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