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	Reason for change:
	In many markets there is an increasing demand for users being able access telecommunications services using more than one device. Although more than one device is inherently possible in IMS, there are service requirements for multi-device services going beyond what is currently specified. Having call logs synchronized across multiple devices, such that when information on one device about a missed call has been read, the information about the missed call should be erased on the other devices.
Further, identities belonging to different subscriptions can be shared between devices. One example is that a user may wish to use a private phone (or other device) also for placing calls from or receiving calls to his/her job identity.
This CRintends to formulate the service requirements for the above use cases. There is also a related LS from GSMA RILTE (S1-181571) pointing to the need for such specification in 3GPP that they can profile.

	
	

	Summary of change:
	Multidevice requirements are added.
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	Other comments:
	The new chapter shall be added in the end of chapter 4.
· “The fewer delegates, the greater share of honor.

God's will! I pray thee, wish not one man more.

We few, we happy few, we band of Brothers in SA1;

…
And delegates from other 3GPP WGs now a-bed

Shall think themselves accursed they were not with us here in Dubrovnik,

And hold their manhoods cheap whiles any speaks

That agreed this CR with us today.”
                                                          (Based on Henry V, by W. Shakespeare)




******************    Start change  ***************
4.x
Multi-device and Multi-Identity 
The support of multiple devices is inherent in IMS. In addition, a service provider may allow a user to use any public user identity for its outgoing and incoming calls. The added identities can but do not have to belong to the served user. Identities may be part of different subscriptions and different operators.
NOTE:
The identity does not have to be pre-allocated to an individual USIM or ISIM. 
The individual subscriber and/or the operator/company controlling the added identity needs to give its permission for the user to use the identity. 
The operator/company controlling the identity shall be able to revoke the permission for others to use the identity.
A user shall be able to indicate which of the allowed identities a user wishes to use for each outgoing communication. 
The network shall be able to indicate to the user which identity the incoming communication is intended to reach.

The network shall allow users to add identities asymmetrically, e.g. if an identity belonging to user B is allowed to be used by user A, this does not automatically mean that identities belonging to user A is allowed to be used by user B.

Synchronization of communication logs between the multiple devices that are registered under the user identity shall be possible, e.g. the list of in- and outgoing calls, as well as when a missed call notification has been read on one device the other devices shall be updated so they are aligned.
******************  End change  ***************

