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The following CRs were agreed by SA WG2 and are provided to TSG SA#80 for approval:

	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version
	@ Mtg
	S2 TD
	Source to WG
	Work Item
	Clauses affected

	23.501
	0207
	5
	Rel-15
	Slice configuration change
	F
	15.1.0
	S2-127BIS
	S2‑186213
	Ericsson, Telecom Italia, Intel
	5GS_Ph1
	5.15.4.1, 5.15.4.2, 5.15.5.2.2

	23.501
	0266
	4
	Rel-15
	SMF getting UE location from the AMF for NPLI when no QoS flow to create/Update/modify
	F
	15.1.0
	S2-127
	S2‑184437
	Nokia, Nokia Shanghai Bell
	5GS_Ph1
	5.6.11 ; 5.6.2

	23.501
	0290
	1
	Rel-15
	SM_23.501_ReAuthentication by an external DN-AAA server
	F
	15.1.0
	S2-127
	S2‑184255
	InterDigital Inc.
	5GS_Ph1
	5.6.6

	23.501
	0311
	4
	Rel-15
	S-NSSAI check for activation of UP connection of PDU Session
	F
	15.1.0
	S2-127BIS
	S2‑186055
	CATT
	5GS_Ph1
	5.6.8

	23.501
	0326
	3
	Rel-15
	Slicing information and RFSP
	F
	15.1.0
	S2-127BIS
	S2‑186140
	Ericsson, Qualcomm Incorporated
	5GS_Ph1
	5.3.4.3

	23.501
	0339
	-
	Rel-15
	SEPP fully redundant and next-hop IPX proxy
	F
	15.1.0
	S2-127BIS
	S2‑184781
	Ericsson
	5GS_Ph1
	5.21.0, 6.3.1

	23.501
	0342
	1
	Rel-15
	SMF selection factor
	F
	15.1.0
	S2-127BIS
	S2‑185684
	China Telecom, Huawei, ZTE
	5GS_Ph1
	6.3.2

	23.501
	0402
	2
	Rel-15
	S-NSSAI of VPLMN when HO from 4G to 5G
	F
	15.1.0
	S2-127BIS
	S2‑186282
	Huawei, HiSilicon
	5GS_Ph1
	5.15.7.2

	23.501
	0423
	-
	Rel-15
	S-NSSAI back off timer for UE requested PDU session release
	F
	15.1.0
	S2-127BIS
	S2‑185268
	Qualcomm Incorporated
	5GS_Ph1
	5.19.7.4

	23.501
	0430
	-
	Rel-15
	Resume procedure in the equivalent PLMN
	F
	15.1.0
	S2-127BIS
	S2‑185315
	NEC
	5GS_Ph1
	5.3.3.2.5

	23.502
	0297
	-
	Rel-15
	Selective deactivation of UP connection for non-3GPP PDU Session
	F
	15.1.0
	S2-127
	S2‑183385
	LG Electronics
	5GS_Ph1
	4.3.7, 4.12.4.x (new)

	23.502
	0326
	-
	Rel-15
	Removal of one step SMS procedure
	F
	15.1.0
	S2-127
	S2‑183528
	Qualcomm Incorporated
	5GS_Ph1
	4.13.3.4

	23.502
	0336
	1
	Rel-15
	SM_23.502_ReAuthentication by an external DN-AAA server
	F
	15.1.0
	S2-127
	S2‑184256
	InterDigital Inc.
	5GS_Ph1
	4.3.2.3

	23.502
	0341
	1
	Rel-15
	Remove PCF as the consumer of Namf_EventExposure and Nsmf_EventExposure services
	F
	15.1.0
	S2-127
	S2‑184179
	CATT. Ericsson
	5GS_Ph1
	5.2.2.1, 5.2.8.1, 5.2.8.3.2, 5.2.8.3.4

	23.502
	0352
	2
	Rel-15
	Setting indirect data forwarding flag
	F
	15.1.0
	S2-127BIS
	S2‑185882
	CATT
	5GS_Ph1
	4.11.1.2.1

	23.502
	0360
	4
	Rel-15
	S-NSSAI check in Network Triggered Service Request
	F
	15.1.0
	S2-127BIS
	S2‑186056
	CATT
	5GS_Ph1
	4.2.3.3

	23.502
	0408
	-
	Rel-15
	Resolving EN related to subscription data
	F
	15.1.0
	S2-127BIS
	S2‑184870
	Ericsson
	5GS_Ph1
	5.2.3.3.1, 5.2.11.3.2

	23.502
	0409
	-
	Rel-15
	Resolving EN related to paging priority
	F
	15.1.0
	S2-127BIS
	S2‑184871
	Ericsson
	5GS_Ph1
	4.2.3.3

	23.502
	0411
	1
	Rel-15
	Slicing information and RFSP
	F
	15.1.0
	S2-127BIS
	S2‑185835
	Ericsson
	5GS_Ph1
	4.16.1.2, 5.2.5.2.2, 5.2.5.2.5

	23.502
	0440
	1
	Rel-15
	Removing Editor's note about How NWDAF services work while roaming
	F
	15.1.0
	S2-127BIS
	S2‑185686
	KDDI, Ericsson
	5GS_Ph1
	5.2.11, 5.2.11.1

	23.502
	0447
	-
	Rel-15
	Resolving EN related to Exposure with bulk subscription
	F
	15.1.0
	S2-127BIS
	S2‑185086
	Ericsson
	5GS_Ph1
	4.2.3.3

	23.502
	0449
	2
	Rel-15
	S-NSSAI of VPLMN when HO from 4G to 5G
	F
	15.1.0
	S2-127BIS
	S2‑186283
	Huawei, HiSilicon
	5GS_Ph1
	4.11.1.2.2.1, 4.11.1.3.3, 4.11.2.3

	23.502
	0464
	-
	Rel-15
	SMF exemption to NAS level congestion control for high priority access
	F
	15.1.0
	S2-127BIS
	S2‑185151
	Vencore Labs, OEC, AT&T, T-Mobile USA, Sprint
	5GS_Ph1
	4.3.2.2.1, 5.2.8.2.5

	23.502
	0465
	-
	Rel-15
	SMF Selection Subscriber Data clarification
	F
	15.1.0
	S2-127BIS
	S2‑185164
	Intel
	5GS_Ph1
	5.2.3.3.1

	23.502
	0499
	2
	Rel-15
	Removal of RAT Type from UE-associated N2 signalling
	F
	15.1.0
	S2-127BIS
	S2‑186099
	Intel
	5GS_Ph1
	4.2.2.2.2; 4.2.3.2; 4.3.2.2.1; 4.12.2.2; 4.12.4.1


