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	Reason for change:
	UE DL Signalling handling in the anchor NG-RAN:
In current specification, most the current procedure that triggers the downlink N2 signalling (e.g., NW-triggered Service Request procedure) does not consider the UE in RRC inactive state. Hence it shall be clarified how to handle the DL signalling procedure in such case, especially the case that UE resume the  RRC connection from a different NG-RAN.
In general there are two cases shall be considered:
1. the UE in RRC Inactive state camps at the anchor NG-RAN: in this case the residual procedure shall be same as UE in RRC Connected state.

2. the UE in RRC inactive state locates at another NG-RAN different from the anchor NG-RAN node: in this case the UE resumes the RRC Connected towards a different NG-RAN node, therefore the UE cannot be reached in the old serving NG-RAN node.
RAN3 has already defined a new indication called “UE Context Transfer”, which is triggered by source RAN due to a UE resumes from the NG-RAN node different from the one which sent the UE into RRC Inactive state. So it proposes to just align with RAN3’s conclusion.
In addition, it is not clear that how to include the failure indication to the Core Network, three options are given here:
1. the “UE Context Transfer” indication is sent to the AMF as an IE of N2 MM part in the NGAP message. The AMF includes the “UE Context Transfer” indication in a message to the source node, e.g. SMF. 

2. the “UE Context Transfer” indication is sent to the source node(e.g. SMF) via AMF in a response container, which is transparent to the AMF.
3. the “UE Context Transfer” indication is included in both an IE of N2 MM part to AMF and a response container to source node(e.g. SMF).

Considering the SBA service, as the invoked service of AMF is the Namf_Communication_N1N2MessageTransfer service, the AMF only need to sense whether the N1/N2 info is transferred to RAN successfully or not, and it does not need to know the final result of the N1/N2 info. Moreover, currently there is no related service can be used for the AMF to send the indication to the source node. 
Therefore, it seems to be more appropriate to include the  “UE Context Transfer” indication in a response container to the source node (option 2).

	
	

	Summary of change:
	Add a clarification when the UE is in RRC Inactive state resumes the RRC connection towards a different NG-RAN node.
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***** 1st Change *****
5.3.3.2.5
CM-CONNECTED with RRC Inactive state

RRC Inactive state applies to NG-RAN.

The AMF, based on network configuration may provide assistance information to the NG-RAN, to assist the NG-RAN's decision whether the UE can be sent to RRC Inactive state.

Editor's note:
It is FFS if the UE provides indication of support for RRC inactive state on NAS or AS layer.

The "RRC Inactive assistance information" includes:

-
UE specific DRX values.

-
the Registration Area provided to the UE;

-
Periodic Registration Update timer

-
If the AMF has enabled MICO mode for the UE, an indication that the UE is in MICO mode.

-
Information from the UE permanent identifier, as defined in TS 38.304 [50], that allows the RAN to calculate the UE's RAN paging occasions.
The RRC Inactive assistance information mentioned above is provided by the AMF during N2 activation with the (new) serving NG-RAN node (i.e. during Registration, Service Request, handover) to assist the NG RAN's decision whether the UE can be sent to RRC Inactive state. RRC Inactive state is part of RRC state machine, and it is up to the RAN to determine the conditions to enter RRC Inactive state. If any of the parameters included in the RRC Inactive Assistance Information changes as the result of NAS procedure, the AMF shall update the RRC Inactive Assistance Information to the NG-RAN node.

When the UE is in CM-CONNECTED state, if the AMF has provided RRC Inactive assistance information, the RAN node may decide to move a UE to CM-CONNECTED with RRC Inactive state.

The state of the N2 and N3 reference points are not changed by the UE entering CM-CONNECTED with RRC Inactive state. A UE in RRC inactive state is aware of the RAN Notification area.

The 5GC network is not aware of the UE transitions between CM-CONNECTED with RRC Connected and CM-CONNECTED with RRC Inactive state, unless the 5GC network is notified via N2 notification procedure in TS 23.502 [3] clause 4.8.3.

At transition into CM-CONNECTED with RRC Inactive state, the NG-RAN configures the UE with a periodic RAN Notification Area Update timer taking into account the value of the Periodic Registration Update timer value indicated in the RRC Inactive Assistance Information, and uses a guard timer with a value longer than the RAN Notification Area Update timer value provided to the UE.

If the periodic RAN Notification Area Update guard timer expires in RAN, the RAN shall initiate AN Release procedure as specified in TS 23.502 [3].

When the UE is in CM-CONNECTED with RRC inactive state, the UE performs PLMN selection procedures as defined in TS 23.122 [17] for CM-IDLE.

When the UE is CM-CONNECTED with RRC Inactive state, the UE may resume the RRC Connection due to:

-
Uplink data pending;

-
Mobile initiated NAS signalling procedure;

-
As a response to RAN paging;

-
Notifying the network that it has left the RAN Notification area;

-
Upon periodic RAN update timer expiration.

If the UE resumes the connection in a different NG-RAN node within the same PLMN, the UE AS context is retrieved from the old NG-RAN node and a procedure is triggered towards the CN (see TS 23.502 [3]).

If the RAN paging procedure, as defined in TS 38.300 [27], is not successful in establishing contact with the UE the procedure shall be handled by the network as follows:

-
If NG-RAN has at least one pending NAS PDU for transmission, the RAN node shall initiate the AN Release procedure (see TS 23.502 [3], clause 4.2.6,) to move the UE CM state in the AMF to CM-IDLE state and indicate to the AMF the NAS non-delivery.

-
If NG RAN has only pending user plane data for transmission, the NG-RAN node may keep the N2 connection active or initiate the AN Release procedure (see TS 23.502 [3], clause 4.2.6) based on local configuration in NG-RAN.

NOTE:
The user plane data which triggers the RAN paging can be lost, e.g. in the case of RAN paging failure.

If a UE in CM-CONNECTED with RRC Inactive state performs cell selection to GERAN/UTRAN/E-UTRAN, it shall follow idle mode procedures of the selected RAT as specified in clause 5.17.

In addition, a UE in CM-CONNECTED state with RRC Inactive state shall enter CM-IDLE state and initiates the NAS signalling recovery (see TS 24.501 [47]) in the following cases:

-
If RRC resume procedure fails,


If the UE receives Core Network paging,

-
If the periodic RAN Notification Area Update timer expires and the UE cannot successfully resume the RRC Connection.
-
in any other failure scenario that cannot be resolved in RRC Inactive state and requires the UE to move to CM-IDLE state.

When UE is in CM-CONNECTED with RRC Inactive state, if RAN has received Location Reporting Control message from AMF with the Reporting Type indicating single stand-alone report, the RAN shall perform RAN paging before reporting the location to AMF.

When UE is in CM-CONNECTED with RRC Inactive state, if RAN has received Location Reporting Control message from AMF with the Reporting Type indicating continuously reporting whenever the UE changes cell, the RAN shall send a Location Report message to AMF including UE's last known location with time stamp.

When the UE is CM-CONNECTED with RRC Inactive state. If the AMF receives Nudm_UEContextManagement_DeregistrationNotification from UDM, the AMF shall initiate AN Release procedure as specified in TS 23.502 [3].

When UE is in CM-CONNECTED with RRC Inactive state, if RAN has received Location Reporting Control message from AMF with the Reporting Type of the Area Of Interest based reporting, the RAN shall send a Location Report message to AMF including UE presence in the Area Of Interest (i.e., IN, OUT, or UNKNOWN) and the UE's last known location with time stamp. 
When the UE is in CM-CONNECTED with RRC Inactive state, if the old NG-RAN node that sents the UE into RRC Inactive state receives the downlink N2 signalling, it initiates the RAN paging as defined in TS 38.300 [9]. If the UE resumes the RRC Connection towards a different NG-RAN node, the old NG-RAN node includes the “UE Context Transfer” indication into a response container to the NF (e.g. AMF or SMF) that generates such N2 downlink signalling. Then the NF shall reattempt the same procedure when the path switch from the old NG-RAN node to the new NG-RAN node is complete.
***** End of 1st Change *****
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