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=====  AUTONUM   CHANGE =====
4.2
General requirements on video profile Operation Points

The following requirements apply to video profile Operation Points:

-
16:9 picture aspect ratio shall be used. 3GPP UEs with display aspect ratio different from 16:9 and supporting the TV services over 3GPP are, by default, assumed to display the video in letter-box or pillarbox modes, depending on the screen size and orientation.

-
Y'CbCr (non-constant luminance) as the Chroma Format should be used.

-
4:2:0 chroma sub-sampling shall be used.

-
The following spatial resolutions should be used for: 

-
Operation Points (for video intended to be viewed in full-screen mode): 3840 × 2160, 1920 × 1080 and 1280 × 720.
-
Distribution formats: 3840 × 2160, 3200 × 1800, 2560 × 1440, 1920 × 1080, 1600 × 900, 1280 × 720, 960 × 540, 854 × 480, 640 × 360, 426 × 240.

NOTE 1:
Distribution formats within an Operation Point do not exceed the native resolution of the Operation Point, but they may be subsampled in order to optimize distribution or adapt to the viewing conditions.

-
The following frame rates should be used depending on the Operation Point: 24; 25; 30; 50 and 60Hz. The following fractional frame rates may be used: 24/1.001, 30/1.001, 60/1.001 (Hz). Frame rates are not associated to any particular spatial resolution.
-
The following colour space formats may be used depending on the Operation Point: ITU-R BT.709 [3] and ITU-R BT.2020 [4]. If no signal is provided for the colour space, BT.709 [3] should be assumed as default colour space. Receiving devices should support BT.2020 [4] signaling and provide an appropriate mapping of the signal to the supported colour space of the device. Colour spaces are not associated to any particular spatial resolution.

NOTE 2:
Although ITU-R BT.2020 is originally only recommended for 2160p/4320p resolution, this 3GPP specification recommends that BT.2020 be supported irrespective of the resolution to keep the colour space consistent across resolutions.

-
The Random Access Point period shall be less than or equal to 5 seconds, should be less than or equal to 2 seconds and may be less than or equal to 0.5 second for H.264/AVC [5] and 1 second for H.265/HEVC [6] for specific service requirements such as fast channel change or fast access to the bitstream.

- 
Bit depth: 
Either 8 or 10 bits shall be used depending on the Operation Point.

Table 4.1 provides an overview of the Operation Points defined in the present document.
Table 4.1: TV over 3GPP services Video Profile Operation Points

	Operation Point name
	Resolution format
	Picture aspect ratio
	Scan
	Max. frame rate
	Chroma format
	Chroma sub-sampling 
	Bit depth
	Colour space format

	H.264/AVC 720p HD


	1280 × 720
	16:9
	Progressive
	30
	Y'CbCr
	4:2:0
	8
	BT.709 [3]

	H.265/HEVC 720p HD


	1280 × 720
	16:9
	Progressive
	30
	Y'CbCr
	4:2:0
	8
	BT.709 [3]

	H.264/AVC Full HD


	1920 × 1080
	16:9
	Progressive
	60
	Y'CbCr
	4:2:0
	8
	BT.709 [3]; 

	H.265/HEVC Full HD


	1920 × 1080
	16:9
	Progressive
	60
	Y'CbCr
	4:2:0
	8; 10
	BT.709 [3]; BT.2020 [4]

	H.265/HEVC UHD
	3840 × 2160
	16:9
	Progressive
	60
	Y'CbCr
	4:2:0
	10
	BT.2020 [4]


Operation Points are defined including the video codec format.
===== END OF CHANGES =====
