3GPP TSG SA Meeting #81
SP-180686
Gold Coast, Australia, 12-14 Sept 2018                                        
Agenda Item:

20.4
Source:

Deutsche Telekom AG
Title:



Summary for WI PS Data Off Feature Phase 2
WI code(s):

PS_DATA_OFF2
leading WG:

SA WG2
Release:

Rel-15
	760030
	PS Data Off Phase 2
	PS_DATA_OFF2
	1
	
	SP-170246

	750008
	Stage 2 of PS Data Off Phase 2
	
	2
	S2
	SP-170246

	760031
	Stage 3 of PS Data Off Phase 2
	PS_DATA_OFF2-CT

	2
	
	CP-181082

	760032
	CT1 aspects of PS Data Off Phase 2
	
	3
	C1
	CP-181082

	760033
	CT4 aspects of PS Data Off Phase 2
	
	3
	C4
	CP-181082

	760034
	CT6 aspects of PS Data Off Phase 2
	
	3
	C6
	CP-181082


1
Introduction

"PS Data Off Services" (PS_DATA_OFF) was a new feature in 3GPP Rel-14 which, when configured by the HPLMN and activated by the user, prevents transport via PDN connections in 3GPP access of all IP packets except IP packets required by 3GPP PS Data Off Exempt Services. In Phase 2, for the new work item "PS_DATA_OFF2", the HPLMN may configure up to two sets of 3GPP PS Data Off Exempt Services for its subscribers: one is used when in HPLMN and another when roaming.
2
Description

Stage 1 made changes into TS 22.011 to update the requirements and the list of PS Data Off Exempt Services. It is now possible that the HPLMN configures up to two sets of 3GPP PS Data Off Exempt Services for its subscribers (one is used when in HPLMN and one when roaming).

Stage 2 is based on Rel-14 Study Item FS_PS_DATA_OFF approved at SA#72 (June 2016) – TR 23.702, taking into account also the changed requirements from stage 1 in TS 22.011. SA2 has completed the Work Item PS_DATA_OFF2 with CRs to update TS 23.060, TS 23.203, TS 23.221, TS 23.228, and TS 23.401 for the normative work. The scope is to provide architecture enhancements to update 3GPP PS Data Off feature in the stage 2 specifications based on the stage 1 requirements defined in TS 22.011: 

-
Making the UE aware of the list of services configured to be part of the 3GPP PS Data Off Exempt Services to allow appropriate policy enforcement in the UE for uplink traffic. In Rel-15 up to two lists are possible, one to be used for HPLMN and one to be used when roaming, for all VPLMNs.
Stage 3 is covered by Work Item PS_DATA_OFF2-CT:
-
CT1 with CRs to update TS 24.424, TS 24.301, TS 24.229, TS 24.368, TS 24.173, TS 24.275, TS 24.341, TS 24.390, TS 24.391. 

-
CT3 with CRs to update TS 29.212. 

-
CT6 with CRs to update TS 31.102. 
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