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FIRST CHANGE
7.2.4
PCF Services

The following NF services are specified for PCF:

Table 7.2.4-1: NF Services provided by PCF

	Service Name
	Description
	Reference in TS 23.502 [3]

	Npcf_AMPolicyControl
	This PCF service provides Access Control, network selection and Mobility Management related policies, UE Route Selection Policies to the NF consumers.
	5.2.5.2

	Npcf_SMPolicyControl
	This PCF service provides session related policies to the NF consumers.
	5.2.5.4

	Npcf_PolicyAuthorization
	This PCF service authorises an AF request and creates policies as requested by the authorised AF for the PDU Session to which the AF session is bound to. This service allows the NF consumer to subscribe/unsubscribe to the notification of Access Type and RAT type, PLMN identifier, access network information, usage report etc.
	5.2.5.3

	Npcf_BDTPolicyControl
	This PCF service provides background data transfer policy to the NF consumers
	5.2.5.5


NEXT CHANGE
7.2.5
UDM Services

The following NF services are specified for UDM:

Table 7.2.5-1: NF Services provided by UDM

	Service Name
	Description
	Reference in TS 23.502 [3]

	Nudm_UECM
	1.
Provide the NF consumer of the information related to UE's transaction information, e.g. UE's serving NF identifier, UE status, etc.
2.
Allow the NF consumer to register and deregister its information for the serving UE in the UDM.

3.
Allow the NF consumer to update some UE context information in the UDM.
	5.2.3.2

	Nudm_SDM
	1.
Allow NF consumer to retrieve user subscription data when necessary

2.
Provide updated user subscriber data to the subscribed NF consumer;
	5.2.3.3

	Nudm_UEAuthentication
	1.
Provide updated authentication related subscriber data to the subscribed NF consumer.

2.
For AKA based authentication, this operation can be also used to recover from security context synchronization failure situations.

3.
Used for being informed about the result of an authentication procedure with a UE.
	5.2.3.4

	Nudm_EventExposure
	1.
Allow NF consumer to subscribe to receive an event.

2.
Provide monitoring indication of the event to the subscribed NF consumer.
	5.2.3.5

	Nudm_ParameterProvision
	Allow NF consumer to store and update the provisioned parameters for a UE as part of the subscriber data.
	5.2.3.6


NEXT CHANGE
7.2.8
NEF Services

The following NF services are specified for NEF:

Table 7.2.8-1: NF Services provided by NEF

	Service Name
	Description
	Reference in TS 23.502 [3]

	Nnef_EventExposure
	Provides support for event exposure
	5.2.6.2

	Nnef_PFDManagement
	Provides support for PFDs management
	5.2.6.3

	Nnef_ParameterProvision
	Provides support to provision information which can be used for the UE in 5GS
	5.2.6.4

	Nnef_Trigger
	Provides support for device triggering
	5.2.6.5

	Nnef_BDTPNegotiation
	Provides support for negotiation about the transfer policies for the future background data transfer
	5.2.6.6

	Nnef_TrafficInfluence
	Provide the ability to influence traffic routing.
	5.2.6.7


NEXT CHANGE
7.2.9
SMSF Services

The following NF services are specified for SMSF:
Table 7.2.9-1: NF Services provided by SMSF

	Service Name
	Description
	Reference in TS 23.502 [3]

	Nsmsf_SMService
	This service allows AMF to authorize SMS and activate SMS for the served user on SMSF.
	5.2.9.2


NEXT CHANGE
7.2.11
5G-EIR Services

The following NF services are specified for 5G-EIR:

Table 7.2.11-1: NF Services provided by 5G-EIR

	Service Name
	Description
	Reference in TS 23.502 [3]

	N5g-eir_Equipment Identity Check
	This service enables the 5G-EIR to check the PEI and check whether the PEI is in the black list or not.


	5.2.4.2


NEXT CHANGE
7.2.12
NWDAF Services

The following NF services are specified for NWDAF:

Table 7.2.12-1: NF Services provided by NWDAF

	Service Name
	Description
	Reference in TS 23.502 [3]

	Nnwdaf_EventsSubscription
	This service enables the NF service consumers to subscribe/unsubscribe for different type of analysis information (i.e., load level information of Network Slice instance) from NWDAF.
	5.2.11.2

	Nnwdaf_AnalyticsInfo
	This service enables the NF service consumers to request and get different type of analysis information (i.e., load level information of Network Slice instance) s from NWDAF.
	5.2.11.3


NEXT CHANGE
7.2.13
UDSF Services

The following NF services are specified for UDSF:

Table 7.2.13-1: NF Services provided by UDSF

	Service Name
	Description
	Reference in TS 23.502 [3]

	Nudsf_UnstructuredDataManagement
	Allows NF consumers to retrieve, create, update, and delete data stored in the UDSF.
	5.2.14.2


NEXT CHANGE
7.2.14
NSSF Services

The following NF services are specified for NSSF:

Table 7.2.14-1: NF Services provided by NSSF

	Service Name
	Description
	Reference in TS 23.502 [3]

	Nnssf_NSSelection
	Provides the requested Network Slice information to the Requester.
	5.2.16.2

	Nnssf_NSSAIAvailability
	Provides NF consumer on the availability of S-NSSAIs on a per TA basis.
	5.2.16.3


NEXT CHANGE
7.2.15
BSF Services

The following NF services are specified for BSF as described in TS 23.503 [45]:

Table 7.2.15-1: NF Services provided by BSF

	Service Name
	Description
	Reference in TS 23.502 [3]

	Nbsf_Management
	Allows a PCF to register/deregister itself and to be discoverable by NF service consumers.
	5.2.13.2


NEXT CHANGE
7.2.16
LMF Services

The following NF services are specified for LMF:

Table 7.2.16-1: NF Services provided by LMF

	Service Name
	Description
	Reference in TS 23.502 [3]

	Nlmf_Location
	This service enables an NF to request location determination for a target UE. It allow NFs to request the current geodetic and optionally civic location of a target UE.
	5.2.15.2


NEXT CHANGE
7.2.17
CHF Services

The following NF services are specified for CHF.

Table 7.2.17-1: NF Service provided by CHF

	Service Name
	Description
	Reference in TS 23.502 [3]

	Nchf_SpendingLimitControl
	This service enables transfer of policy counter status information relating to subscriber spending limits from CHF to NF consumer
	5.2.17.2


END OF CHANGES

