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The following CRs were agreed by SA WG2 and are provided to TSG SA#81 for approval:

	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version
	@ Mtg
	S2 TD
	Source to WG
	Work Item
	Clauses affected

	23.501
	0502
	1
	Rel-15
	Clarification for QoS handling at UPF
	F
	15.2.0
	S2-128
	S2-187347
	CATT
	5GS_Ph1
	5.8.2.7,  5.8.2.8.1,  5.8.2.8.2

	23.501
	0504
	3
	Rel-15
	DL signalling handling for non-3GPP PDU Session
	F
	15.2.0
	S2-128BIS
	S2-188632
	Qualcomm Incorporated, LG Electronics
	5GS_Ph1
	5.5.3.1

	23.501
	0508
	2
	Rel-15
	Emergency call and eCall support when the ng-eNode is connected to EPC and 5GC
	F
	15.2.0
	S2-128
	S2-187500
	NEC
	5GS_Ph1
	5.16.4.1

	23.501
	0509
	1
	Rel-15
	Mobility Restriction List clean up
	F
	15.2.0
	S2-128
	S2-187440
	Qualcomm Incorporated
	5GS_Ph1
	5.3.4.1.1, 5.3.4.1.1, 5.3.4.1.2, 5.11.1, 5.18.4, 8.2.1.1

	23.501
	0515
	1
	Rel-15
	Subscription of selecting the same SMF and UPF
	F
	15.2.0
	S2-128
	S2-187421
	Huawei, HiSilicon
	5GS_Ph1
	6.3.2, 6.3.3.3

	23.501
	0516
	3
	Rel-15
	GUAMI Definition Correction
	F
	15.2.0
	S2-128
	S2-187545
	Nokia, Nokia Shanghai Bell, Orange
	5GS_Ph1
	5.9.4

	23.501
	0518
	1
	Rel-15
	Merging Network Slice with regular EPS Interworking
	F
	15.2.0
	S2-128
	S2-187361
	Nokia, Nokia Shanghai Bell
	5GS_Ph1
	15.5.7.1, 5.17.2.1

	23.501
	0520
	2
	Rel-15
	Notification Control applicability
	F
	15.2.0
	S2-128
	S2-187356
	Nokia, Nokia Shanghai Bell
	5GS_Ph1
	5.7.2.4

	23.501
	0521
	1
	Rel-15
	23.501: 5G AN Parameters sent during Service Request
	F
	15.2.0
	S2-128
	S2-187438
	Nokia, Nokia Shanghai Bell, Ericsson
	5GS_Ph1
	5.3.3.2.2

	23.501
	0524
	-
	Rel-15
	Null interworking with GERAN/UTRAN CS domain
	F
	15.2.0
	S2-128
	S2-186852
	Vodafone
	5GS_Ph1
	5.17.2.4

	23.501
	0525
	-
	Rel-15
	Correction on mobility management back-off timer
	F
	15.2.0
	S2-128
	S2-186857
	Vivo
	5GS_Ph1
	5.19.7.2

	23.501
	0527
	-
	Rel-15
	5G-TMSI should map to M-TMSI
	F
	15.2.0
	S2-128
	S2-186862
	Vodafone
	5GS_Ph1
	Annex B

	23.501
	0529
	1
	Rel-15
	Clarification on Homogeneous Support of IMS Voice over PS Sessions indication
	F
	15.2.0
	S2-128
	S2-187340
	LG Electronics
	5GS_Ph1
	5.16.3.2, 5.16.3.3

	23.501
	0530
	3
	Rel-15
	Clarification on the non-IP PDU session type for EPS to 5GS interworking
	F
	15.2.0
	S2-128
	S2-187611
	ZTE
	5GS_Ph1
	5.17.2.1

	23.501
	0531
	2
	Rel-15
	Clarification on the PDU session handling in EPS to 5GS handover with N26
	F
	15.2.0
	S2-128
	S2-187383
	ZTE, Nokia, Nokia Shanghai Bell
	5GS_Ph1
	5.17.2.2.1

	23.501
	0532
	1
	Rel-15
	Incorrect text implying slicing is optional
	F
	15.2.0
	S2-128
	S2-187308
	Nokia, Nokia Shanghai Bell, Telecom Italia, Ericsson, Huawei
	5GS_Ph1
	5.15.3

	23.501
	0533
	-
	Rel-15
	Update of SMSF selection function
	F
	15.2.0
	S2-128
	S2-186895
	Nokia, Nokia Shanghai Bell
	5GS_Ph1
	6.3.10

	23.501
	0534
	1
	Rel-15
	Corrections to NF profile description
	F
	15.2.0
	S2-128
	S2-187056
	Nokia, Nokia Shanghai Bell
	5GS_Ph1
	6.2.6

	23.501
	0535
	1
	Rel-15
	Corrections to NF services names and references
	F
	15.2.0
	S2-128
	S2-187057
	Nokia, Nokia Shanghai Bell
	5GS_Ph1
	7.2.4, 7.2.5, 7.2.8, 7.2.9, 7.2.11, 7.2.12, 7.2.13, 7.2.14, 7.2.15, 7.2.16, 7.2.17

	23.501
	0536
	-
	Rel-15
	Update on AUSF service operation to support Steering of Roaming
	F
	15.2.0
	S2-128
	S2-186916
	Samsung, Ericsson, Intel, Nokia, Nokia Shanghai Bell, Qualcomm, T-Mobile USA
	5GS_Ph1
	7.2.7

	23.501
	0538
	3
	Rel-15
	Correction to interworking with EPC with N3GPP PDU Sessions
	F
	15.2.0
	S2-128BIS
	S2-188664
	MediaTek Inc.
	5GS_Ph1
	5.17.3

	23.501
	0539
	3
	Rel-15
	Emergency Services Support indicator for non-3GPP access
	F
	15.2.0
	S2-128
	S2-187610
	ORANGE
	5GS_Ph1
	5.16.4.1

	23.501
	0540
	1
	Rel-15
	Clarification of the AMF Set definition
	F
	15.2.0
	S2-128
	S2-187459
	NTT DOCOMO
	5GS_Ph1
	3.1, 5.19.3

	23.501
	0542
	1
	Rel-15
	Clarification on priority service
	F
	15.2.0
	S2-128
	S2-187544
	Huawei, Hisillicon
	5GS_Ph1
	5.3.4.1.1, 5.22.4


