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	Reason for change:
	SA2 has agreed that the configuration for “low access priority” and the corresponding signalling will not be supported in 5GS in Rel-15.

SA1 has indicated following to SA2 (please refer SA1 LS S1-181364)

· “UE configured for delay tolerant” is same as “UE configured for EAB. 

· “UE configured for EAB” is same regardless of whether it is configured via EPS or 5GS. 

· UAC is independent feature and NG-RAN may use UAC for Access Category 1 even when the 5GC does not have CIoT optimizations.

In line with above, this CR clarifies behaviour of UE supporting both N1 and S1 mode NAS and configured with EAB and configured (not configured) with permission for overriding EAB, when moving to 5GS. 

This CR also clarifies that UE signalling of Low Access Priority indication over N1 in 5GS is not supported in this release of the specification.

	
	

	Summary of change:
	This CR clarifies behaviour of UE supporting both N1 and S1 mode NAS and configured with EAB and configured (not configured) with permission for overriding EAB, when moving to 5GS. 

This CR also clarifies that UE signalling of Low Access Priority indication over N1 in 5GS is not supported in this release of the specification.
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**** First Change ****

5.2.5
Access control and barring

When the UE needs to transmit an initial NAS message, the UE shall request to establish an RRC Connection first and the NAS shall provide the RRC establishment related information to the lower layer. The RAN handles the RRC Connection with priority during and after RRC Connection Establishment procedure, when UE indicates priority in Establishment related information

Under high network load conditions, the network may protect itself against overload by limiting access attempts from UEs. Depending on network configuration, the network may determine whether certain access attempt should be allowed or blocked based on categorized criteria, as specified in TS 22.261 [2] and TS 24.501 [47].

If the UE supports both N1 and S1 modes NAS and, as defined in TS 23.401 [26], the UE is configured for Extended Access Barring (EAB) but is not configured with a permission for overriding Extended Access Barring (EAB), when the UE wants to access the 5GS it shall perform Unified Access Control checks for Access Category 1 on receiving an indication from the upper layers as defined in TS 24.501 [47], TS 38.331 [28], TS 36.331 [51].

If the UE supports both N1 and S1 modes NAS and, as defined in TS 23.401 [26], the UE is configured with a permission for overriding Extended Access Barring (EAB), when the UE wants to access the 5GS it shall ignore Unified Access Control checks for Access Category 1 on receiving an indication from the upper layers, as defined in TS 24.501 [47].

NOTE: 
UE signalling of Low Access Priority indication over N1 in 5GS is not supported in this release of the specification. 

**** End of Changes ****

