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	Reason for change:
	Depending on which parameters are updated in the UE Configuration Update procedure, the UE may or may not be required to initiate Registration procedure. 
When the UE is required to initiate a registration procedure as a consequence of the UE Configuration Update Command from the AMF is controlled by the AMF, as it is not simply based on which parameters that are changed but may also depend on the actual values e.g. when Slice Configuration is changed.

The already existing “registration required” field should be the single indication to the UE that it needs to initiate Registration procedure. 

In the LS C1-184903, CT1 does not see the need for AMF controlling whether to include or not include GUAMI/5G-S-TMSI in RRC/AS after entering CM-IDLE state when the UE need to send a Registration as requested by the AMF during the UCU.
Based on this understanding, the assumption is that the UE will for each parameter anyway know when to perform the re-registration i.e. immediately in CM-CONNECTED (e.g. MICO) or after AMF releases the signalling connection (e.g. Slice Configuration) and if the case is to do it from CM-IDLE then the UE always avoids sending the GUAMI/5G-S-TMSI in RRC/AS.
At the moment, the list of parameters that may require new registration includes MICO and NSSAI setttings, and it has been discovered that the SMS subscription status is missing and needs to be added. The SMS susbscribed indication indicates the changed status of SMS subscription for the UE, then UE takes this information into account for internal operation.  
According to the current UCU procedure it assumes 5G-GUTI is sent in the AS signaling. This is not correct as rather UE normally is only required to send the 5G-S-TMSI or GUAMI as the PLMN ID is sent already in a separate IE.

	
	

	Summary of change:
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Configuration Update Indication that was already specified in the procedure text is now also formally introduced in the parameter list. 

The UE need to initiate Registration procedure does not depend on the individual parameters that are updated in the UE Configuration Update procedure, but the already existing “registration required” field is the only trigger criteria for the UE to initiate Registration procedure. In step 4, the registration procedure (normal or SMS registration) depends on which parameters were updated in the UE Configuration Update procedure.
Update 5G-GUTI to GUAMI or 5G-S-TMSI. 

Merge of steps 3c and 3d as the logic is the same i.e. only difference is the content provided to the UE.



	
	

	Consequences if not approved:
	Alignment with stage 3.



	
	

	Clauses affected:
	4.2.4.1, 4.2.4.2

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


***** First change *****
4.2.4.1
General

UE configuration may be updated by the network at any time using UE Configuration Update procedure. UE configuration includes:

-
Access and Mobility Management related parameters decided and provided by the AMF. This includes the Configured NSSAI and its mapping to the Subscribed S-NSSAIs, the Allowed NSSAI and its mapping to Subscribed S-NSSAIs.

-
UE Policy provided by the PCF.

When AMF wants to change the UE configuration for access and mobility management related parameters the AMF initiates the procedure defined in clause 4.2.4.2. When the PCF wants to change or provide new UE Policies in the UE, the PCF initiates the procedure defined in clause 4.2.4.3.
If the UE Configuration Update procedure requires the UE to initiate a Registration procedure, the AMF indicates this to the UE explicitly.
***** Next change *****

4.2.4.2
UE Configuration Update procedure for access and mobility management related parameters

This procedure is initiated by the AMF when the AMF wants to update access and mobility management related parameters in the UE configuration.

This procedure is also used to trigger UE to perform, based on network indication, either Registration Update procedure while the UE is in CM-CONNECTED state to modify NAS parameters that require negotiation (e.g. MICO mode) or Registration Update procedure after the UE enters CM-IDLE state (e.g. for changes to Allowed NSSAI that require re-registration). If a Registration procedure is needed, the AMF provides an indication to the UE to initiate a Registration procedure. 
If the AMF wants to update NAS parameters in the UE which require UE acknowledgement, then the AMF provides an indication to the UE of whether the UE shall acknowledge the command or not. The AMF should not request acknowledgement of the NITZ command. The AMF shall request acknowledgement for NSSAI information (e.g. Allowed NSSAI), 5G-GUTI, TAI List, and Mobility Restrictions, LADN Information, MICO and SMS subscription.
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Figure 4.2.4.2-1: UE Configuration Update procedure for access and mobility management related parameters

0.
AMF determines the necessity of UE configuration change due to various reasons (e.g. UE mobility change, NW policy, reception of Subscriber Data Update Notification from UDM, change of Network Slice configuration) or that the UE needs to perform a Registration Procedure. If a UE is in CM-IDLE, the AMF triggers Network Triggered Service Request (in clause 4.2.3.3).


The AMF may include Handover Restriction List in N2 message that delivers UE Configuration Update Command to the UE if the service area restriction for the UE is updated.

1.
The AMF sends UE Configuration Update Command containing one or more UE parameters (Configuration Update Indication, 5G-GUTI, TAI List, Allowed NSSAI, Mapping Of Allowed NSSAI, Configured NSSAI for the Serving PLMN, Mapping Of Configured NSSAI, rejected S-NSSAIs, NITZ, Mobility Restrictions, LADN Information, MICO, SMS Subscribed Indication) to UE. Optionally, the AMF may update the rejected S-NSSAIs in the UE Configuration Update command.


The AMF includes one or more of 5G-GUTI, TAI List, Allowed NSSAI, Mapping Of Allowed NSSAI, Configured NSSAI for the Serving PLMN, Mapping Of Configured NSSAI, rejected S-NSSAIs, NITZ (Network Identity and Time Zone), Mobility Restrictions parameters, LADN Information or SMS Subscribed Indication if the AMF wants to update these NAS parameters without triggering a UE Registration procedure.


The AMF may include in the UE Configuration Update Command also Configuration Update Indication parameters indicating whether:

-
Network Slicing Subscription Change has occurred; 
-
the UE shall acknowledge the command; and
-
whether a Registration procedure is requested.


If the AMF indicates Network Slicing Subscription Change, then the UE shall locally erase all the network slicing configuration for all PLMNs and, if applicable, update the configuration for the current PLMN based on any received information. If the AMF indicates Network Slicing Subscription Change, the UE shall also be requested to acknowledge in step 2.

2.
If the UE Configuration Update Indication requires acknowledgement of the UE Configuration Update Command, then the UE shall send a UE Configuration Update complete message to the AMF. The AMF should request acknowledgement for all UE Configuration Updates, except when only NITZ is provided. If Registration procedure is not required, steps 3a, 3b, 3c and step 4 are skipped.


If the Configuration Update Indication is included in the UE Configuration Update Command message, and it requires a Registration procedure, depending on the other NAS parameters included in the UE Configuration Update command, the UE shall execute steps 3a or 3b or 3c+4 as applicable.

3a.
If only NAS parameters that can be updated without transition from CM-IDLE are included, e.g. MICO mode, the UE shall initiate a Registration procedure immediately after the acknowledgement to re-negotiate the updated NAS parameter(s) with the network. Steps 3b, 3c and step 4 are skipped.

3b. If a new Allowed NSSAI and/or a new Mapping Of Allowed NSSAI and/or a new Configured NSSAI provided by the AMF to the UE does not affect the existing connectivity to slices (i.e. any S-NSSAI(s) the UE is connected to), the AMF needs not release the NAS signalling connection for the UE after receiving the acknowledgement in step 2, and immediate registration is not required. The UE can start immediately using the new Allowed NSSAI and/or the new Mapping Of Allowed NSSAI. The UE cannot connect to an S-NSSAI included in the new Configured NSSAI for the Serving PLMN but not included in the new Allowed NSSAI until the UE performs a Registration procedure and includes a Requested NSSAI based on the new Configured NSSAI, following the requirements described in TS 23.501 [2] clause 5.15.5.2. Steps 3c and 4 are skipped.

3c.
If a new Allowed NSSAI and/or a new Mapping Of Allowed NSSAI and/or a new Configured NSSAI provided by the AMF to the UE affects ongoing existing connectivity to Network Slices, then the AMF also includes in the UE Configuration Update Command message a new Allowed NSSAI with, if available, the associated Mapping Of Allowed NSSAI. If the AMF cannot determine the new Allowed NSSAI after the Subscribed S-NSSAI(s) are updated, then the AMF does not include in the UE Configuration Update Command message any Allowed NSSAI. The AMF provides an indication that the UE shall initiate a Registration procedure. After receiving the acknowledgement in step 2, the AMF shall release the NAS signalling connection for the UE, unless there are established PDU Session(s) associated with emergency services.

4.
The UE initiates the appropriate Registration procedure (see clause 4.2.2.2.2 and 4.13.3.1) after the UE enters CM-IDLE state and does not includes the 5G-S-TMSI or GUAMI in Access Stratum signalling. If there is an established PDU Session associated with emergency service and the UE has received an indication to perform the Registration procedure, the UE shall initiate the Registration procedure only after the PDU Session associated with emergency service is released.


The AMF shall reject any NAS Message from the UE carrying PDU Session Establishment Request for a non-emergency PDU Session before the required Registration procedure has been successfully completed by the UE.

NOTE:
Receiving UE Configuration Update command without an indication requesting to perform re-registration, can still trigger Registration Update procedure by the UE for other reasons.
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2. UE Configuration Update Complete







3d. AMF triggers AN Release procedure unless there are PDU Session(s) associated with emergency services.







3c. AMF triggers AN Release procedure unless there are PDU Session(s) associated with emergency services. Step 3d is skipped







3b. AMF does not trigger AN Release procedure as described in clause 4.2.6 in 23.502. Steps 3c and 3d are skipped







4. UE initiates Registration procedure after UE enters CM-IDLE state







3a. UE initiates Registration procedure in CM-CONNECTED state as described in clause 4.2.2.2.        Steps 3b, 3c, 3d and 4 are skipped
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0.  AMF decides update of UE configuration or need for re-registration
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4. UE initiates Registration procedure after UE enters CM-IDLE state







3c. AMF triggers AN Release procedure unless there are PDU Session(s) associated with emergency services.







3b. AMF does not trigger AN Release procedure as described in clause 4.2.6 in 23.502. Steps 3c and 4 are skipped







3a. UE initiates Registration procedure in CM-CONNECTED state as described in clause 4.2.2.2.        Steps 3b, 3c and 4 are skipped







2. UE Configuration Update Complete







1. UE Configuration Update Command
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