Page 1



3GPP TSG-SA WG1 Meeting #83 
S1-182570
West Palm Beach, Florida, USA, 20 - 24 August 2018
(revision of S1-182271)
	CR-Form-v11.2

	CHANGE REQUEST

	

	
	22.889
	CR
	0094
	rev
	1
	Current version:
	16.3.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	
	Core Network
	X


	

	Title:

	Gap analysis of [R-12.13-0003] LMR interworking

	
	

	Source to WG:
	Hansung University, ETRI

	Source to TSG:
	S1

	
	

	Work item code:
	FS_FRMCS2
	
	Date:
	2018-08-21

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-16

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)
Rel-15
(Release 15)
Rel-16
(Release 16)

	
	

	Reason for change:
	The requirement [R-12.13-0003] is partly covered by 22.179 [R-6.18.3.2-006] to [R-6.18.3.2-009] in case of P25 and 22.179 [R-6.18.3.3-006] to [R-6.18.3.3-007] in case of TETRA.

	
	

	Summary of change:
	This CR Indicates the gap information on the requirement table.

	
	

	Consequences if not approved:
	It makes working on the requirement which has been covered by other specification.

	
	

	Clauses affected:
	12.13.5

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


------------------------------------------ 1st changed section start ---------------------------------------

12.13.5
Potential requirements and gap analysis

	Reference Number
	Requirement text
	Application / Transport
	SA1 spec covering
	Comments

	[R-12.13-001]
	FRMCS should be able to handle call priority when interworking with LMR communication systems. 
	A
	x
	[The requirement of call priority is not covered by 3GPP requirement.

TETRA and P25 may need considerations as follows:

a. TETRA may provide some customizable features to maintain the call priority such as Call ownership and Call priority.

b. P25 has no features to support the call priority.

c. FRMCS has many basic information to handle the call priority such as ‘Priority of the user for initiating/receiving calls’ in the user profile data and ‘Priority of the group’ in the group configuration data.]

	[R-12.13-002]
	The FRMCS System should be able to define a minimum call setup time for a call between 3GPP system and LMR system.
	A
	x
	[This requirement is partly covered by 3GPP requirement]

	[R-12.13-003]
	FRMCS should provide the call priority supporting features to interworking with LMR.
	A
	22.179
	[This requirement is partly covered by 22.179 [R-6.18.3.2-006] to [R-6.18.3.2-009] and 22.179 [R-6.18.3.3-006] to [R-6.18.3.3-007].

	[R-12.13-004]
	FRMCS should provide interworking between FRMCS System and LMR system.
	A
	x
	[This requirement is not covered by 3GPP requirements.]


------------------------------------------ 1st changed section end ---------------------------------------

