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Start code change 1
diff -rwBu 26443-f00/c-code/Workspace_msvc/common.vcxproj 26443_CR0025_CR0026_CR0027_CR0028/c-code/Workspace_msvc/common.vcxproj

--- 26443-f00/c-code/Workspace_msvc/common.vcxproj
2018-03-30 22:38:24.000000000 +0200

+++ 26443_CR0025_CR0026_CR0027_CR0028/c-code/Workspace_msvc/common.vcxproj
2018-11-11 10:21:50.000000000 +0100

@@ -56,7 +56,7 @@

     </CustomBuildStep>

     <ClCompile>

       <Optimization>Disabled</Optimization>

-      <AdditionalIncludeDirectories>..\lib_enc;..\lib_dec;..\lib_com;..\lib_debug;%(AdditionalIncludeDirectories)</AdditionalIncludeDirectories>

+      <AdditionalIncludeDirectories>..\lib_enc;..\lib_dec;..\lib_com;%(AdditionalIncludeDirectories)</AdditionalIncludeDirectories>

       <PreprocessorDefinitions>_CRT_SECURE_NO_WARNINGS;WIN32;%(PreprocessorDefinitions)</PreprocessorDefinitions>

       <ExceptionHandling />

       <BasicRuntimeChecks>EnableFastChecks</BasicRuntimeChecks>

@@ -85,13 +85,13 @@

       <Message />

     </CustomBuildStep>

     <ClCompile>

-      <Optimization>MinSpace</Optimization>

-      <InlineFunctionExpansion>OnlyExplicitInline</InlineFunctionExpansion>

+      <Optimization>MaxSpeed</Optimization>

+      <InlineFunctionExpansion>AnySuitable</InlineFunctionExpansion>

       <IntrinsicFunctions>false</IntrinsicFunctions>

       <FavorSizeOrSpeed>Neither</FavorSizeOrSpeed>

       <OmitFramePointers>false</OmitFramePointers>

       <EnableFiberSafeOptimizations>false</EnableFiberSafeOptimizations>

-      <AdditionalIncludeDirectories>..\lib_enc;..\lib_dec;..\lib_com;..\lib_debug;%(AdditionalIncludeDirectories)</AdditionalIncludeDirectories>

+      <AdditionalIncludeDirectories>..\lib_enc;..\lib_dec;..\lib_com;%(AdditionalIncludeDirectories)</AdditionalIncludeDirectories>

       <PreprocessorDefinitions>_CRT_SECURE_NO_WARNINGS;%(PreprocessorDefinitions)</PreprocessorDefinitions>

       <StringPooling>true</StringPooling>

       <ExceptionHandling />

diff -rwBu 26443-f00/c-code/Workspace_msvc/evs_dec.vcxproj 26443_CR0025_CR0026_CR0027_CR0028/c-code/Workspace_msvc/evs_dec.vcxproj

--- 26443-f00/c-code/Workspace_msvc/evs_dec.vcxproj
2018-03-30 22:38:24.000000000 +0200

+++ 26443_CR0025_CR0026_CR0027_CR0028/c-code/Workspace_msvc/evs_dec.vcxproj
2018-11-11 10:21:50.000000000 +0100

@@ -66,7 +66,7 @@

     </Midl>

     <ClCompile>

       <Optimization>Disabled</Optimization>

-      <AdditionalIncludeDirectories>..\lib_enc;..\lib_dec;..\lib_com;..\lib_debug;%(AdditionalIncludeDirectories)</AdditionalIncludeDirectories>

+      <AdditionalIncludeDirectories>..\lib_enc;..\lib_dec;..\lib_com;%(AdditionalIncludeDirectories)</AdditionalIncludeDirectories>

       <PreprocessorDefinitions>_CRT_SECURE_NO_WARNINGS;WIN32;%(PreprocessorDefinitions)</PreprocessorDefinitions>

       <ExceptionHandling />

       <BasicRuntimeChecks>EnableFastChecks</BasicRuntimeChecks>

@@ -104,13 +104,13 @@

       <HeaderFileName />

     </Midl>

     <ClCompile>

-      <Optimization>MinSpace</Optimization>

-      <InlineFunctionExpansion>OnlyExplicitInline</InlineFunctionExpansion>

+      <Optimization>MaxSpeed</Optimization>

+      <InlineFunctionExpansion>AnySuitable</InlineFunctionExpansion>

       <IntrinsicFunctions>false</IntrinsicFunctions>

       <FavorSizeOrSpeed>Neither</FavorSizeOrSpeed>

       <OmitFramePointers>false</OmitFramePointers>

       <EnableFiberSafeOptimizations>false</EnableFiberSafeOptimizations>

-      <AdditionalIncludeDirectories>..\lib_enc;..\lib_dec;..\lib_com;..\lib_debug;%(AdditionalIncludeDirectories)</AdditionalIncludeDirectories>

+      <AdditionalIncludeDirectories>..\lib_enc;..\lib_dec;..\lib_com;%(AdditionalIncludeDirectories)</AdditionalIncludeDirectories>

       <PreprocessorDefinitions>_CRT_SECURE_NO_WARNINGS;WIN32;%(PreprocessorDefinitions)</PreprocessorDefinitions>

       <StringPooling>true</StringPooling>

       <ExceptionHandling />

@@ -276,10 +276,6 @@

       <Project>{39ec200d-7795-4ff8-b214-b24eda5526ae}</Project>

       <ReferenceOutputAssembly>false</ReferenceOutputAssembly>

     </ProjectReference>

-    <ProjectReference Include="debug.vcxproj">

-      <Project>{54509728-928b-44d9-a118-a6f92f08b34f}</Project>

-      <ReferenceOutputAssembly>false</ReferenceOutputAssembly>

-    </ProjectReference>

   </ItemGroup>

   <Import Project="$(VCTargetsPath)\Microsoft.Cpp.targets" />

   <ImportGroup Label="ExtensionTargets">

diff -rwBu 26443-f00/c-code/Workspace_msvc/evs_enc.vcxproj 26443_CR0025_CR0026_CR0027_CR0028/c-code/Workspace_msvc/evs_enc.vcxproj

--- 26443-f00/c-code/Workspace_msvc/evs_enc.vcxproj
2018-03-30 22:38:24.000000000 +0200

+++ 26443_CR0025_CR0026_CR0027_CR0028/c-code/Workspace_msvc/evs_enc.vcxproj
2018-11-11 10:21:50.000000000 +0100

@@ -65,13 +65,13 @@

       <HeaderFileName />

     </Midl>

     <ClCompile>

-      <Optimization>MinSpace</Optimization>

-      <InlineFunctionExpansion>OnlyExplicitInline</InlineFunctionExpansion>

+      <Optimization>MaxSpeed</Optimization>

+      <InlineFunctionExpansion>AnySuitable</InlineFunctionExpansion>

       <IntrinsicFunctions>false</IntrinsicFunctions>

       <FavorSizeOrSpeed>Neither</FavorSizeOrSpeed>

       <OmitFramePointers>false</OmitFramePointers>

       <EnableFiberSafeOptimizations>false</EnableFiberSafeOptimizations>

-      <AdditionalIncludeDirectories>..\lib_enc;..\lib_dec;..\lib_com;..\lib_debug;%(AdditionalIncludeDirectories)</AdditionalIncludeDirectories>

+      <AdditionalIncludeDirectories>..\lib_enc;..\lib_dec;..\lib_com;%(AdditionalIncludeDirectories)</AdditionalIncludeDirectories>

       <PreprocessorDefinitions>_CRT_SECURE_NO_WARNINGS;%(PreprocessorDefinitions)</PreprocessorDefinitions>

       <StringPooling>true</StringPooling>

       <ExceptionHandling />

@@ -115,7 +115,7 @@

     </Midl>

     <ClCompile>

       <Optimization>Disabled</Optimization>

-      <AdditionalIncludeDirectories>..\lib_enc;..\lib_dec;..\lib_com;..\lib_debug;%(AdditionalIncludeDirectories)</AdditionalIncludeDirectories>

+      <AdditionalIncludeDirectories>..\lib_enc;..\lib_dec;..\lib_com;%(AdditionalIncludeDirectories)</AdditionalIncludeDirectories>

       <PreprocessorDefinitions>_CRT_SECURE_NO_WARNINGS;WIN32;%(PreprocessorDefinitions)</PreprocessorDefinitions>

       <ExceptionHandling />

       <BasicRuntimeChecks>EnableFastChecks</BasicRuntimeChecks>

@@ -303,10 +303,6 @@

       <Project>{39ec200d-7795-4ff8-b214-b24eda5526ae}</Project>

       <ReferenceOutputAssembly>false</ReferenceOutputAssembly>

     </ProjectReference>

-    <ProjectReference Include="debug.vcxproj">

-      <Project>{54509728-928b-44d9-a118-a6f92f08b34f}</Project>

-      <ReferenceOutputAssembly>false</ReferenceOutputAssembly>

-    </ProjectReference>

   </ItemGroup>

   <Import Project="$(VCTargetsPath)\Microsoft.Cpp.targets" />

   <ImportGroup Label="ExtensionTargets">

diff -rwBu 26443-f00/c-code/lib_com/disclaimer.c 26443_CR0025_CR0026_CR0027_CR0028/c-code/lib_com/disclaimer.c

--- 26443-f00/c-code/lib_com/disclaimer.c
2018-03-30 22:51:24.000000000 +0200

+++ 26443_CR0025_CR0026_CR0027_CR0028/c-code/lib_com/disclaimer.c
2018-11-11 10:21:50.000000000 +0100

@@ -9,9 +9,9 @@

 int print_disclaimer(FILE *fPtr)

 {

-    fprintf(fPtr, "\n==========================================================================================\n");

-    fprintf(fPtr, "  EVS Codec (Floating Point) 3GPP TS26.443 Apr 03, 2018. Version 12.10.0 / 13.6.0 / 14.2.0\n");

-    fprintf(fPtr, "==========================================================================================\n\n\n");

+    fprintf(fPtr, "\n===================================================================================================\n");

+    fprintf(fPtr, " EVS Codec (Floating Point) 3GPP TS26.443 Nov 13, 2018. Version 12.11.0 / 13.7.0 / 14.3.0 / 15.1.0\n");

+    fprintf(fPtr, "===================================================================================================\n\n\n");

     return 0;

 }

diff -rwBu 26443-f00/c-code/lib_com/swb_tbe_com.c 26443_CR0025_CR0026_CR0027_CR0028/c-code/lib_com/swb_tbe_com.c

--- 26443-f00/c-code/lib_com/swb_tbe_com.c
2018-03-30 22:51:26.000000000 +0200

+++ 26443_CR0025_CR0026_CR0027_CR0028/c-code/lib_com/swb_tbe_com.c
2018-11-11 10:21:50.000000000 +0100

@@ -434,7 +434,7 @@

         if( coder_type == UNVOICED || ( igf_flag && avg_voice_fac < 0.2f) )

         {

             scale = sqrt(pow1/pow22);

-            if ((pow2)==0) scale = 0;

+            if (pow22 == 0.f) scale = 0;

             for( i=0; i<L_FRAME16k/4; i++ )

             {

@@ -763,7 +763,7 @@

     if( coder_type == UNVOICED )

     {

         scale = sqrt( pow1/pow22 );

-        if ((pow22)==0) scale = 0;

+        if (pow22 == 0.f) scale = 0;

         for( k=0; k<L_FRAME16k; k++ )

         {

             exc16kWhtnd[k] = White_exc16k[k] * scale;

@@ -781,7 +781,7 @@

                 temp = sqrt( voice_factors[i] );

                 temp1 = sqrt(temp);

                 temp2 = sqrt( (pow1 * (1.0f - temp))/pow22 );

-                if ((pow2)==0) temp2 = 0;

+                if (pow22 == 0.f) temp2 = 0;

             }

             else

             {

@@ -791,7 +791,7 @@

                 temp1 = sqrt(vf_tmp);

                 temp2 = sqrt((pow1 * (1.0f - vf_tmp))/pow22);

-                if ((pow22)==0) temp2 = 0;

+                if (pow22 == 0.f) temp2 = 0;

             }

             for( j=0; j<L_FRAME16k/nbSubFr; j++, k++ )

diff -rwBu 26443-f00/c-code/lib_com/tns_base.c 26443_CR0025_CR0026_CR0027_CR0028/c-code/lib_com/tns_base.c

--- 26443-f00/c-code/lib_com/tns_base.c
2018-03-30 22:51:26.000000000 +0200

+++ 26443_CR0025_CR0026_CR0027_CR0028/c-code/lib_com/tns_base.c
2018-11-11 10:21:50.000000000 +0100

@@ -672,7 +672,7 @@

                short int startLine, short int stopLine, int maxOrder,

                float* A, float* predictionGain, int* curr_order)

 {

-    float norms[MAX_SUBDIVISIONS] = {0};

+    float norms[MAX_SUBDIVISIONS];

     int const nSubdivisions = MAX_SUBDIVISIONS;

     int const idx0 = startLine;

     int const idx1 = stopLine;

@@ -682,6 +682,8 @@

         return 0;

     }

+    set_f( norms, 0.f, MAX_SUBDIVISIONS );

+

     /* Calculate norms for each spectrum part */

     for (iSubdivisions = 0; iSubdivisions < nSubdivisions; iSubdivisions++)

     {

@@ -693,8 +695,11 @@

     /* Calculate normalized autocorrelation for spectrum subdivision and get TNS filter parameters based on it */

     {

-        float rxx[ITF_MAX_FILTER_ORDER+1] = {0};                                                                /* WMOPS: This initialization is required */

+        float rxx[ITF_MAX_FILTER_ORDER+1];

         int const spectrumLength = idx1 - idx0;

+

+        set_f( rxx, 0.f, ITF_MAX_FILTER_ORDER+1 );

+

         /* Variable initialization */

         for (iSubdivisions = 0; (iSubdivisions < nSubdivisions) && (norms[iSubdivisions] > HLM_MIN_NRG); iSubdivisions++)

         {

diff -rwBu 26443-f00/c-code/lib_dec/evs_dec.c 26443_CR0025_CR0026_CR0027_CR0028/c-code/lib_dec/evs_dec.c

--- 26443-f00/c-code/lib_dec/evs_dec.c
2018-03-30 22:51:26.000000000 +0200

+++ 26443_CR0025_CR0026_CR0027_CR0028/c-code/lib_dec/evs_dec.c
2018-11-11 10:21:50.000000000 +0100

@@ -1018,10 +1018,7 @@

     st->last_flag_cna = st->flag_cna;

     st->hFdCngDec->hFdCngCom->frame_type_previous = st->m_frame_type;

-    st->prev_last_core = st->last_core;

     st->prev_bws_cnt = st->bws_cnt;

-

-

     return;

 }

diff -rwBu 26443-f00/c-code/lib_dec/range_dec.c 26443_CR0025_CR0026_CR0027_CR0028/c-code/lib_dec/range_dec.c

--- 26443-f00/c-code/lib_dec/range_dec.c
2018-03-30 22:51:26.000000000 +0200

+++ 26443_CR0025_CR0026_CR0027_CR0028/c-code/lib_dec/range_dec.c
2018-11-11 10:21:50.000000000 +0100

@@ -175,6 +175,18 @@

 static short rc_dec_read(Decoder_State *st)

 {

+    short bits;

+

+    bits = st->rc_end - st->next_bit_pos;

+

+    /* If the end of the buffer has been reached, pad the last byte with zeros */

+    if (bits < 8)

+    {

+        return (short)(get_next_indice(st, bits) << (8-bits));

+    }

+    else

+    {

     return (short)get_next_indice(st, 8);

 }

+}

diff -rwBu 26443-f00/c-code/lib_dec/updt_dec.c 26443_CR0025_CR0026_CR0027_CR0028/c-code/lib_dec/updt_dec.c

--- 26443-f00/c-code/lib_dec/updt_dec.c
2018-03-30 22:51:26.000000000 +0200

+++ 26443_CR0025_CR0026_CR0027_CR0028/c-code/lib_dec/updt_dec.c
2018-11-11 10:21:50.000000000 +0100

@@ -385,6 +385,8 @@

     st->last_con_tcx = st->con_tcx;

     st->con_tcx = 0;

+    st->prev_last_core = st->last_core;

+

     if( st->use_partial_copy )

     {

         st->prev_rf_frame_type = st->rf_frame_type;

diff -rwBu 26443-f00/c-code/lib_enc/comvad_decision.c 26443_CR0025_CR0026_CR0027_CR0028/c-code/lib_enc/comvad_decision.c

--- 26443-f00/c-code/lib_enc/comvad_decision.c
2018-03-30 22:51:28.000000000 +0200

+++ 26443_CR0025_CR0026_CR0027_CR0028/c-code/lib_enc/comvad_decision.c
2018-11-11 10:21:50.000000000 +0100

@@ -82,9 +82,13 @@

                                        st->continuous_speech_num, st->continuous_noise_num, st->fg_energy_est_start, bw_index);

     if(snr>(snr_thresh))

+    {

         vad_flag =1;

+    }

     else

+    {

         vad_flag =0;

+    }

     if(tsnr> 4.0)

     {

         vad_flag =1;

diff -rwBu 26443-f00/c-code/lib_enc/dtx.c 26443_CR0025_CR0026_CR0027_CR0028/c-code/lib_enc/dtx.c

--- 26443-f00/c-code/lib_enc/dtx.c
2018-03-30 22:51:28.000000000 +0200

+++ 26443_CR0025_CR0026_CR0027_CR0028/c-code/lib_enc/dtx.c
2018-11-11 10:21:50.000000000 +0100

@@ -81,12 +81,7 @@

                 st->Opt_SC_VBR = 0;

             }

-            st->Opt_RF_ON = 0;

-            if( st->rf_mode && st->rf_fec_offset > 0 && st->total_brate == ACELP_13k20 && st->bwidth != NB )

-            {

-                st->Opt_RF_ON = 1;

-            }

-            st->rf_mode = st->Opt_RF_ON;

+            st->rf_mode = st->last_rf_mode_cng;

             st->bwidth = st->last_bwidth_cng;

             st->codec_mode = st->last_codec_mode_cng;

         }

@@ -170,6 +165,7 @@

             st->last_total_brate_cng = st->total_brate;

             st->last_bwidth_cng = st->bwidth;

             st->last_codec_mode_cng = st->codec_mode;

+            st->last_rf_mode_cng = st->rf_mode;

         }

         if( st->cnt_SID == 0 )

@@ -394,6 +390,7 @@

             {

                 st->interval_SID = INT_L + (short)((INT_H - INT_L) * (EstimatedSNR - SNR_L)/(SNR_H - SNR_L));

             }

+            st->interval_SID = min(max(st->interval_SID, INT_L), INT_H);

             if( !st->Opt_AMR_WB || st->max_SID != 3 )

             {

diff -rwBu 26443-f00/c-code/lib_enc/stat_enc.h 26443_CR0025_CR0026_CR0027_CR0028/c-code/lib_enc/stat_enc.h

--- 26443-f00/c-code/lib_enc/stat_enc.h
2018-03-30 22:51:28.000000000 +0200

+++ 26443_CR0025_CR0026_CR0027_CR0028/c-code/lib_enc/stat_enc.h
2018-11-11 10:21:50.000000000 +0100

@@ -971,6 +971,7 @@

     short rf_mode;                    /* flag to signal the RF mode */

     short rf_mode_last;

+    short last_rf_mode_cng;

     short Opt_RF_ON;

     short rf_frame_type;
End code change 1
