Page 1



3GPP TSG-SA4 Meeting #101
S4-181362
Busan, Korea, 19-23 November 2018










Revision of S4-181123
	CR-Form-v11.4

	CHANGE REQUEST

	

	
	26.114
	CR
	0442
	rev
	1
	Current version:
	15.4.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	x
	Radio Access Network
	
	Core Network
	


	

	Title:

	Correction to MTSI network preference management object tree

	
	

	Source to WG:
	Orange

	Source to TSG:
	S4

	
	

	Work item code:
	TEI16
	
	Date:
	2018-11-13

	
	
	
	
	

	Category:
	D
	
	Release:
	Rel-16

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)
Rel-15
(Release 15)
Rel-16
(Release 16)

	
	

	Reason for change:
	Missing character ('?') for optional EVS parameter and wrong character ('?') for parameters Br/Bw of management object in Figure 15.1. This figure is not consistent with the text defining /<X>/Speech/<X>/EVS as optional (with 'ZeroOrOne' occurence) and with /<X>/Speech/<X>/EVS/Br and /<X>/Speech/<X>/EVS/Bw (with ‘One’ occurence).

	
	

	Summary of change:
	Character ('?') added for EVS and character ('?') removed for Br/Bw in Figure 15.1.

	
	

	Consequences if not approved:
	Confusing and inconsistent figure in specification.

	
	

	Clauses affected:
	15.2

	
	

	
	Y
	N
	
	

	Other specs
	
	x
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	x
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	x
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


--- BEGINNING OF CHANGE ---

15.2
Nodes Definition

The following nodes and leaf objects in figure 15.1 shall be contained under the 3GPP_MTSINP node if a MTSI client in the terminal support the feature described in this clause (information of DDF for this MO is given in Annex H):
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Figure 15.1: MTSI network preference management object tree

Node: /<X>
This interior node specifies the unique object id of a MTSI network preferences management object. The purpose of this interior node is to group together the parameters of a single object. 

-
Occurrence: ZeroOrOne

-
Format: node

-
Minimum Access Types: Get

The following interior nodes shall be contained if the MTSI client in the terminal supports the "MTSI network preferences Management Object". 

/<X>/Speech

The Speech node is the starting point of the speech codec definitions (if any speech codec are available)

-
Occurrence: ZeroOrOne

-
Format: node

-
Minimum Access Types: Get
/<X>/Speech/<X>

This interior node is used to allow a reference to a list of speech codec objects.

-
Occurrence: OneOrMore

-
Format: node

-
Minimum Access Types: Get

/<X>/Speech/<X>/ID
This leaf node represents the identification number of a set of parameters for speech session.

-
Occurrence: ZeroOrOne

-
Format: int

-
Minimum Access Types: Get

/<X>/Speech/<X>/TAG
This leaf node represents the identification tag of a set of parameters for speech session. It is recommended to have at least a node, for example, ID, TAG, or implementation-specific ones, for the identification purpose such that each set of parameters can be distinguished and accessed.

-
Occurrence: ZeroOrOne

-
Format: chr

-
Minimum Access Types: Get
/<X>/Speech/<X>/Priority

This leaf represents the priority of a set of parameters for speech session. Lower value means higher priority and the value is used in the terminal for client initiated QoS handling. The priority uses a 16 bit unsigned integer.

-
Occurrence: ZeroOrOne

-
Format: int

-
Minimum Access Types: Get

-
Values: Zero or higher

/<X>/Speech/<X>/IPver
This leaf represents the version of the Internet Protocol used in the session.

-
Occurrence: One

-
Format: chr
-
Minimum Access Types: Get
-
Values: "IPv4", "IPv6"
/<X>/Speech/<X>/Codec

This leaf gives the MIME subtype name of speech codec. This leaf is preferably pre-configured by the device. 

-
Occurrence: One

-
Format: chr

-
Minimum Access Types: Get
-
Values: MIME subtype name of speech codec, e.g., "AMR", "AMR-WB", "EVS".
The value "AMR" refers to the AMR speech codec as defined in 3GPP. The value "AMR-WB" refers to the AMR-WB speech codec as defined in 3GPP. The value "EVS" refers to the EVS speech codec as defined in 3GPP.
/<X>/Speech/<X>/Bandwidth

This interior node is used to allow a reference to a list of parameters related to speech bandwidth assignment.

-
Occurrence: One

-
Format: node

-
Minimum Access Types: Get

-
Values: positive integer

/<X>/Speech/<X>/Bandwidth/AS
This leaf gives the preferred speech codec bandwidth by the network for the bearer set-up, including RTP/UDP/IP headers. It provides the value for "b=AS" line for speech part used in the end-to-end SDP negotiation process, which represents the bit rate in kbits/sec.

-
Occurrence: ZeroOrOne

-
Format: int

-
Minimum Access Types: Get
/<X>/Speech/<X>/Bandwidth/RS
This leaf provides the value for "b=RS" line for speech part used in the end-to-end SDP negotiation process, which represents the bit rate in bits/sec.

-
Occurrence: ZeroOrOne

-
Format: int

-
Minimum Access Types: Get

/<X>/Speech/<X>/Bandwidth/RR
This leaf provides the value for "b=RR" line for speech part used in the end-to-end SDP negotiation process, which represents the bit rate in bits/sec.

-
Occurrence: ZeroOrOne

-
Format: int

-
Minimum Access Types: Get
/<X>/Speech/<X>/RateSet

This leaf node represents a list of bit rates used by speech codec. Depending on the codec, each value can be understood as either the highest rate or the average rate. The entries in the list may either be generic, i.e., usable for any codec, but can also be codec-specific. The default usage is the generic list where the bit rates in bits/sec are included, e.g., "5000, 6000, 7500, 12500". A codec-specific list may indicate the desired modes. For example, in the case of AMR, the list could be "0, 2, 4, 7".
-
Occurrence: ZeroOrOne

-
Format: chr

-
Minimum Access Types: Get

/<X>/Speech/<X>/EVS
This interior node is used to allow a reference to a list of parameters related to the configuration of EVS speech codec.
-
Occurrence: ZeroOrOne

-
Format: node
-
Minimum Access Types: Get
/<X>/Speech/<X>/EVS/Br
This leaf gives the value of br, a parameter representing the range or value of bit-rate for EVS speech codec defined in [125].
-
Occurrence: One

-
Format: chr
-
Minimum Access Types: Get
/<X>/Speech/<X>/EVS/Bw
This leaf gives the value of bw, a parameter representing the range or value of bandwidth for EVS speech codec defined in [125].
-
Occurrence: One

-
Format: chr
-
Minimum Access Types: Get
/<X>/Speech/<X>/ConRef

This node specifies a reference to QoS parameters Management Object. The interior node’s leaf nodes specify the network preferred QoS parameters as defined in 3GPP TS 24.008 and they should be used in the bearer request when client initiated QoS happen. Implementation specific MO may be referenced.

-
Occurrence: ZeroOrOne

-
Format: chr

-
Minimum Access Types: Get
/<X>/Speech/<X>/Ext

The Ext is an interior node where the vendor specific information can be placed (vendor meaning application vendor, device vendor etc.). Usually the vendor extension is identified by vendor specific name under the ext node. The tree structure under the vendor identified is not defined and can therefore include one or more un-standardized sub-trees.

-
Occurrence: ZeroOrOne

-
Format: node

-
Minimum Access Types: Get
/<X>/Video

The Video node is the starting point of the video codec definitions (if any video codec are available)

-
Occurrence: ZeroOrOne

-
Format: node

-
Minimum Access Types: Get
/<X>/Video/<X>

This interior node is used to allow a reference to a list of video codec objects.

-
Occurrence: OneOrMore

-
Format: node

-
Minimum Access Types: Get

/<X>/Video/<X>/ID
This leaf node represents the identification number of a set of parameters for video session.

-
Occurrence: ZeroOrOne

-
Format: int

-
Minimum Access Types: Get
/<X>/Video/<X>/TAG
This leaf node represents the identification tag of a set of parameters for video session. It is recommended to have at least a node, for example, ID, TAG, or implementation-specific ones, for the identification purpose such that each set of parameters can be distinguished and accessed.

-
Occurrence: ZeroOrOne

-
Format: chr

-
Minimum Access Types: Get
/<X>/Video/<X>/Priority

This leaf represents the priority of a set of parameters for speech session. Lower value means higher priority and the value is used in the terminal for client initiated QoS handling. The priority uses a 16 bit unsigned integer. 

-
Occurrence: ZeroOrOne

-
Format: int

-
Minimum Access Types: Get

-
Values: Zero or higher

/<X>/Video/<X>/IPver
This leaf represents the version of the Internet Protocol used in the session.

-
Occurrence: One

-
Format: chr
-
Minimum Access Types: Get
-
Values: "IPv4", "IPv6"
/<X>/Video/<X>/Codec

This leaf gives the MIME subtype name of video codec. This leaf is preferably pre-configured by the device. 

-
Occurrence: One

-
Format: chr

-
Minimum Access Types: Get
-
Values: MIME subtype name of video codec, e.g., "H263-2000", "MP4V-ES", "H264", "H265".
The value "H263-2000" refers to the H.263 video codec defined in ITU. The value "MP4V-ES" refers to the MPEG4 video codec as defined in MPEG. The values "H264" and "H265" refer to the H.264 (AVC) and H.265 (HEVC) codecs as defined by MPEG and ITU respectively. The usage of H.264 (AVC) and H.265 (HEVC) codecs (profiles, levels etc) is described in the document TS 26.114 Chapter 5.5.2.

/<X>/Video/<X>/Bandwidth

This interior node is used to allow a reference to a list of parameters related to video bandwidth assignment.

-
Occurrence: One

-
Format: node

-
Minimum Access Types: Get

/<X>/Video/<X>/Bandwidth/AS
This leaf gives the preferred video codec bandwidth by the network for the bearer set-up, including RTP/UDP/IP headers. It provides the value for "b=AS" line for video part used in the end-to-end SDP negotiation process, which represents the bit rate in kbits/sec.

-
Occurrence: ZeroOrOne

-
Format: int

-
Minimum Access Types: Get
/<X>/Video/<X>/Bandwidth/RS
This leaf provides the value for "b=RS" line for video part used in the end-to-end SDP negotiation process, which represents the bit rate in bits/sec.

-
Occurrence: ZeroOrOne

-
Format: int

-
Minimum Access Types: Get

/<X>/Video/<X>/Bandwidth/RR
This leaf provides the value for "b=RR" line for video part used in the end-to-end SDP negotiation process, which represents the bit rate in bits/sec.

-
Occurrence: ZeroOrOne

-
Format: int

-
Minimum Access Types: Get
/<X>/Video/<X>/Bandwidth/Source
This leaf gives the preferred video encoding bandwidth in kbits/sec.

-
Occurrence: ZeroOrOne

-
Format: float

-
Minimum Access Types: Get

/<X>/Video/<X>/Bandwidth/PayloadSize
This leaf gives the preferred payload size for video, excluding payload header, which represents the amount of encoded video data in bytes transported over a RTP packet.

-
Occurrence: ZeroOrOne

-
Format: int

-
Minimum Access Types: Get

/<X>/Video/<X>/ProfileLevel
This interior node is used to allow a reference to a list of parameters related to the profile and level of video codec.

-
Occurrence: One

-
Format: node

-
Minimum Access Types: Get
/<X>/Video/<X>/ProfileLevel/H263
This interior node is used to allow a reference to a list of parameters related to the profile and level of H.263 video codec.
-
Occurrence: ZeroOrOne

-
Format: node
-
Minimum Access Types: Get
/<X>/Video/<X>/ProfileLevel/H263/Profile
This leaf gives the profile of H.263 video codec defined in [22], [29].
-
Occurrence: One

-
Format: int
-
Minimum Access Types: Get
/<X>/Video/<X>/ProfileLevel/H263/Level
This leaf gives the level of H.263 video codec defined in [22], [29], which indicates the maximum computational complexity supported by the offerer in performing decoding for the given profile.

-
Occurrence: One

-
Format: int
-
Minimum Access Types: Get
/<X>/Video/<X>/ProfileLevel/MPEG4
This leaf gives the profile-level-id of MPEG-4 video codec, which is a decimal representation of MPEG-4 Visual Profile and Level indication value, profile_and_level_indication, defined in [23], [30].
-
Occurrence: ZeroOrOne

-
Format: int
-
Minimum Access Types: Get
/<X>/Video/<X>/ProfileLevel/H264
This leaf gives the profile-level-id of H.264 (AVC) video codec, which indicates the profile that the codec supports and the highest level supported for the signaled profile [24], [25].

-
Occurrence: ZeroOrOne

-
Format: chr
-
Minimum Access Types: Get

/<X>/Video/<X>/ProfileLevel/H265
This interior node is used to allow a reference to a list of parameters related to the profile and level of H.265 (HEVC) video codec.
-
Occurrence: ZeroOrOne

-
Format: node
-
Minimum Access Types: Get
/<X>/Video/<X>/ProfileLevel/H265/Profile
This leaf gives the value of profile-id, a parameter representing the profile of H.265 (HEVC) video codec defined in [119], [120].
-
Occurrence: One

-
Format: int
-
Minimum Access Types: Get
/<X>/Video/<X>/ProfileLevel/H265/Level
This leaf gives the value of level-id, a parameter representing the level of H.265 (HEVC) video codec defined in [119], [120]. Level indicates the maximum computational complexity supported by the offerer in performing decoding for the given profile.

-
Occurrence: One

-
Format: int
-
Minimum Access Types: Get
/<X>/Video/<X>/ImageAttr
This interior node is used to allow a reference to a list of parameters related to the image sizes supported or preferred, specified with the "imageattr" attribute. (see clause A.4)
-
Occurrence: ZeroOrOne

-
Format: node

-
Minimum Access Types: Get

/<X>/Video/<X>/ImageAttr/Send
This leaf gives the supported image sizes for the send direction. The value is a string such as "176, 144, 224, 176, 272, 224, 320, 240" which means four image sizes, 176x144, 224x176, 272x224, and 320x240 are supported for the send direction. The maximum image size in this leaf shall not exceed the maximum size limited by the offered codec level.
-
Occurrence: One

-
Format: chr

-
Minimum Access Types: Get

/<X>/Video/<X>/ImageAttr/Recv
This leaf gives the supported image sizes and their preferences for the receive direction. The value is a string such as "176, 144, 0.5, 224, 176, 0.5, 272, 224, 0.6, 320, 240, 0.5" which means four image sizes, 176x144, 224x176, 272x224, and 320x240 are supported for the receive direction but 272x224 is preferred since it might fit the available space on the display of the receiver better than the other image sizes. The maximum image size in this leaf shall not exceed the maximum size limited by the offered codec level. The value representing the level of preference by the offerer, defined in [76], is between 0 and 1 inclusive and 0.5 by default.
-
Occurrence: One

-
Format: chr

-
Minimum Access Types: Get
/<X>/Video/<X>/ConRef

This node specifies a reference to QoS parameters Management Object. The interior node’s leaf nodes specify the network preferred QoS parameters as defined in 3GPP TS 24.008 and they should be used in the bearer request when client initiated QoS happen.  Implementation specific MO may be referenced.

-
Occurrence: ZeroOrOne

-
Format: chr

-
Minimum Access Types: Get
/<X>/Video/<X>/Ext

The Ext is an interior node where the vendor specific information can be placed (vendor meaning application vendor, device vendor etc.). Usually the vendor extension is identified by vendor specific name under the ext node. The tree structure under the vendor identified is not defined and can therefore include one or more un-standardized sub-trees.

-
Occurrence: ZeroOrOne

-
Format: node

-
Minimum Access Types: Get
/<X>/Text

The Text node is the starting point of the real time text codec definitions (if the real time text codec is available).

-
Occurrence: ZeroOrOne

-
Format: node

-
Minimum Access Types: Get
/<X>/Text/<X>

This interior node is used to allow a reference to the real time text codec objects.

-
Occurrence: OneOrMore

-
Format: node

-
Minimum Access Types: Get

/<X>/Text/<X>/ID
This leaf node represents the identification number of a set of parameters for text session.

-
Occurrence: ZeroOrOne

-
Format: int

-
Minimum Access Types: Get

/<X>/Text/<X>/TAG
This leaf node represents the identification tag of a set of parameters for text session. It is recommended to have at least a node, for example, ID, TAG, or implementation-specific ones, for the identification purpose such that each set of parameters can be distinguished and accessed.

-
Occurrence: ZeroOrOne

-
Format: chr

-
Minimum Access Types: Get
/<X>/Text/<X>/Priority

This leaf represents the priority of a set of parameters for text session. Lower value means higher priority and the value is used in the terminal for client initiated QoS handling. The priority uses a 16 bit unsigned integer.

-
Occurrence: ZeroOrOne

-
Format: int

-
Minimum Access Types: Get

-
Values: Zero or higher

/<X>/Text/<X>/IPver
This leaf represents the version of the Internet Protocol used in the session.

-
Occurrence: One

-
Format: chr
-
Minimum Access Types: Get
-
Values: "IPv4", "IPv6"
/<X>/Text/<X>/TextFormat
This leaf node represents the MIME subtype name of text conversation protocol. The value "t140" refers to T.140 defined in ITU-T [26], [27]. 

-
Occurrence: ZeroOrOne

-
Format: chr

-
Minimum Access Types: Get

-
Values: MIME subtype name of the text conversation protocol, e.g., "t140"
/<X>/Text/<X>/Bandwidth

This interior node is used to allow a reference to a list of parameters related to text bandwidth assignment.

-
Occurrence: One

-
Format: node

-
Minimum Access Types: Get

/<X>/Text/<X>/Bandwidth/AS
This leaf provides the value for "b=AS" line for text part used in the end-to-end SDP negotiation process, which represents the bit rate in kbits/sec.

-
Occurrence: ZeroOrOne

-
Format: int

-
Minimum Access Types: Get

/<X>/Speech/<X>/Bandwidth/RS
This leaf provides the value for "b=RS" line for text part used in the end-to-end SDP negotiation process, which represents the bit rate in bits/sec.

-
Occurrence: ZeroOrOne

-
Format: int

-
Minimum Access Types: Get

/<X>/Speech/<X>/Bandwidth/RR
This leaf provides the value for "b=RR" line for text part used in the end-to-end SDP negotiation process, which represents the bit rate in bits/sec.

-
Occurrence: ZeroOrOne

-
Format: int

-
Minimum Access Types: Get
/<X>/Text/<X>/RedundancyLevel
This leaf node represents the level of redundancy when redundancy is used with T.140 text.
-
Occurrence: ZeroOrOne

-
Format: int

-
Minimum Access Types: Get

-
Values: 0, 100, 200, 300
/<X>/Text/<X>/SamplingTime
This leaf node, defined in clause 9.4, represents the period for which text may be buffered before transmission. Buffering time, defined in [31], has an identical meaning as this node, i.e., the shortest period between text transmissions. Default value is 300 ms.
-
Occurrence: ZeroOrOne

-
Format: int
-
Minimum Access Types: Get
/<X>/Text/<X>/ConRef

This node specifies a reference to QoS parameters Management Object.  The interior node’s leaf nodes specify the network preferred QoS parameters as defined in 3GPP TS 24.008 and they should be used in the bearer request when client initiated QoS happen.  Implementation specific MO may be referenced.

-
Occurrence: ZeroOrOne

-
Format: chr

-
Minimum Access Types: Get
/<X>/Text/<X>/Ext

The Ext is an interior node where the vendor specific information can be placed (vendor meaning application vendor, device vendor etc.). Usually the vendor extension is identified by vendor specific name under the ext node. The tree structure under the vendor identified is not defined and can therefore include one or more un-standardized sub-trees.

-
Occurrence: ZeroOrOne

-
Format: node

-
Minimum Access Types: Get
/<X>/Ext

The Ext is an interior node where the vendor specific information can be placed (vendor meaning application vendor, device vendor etc.). Usually the vendor extension is identified by vendor specific name under the ext node. The tree structure under the vendor identified is not defined and can therefore include one or more un-standardized sub-trees.

-
Occurrence: ZeroOrOne

-
Format: node

-
Minimum Access Types: Get

--- END OF CHANGE ---
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