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******************************************************************************************
Start of 1st change

******************************************************************************************
12.21.2.5
Potential requirements and gap analysis

	Reference Number
	Requirement text
	Application / Transport
	SA1 spec covering
	Comments

	[R-12.21.2-001]
	The FRMCS System shall provide the technical means to allow communication services between FRMCS Users that are belonging to different administrative realms of the FRMCS System i.e. Home FRMCS Network and Visited (FRMCS) Network.
	A/T
	T TS 22.261

A TS 22.280
	T sub-clause 5.1.2.1

T sub-clause 5.1.2.2

A sub-clause 6.17.2

	[R-12.21.2-002]
	The FRMCS System shall provide communication services to FRMCS Users visiting another administrative realm i.e. Visited (FRMCS) Network.
	A/T
	T TS 22.261

A TS 22.280
	T sub-clause 5.1.2.1

T sub-clause 5.1.2.2

A sub-clause 6.17.2

	[R-12.21.2-003]
	The FRMCS System shall support a mechanism for an administrator to determine if a FRMCS User is able to use communication services in the Visited (FRMCS) Network.
	A/T
	T TS 22.261

A TS 22.280
	T sub-clause 5.1.2.1

A sub-clause 6.17.2

	[R-12.21.2-004]
	The FRMCS System shall be able to provide service continuity when relocating between FRMCS Network without the FRMCS User noticing the change.
	A/T
	T TS 22.261

A TS 22.280
	T sub-clause 6.18.2

A sub-clause 6.17.2

	[R-12.21.2-005]
	The FRMCS system shall be able to provide the same Quality of Service for the use of FRMCS Applications regardless of whether the FRMCS User is using the Home FRMCS Network or Visited (FRMCS) Network.
	A/T
	T TS 22.261

A TS 22.280
	T sub-clause 5.1.2.1

A sub-clause 6.17.2
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