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	First change


4.2.1.1
Relationships

This clause depicts the set of classes (e.g. IOCs) that encapsulates the information relevant for this IRP. This clause provides the overview of the relationships of relevant classes in UML. Subsequent clauses provide more detailed specification of various aspects of these classes.

The model fragments are for the representation of gNB and en-gNB.
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Figure 4.2.1.1-1: NRM for all deployment scenarios
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Figure 4.2.1.1-2: NRM for EPs for all deployment scenarios
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Figure 4.2.1.1-3: NRM for <<IOC>>NRSectorCarrier and <<IOC>>BWP for all deployment scenarios

4.2.1.1
Relationships

This clause depicts the set of classes (e.g. IOCs) that encapsulates the information relevant for this IRP. This clause provides the overview of the relationships of relevant classes in UML. Subsequent clauses provide more detailed specification of various aspects of these classes.

The model fragments are for the representation of gNB and en-gNB.
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Figure 4.2.1.1-2: NRM for EPs for all deployment scenarios

[image: image6.png]lc<names>>

lc<names>>

-

“InformationObjectClass»
GNEDUFunction

T <<names>>

[anformationObjectClass.|
BWP

[anformationObjectClasss|
NRCelIDU

p o

“InformationObjectClass»
NRSectorCarrier

0.1

InformationObjectClasss|
SectorEquipmentFunction





Figure 4.2.1.1-3: NRM for <<IOC>>NRSectorCarrier and <<IOC>>BWP for all deployment scenarios
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Figure 4.2.1.1-X: Cell Relation view for all deployment scenarios

	Next Change


4.3.X
NRCellRelation
4.3.X.1
Definition

This IOC represents a neighbour cell relation from a source cell to a target cell, where the target cell is an NRCellCU or ExternalNRCellCU instance.

Neighbour cell relations are unidirectional.
4.3.X.2
Attributes

	Attribute name
	Support Qualifier
	isReadable
	isWritable
	isInvariant
	isNotifyable

	Id
	M
	T
	T
	T
	F

	nRTCI
	O
	T
	T
	F
	T

	adjacentCell
	M
	T
	T
	F
	T


4.3.X.3
Attribute constraints
4.3.X.4
Notifications

The common notifications defined in subclause 4.5 are valid for this IOC, without exceptions or additions.
4.3.Y
NRFreqRelation
4.3.Y.1
Definition

This IOC represents a neighbour frequency relation for one or more NRCellRelations.

4.3.Y.2
Attributes

	Attribute name
	Support Qualifier
	isReadable
	isWritable
	isInvariant
	isNotifyable

	
	
	
	
	
	

	
	
	
	
	
	


4.3.Y.3
Attribute constraints

4.3.X.4
Notifications

The common notifications defined in subclause 4.5 are valid for this IOC, without exceptions or additions.
4.3.Z
EutranFreqRelation
4.3.Z.1
Definition

This IOC represents a neighbour frequency relation for one or more EutranCellRelations.

4.3.Z.2
Attributes

	Attribute name
	Support Qualifier
	isReadable
	isWritable
	isInvariant
	isNotifyable

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	


4.3.Z.3
Attribute constraints

4.3.Z.4
Notifications

The common notifications defined in subclause 4.5 are valid for this IOC, without exceptions or additions.
4.3.M
ExternalNRCellCU
4.3.M.1
Definition

This abstract IOC represents the properties of an NRCellCU controlled by another Management Service Provider. This IOC contains necessary attributes for inter-system and intra-system handover. It also contains a subset of the attributes of related IOCs controlled by Management Service Provider. The way to maintain consistency between the attribute values of these IOCs is outside the scope of the present document.
4.3.Z.2
Attributes

	Attribute name
	Support Qualifier
	isReadable
	isWritable
	isInvariant
	isNotifyable

	nCI
	M
	T
	T
	F
	T

	nRPCI
	M
	T
	T
	F
	T

	plmnIdList
	M
	T
	T
	F
	T

	gNBId
	CM
	T
	T
	F
	T

	arfcnDL
	M
	T
	T
	F
	T


4.3.M.3
Attribute constraints

	Name
	Definition

	gNBId CM Support Qualifier
	This instance of ExternalNRCellCU IOC is directly contained by SubNetwork.


4.3.M.4
Notifications

The common notifications defined in subclause 4.5 are valid for this IOC, without exceptions or additions.
	Next Change


4.4.1
Attribute properties

	Attribute Name
	Documentation and Allowed Values
	Properties

	administrativeState
	It indicates the administrative state of the NRCellDU. It describes the permission to use or prohibition against using the cell, imposed through the OAM services.

allowedValues: "LOCKED", "SHUTTING DOWN", "UNLOCKED". 

The meaning of these values is as defined in ITU‑T Recommendation X.731 [18].

See Annex A for Relation between the "Pre-operation state of the gNB-DU Cell" and administrative state relevant in case of 2-split and 3-split deployment scenarios.


	type: ENUM

multiplicity: 1

isOrdered: N/A

isUnique: N/A

defaultValue: Locked

isNullable: False



	operationalState
	It indicates the operational state of the NRCellDU instance. It describes whether the resource is installed and partially or fully operable (Enabled) or the resource is not installed or not operable (Disabled).

allowedValues: "ENABLED", "DISABLED".
	type: ENUM
multiplicity: 1

isOrdered: N/A

isUnique: N/A

defaultValue: None 

isNullable: False



	cellState
	It indicates the usage state of the NRCellDU instance. It describes whether the cell is not currently in use (Idle), or currently in use but not configured to carry traffic (Inactive) or is currently in use and is configured to carry traffic (Active).

The Inactive and Active definitions are in accordance with TS 38.401 [4]:

"Inactive: the cell is known by both the gNB-DU and the gNB-CU. The cell shall not serve UEs;

Active: the cell is known by both the gNB-DU and the gNB-CU. The cell should be able to serve UEs."

"allowedValues: "IDLE", "INACTIVE", "ACTIVE".


	type: ENUM
multiplicity: 1

isOrdered: N/A

isUnique: N/A

defaultValue: None

isNullable: False



	arfcnDL
	NR Absolute Radio Frequency Channel Number (NR-ARFCN) for downlink

allowedValues: 

See TS 38.104 [12] subclause 5.4.2. Note that allowed values of NR-ARFCN are specified for each band in subclause 5.4.2.3.


	type: Integer

multiplicity: 1

isOrdered: N/A

isUnique: N/A

defaultValue: None

isNullable: False

	arfcnUL
	NR Absolute Radio Frequency Channel Number (NR-ARFCN) for uplink

allowedValues: 

See TS 38.104 [12] subclause 5.4.2. Note that allowed values of NR-ARFCN are specified for each band in subclause 5.4.2.3.

	type: Integer

multiplicity: 1

isOrdered: N/A

isUnique: N/A

defaultValue: None

isNullable: False

	arfcnSUL
	NR Absolute Radio Frequency Channel Number (NR-ARFCN) for supplementary uplink

allowedValues: 

See TS 38.104 [12] subclause 5.4.2. Note that allowed values of NR-ARFCN are specified for each band in subclause 5.4.2.3.


	type: Integer

multiplicity: 1

isOrdered: N/A

isUnique: N/A

defaultValue: None

isNullable: False

	bSChannelBwDL 

	BS Channel BW in MHz. for downlink
allowedValues: 

See BS Channel BW in TS 38.104 [12], subclause 5.3.​
	type: Integer

multiplicity: 1

isOrdered: N/A

isUnique: N/A

defaultValue: None

isNullable: False

	bSChannelBwUL 

	BS Channel BW in MHz.for uplink
allowedValues:
See BS Channel BW in TS 38.104 [12], subclause 5.3.​
	type: Integer

multiplicity: 1

isOrdered: N/A

isUnique: N/A

defaultValue: None

isNullable: False

	bSChannelBwSUL 

	BS Channel BW in MHz.for supplementary uplink
allowedValues:
See BS Channel BW in TS 38.104 [12], subclause 5.3.​
	type: Integer

multiplicity: 1

isOrdered: N/A

isUnique: N/A

defaultValue: None

isNullable: False



	configuredMaxTxPower
	This is the maximum possible for all downlink channels, used simultaneously in a cell, added together.

allowedValues:
TBD
	type: Integer

multiplicity: 1

isOrdered: N/A

isUnique: N/A

defaultValue: None

isNullable: False

	cyclicPrefix
	Cyclic prefix as defined in TS 38.211 [32], subclause 4.2.

allowedValues:
 "NORMAL", "EXTENDED".
	type: enumeration

multiplicity: 1

isOrdered: N/A

isUnique: N/A

defaultValue: None

isNullable: False



	localAddress 


	This parameter specifies the localAddress including IP address and VLAN ID used for initialization of the underlying transport.

First string is IP address, IP address can be an IPv4 address (See RFC 791 [37]) or an IPv6 address (See RFC 2373 [38]).

Second string is VLAN Id. (See IEEE 802.1Q [39]),


	type: String

multiplicity: 2

isOrdered: True

isUnique: N/A

defaultValue: None

isNullable: False



	remoteAddress
	Remote address including IP address used for initialization of the underlying transport.


IP address can be an IPv4 address (See RFC 791 [37]) or an IPv6 address (See RFC 2373 [38]).


	type: String

multiplicity: 1

isOrdered: N/A

isUnique: N/A

defaultValue: None

isNullable: False



	gNBId
	It identifies a gNB within a PLMN. The gNB ID is part of the NR Cell Identifier (NCI) of the gNB cells.

See "gNB Identifier (gNB ID)" of subclause 8.2 of TS 38.300 [3]). See "Global gNB ID" in subclause 9.3.1.6 of TS 38.413 [5]. 

allowedValues: 0..4294967295

	type: Integer

multiplicity: 1

isOrdered: N/A

isUnique: N/A

defaultValue: None

isNullable: False



	gNBIdLength
	This indicates the number of bits for encoding the gNB ID. See "Global gNB ID" in subclause 9.3.1.6 of TS 38.413 [5].


allowedValues: 22 .. 32.
	type: Integer

multiplicity: 1

isOrdered: N/A

isUnique: N/A

defaultValue: None

isNullable: False



	gNB​DUId
	It uniquely identifies the DU at least within a gNB. See 'gNB-DU ID' in subclause 9.3.1.9 of 3GPP TS 38.473 [8].

allowedValues: Not applicable
	type: Integer

multiplicity: 1

isOrdered: N/A

isUnique: N/A

defaultValue: None

isNullable: False



	gNBCUName
	It identifies the Central Entity of a NR node, see subclause 9.2.1.4 of 3GPP TS 38.473 [8].

allowedValues: Not applicable
	type: String

multiplicity: 1

isOrdered: N/A

isUnique: N/A

defaultValue: None

isNullable: False

	gNBDUName
	It identifies the Distributed Entity of a NR node, see subclause 9.2.1.5 of 3GPP TS 38.473 [8].

allowedValues: Not applicable
	type: String

multiplicity: 1

isOrdered: N/A

isUnique: N/A

defaultValue: None

isNullable: False

	nCI
	It uniquely identifies a NR cell within a PLMN. 

The NR Cell Global identifier (NCGI) is constructed from the PLMN identity the cell belongs to and the NR Cell Identifier (NCI) of the cell.
See relation between NCI and NCGI subclause 8.2 of TS 38.300 [3].

allowedValues: Not applicable
	type: Integer

multiplicity: 1

isOrdered: N/A

isUnique: True

defaultValue: None

isNullable: False



	nRPCI
	This holds the Physical Cell Identity (PCI) of the NR cell.

allowedValues: 

See 3GPP TS 36.211 subclause 6.11 for legal values of pci.
	type: Integer

multiplicity: 1

isOrdered: N/A

isUnique: N/A

defaultValue: None

isNullable: False

	nRTAC


	This holds the identity of the common Tracking Area Code for the PLMNs. 
allowedValues:

a)
It is the TAC or Extended-TAC. 
b)
A cell can only broadcast one TAC or Extended-TAC. See TS 36.300, subclause 10.1.7 (PLMNID and TAC relation).

c) 
TAC is defined in subclause 19.4.2.3 of 3GPP TS 23.003 [13] and Extended-TAC is defined in subclause 9.3.1.29 of 3GPP TS 38.473 [8].
	type: Bitstring

multiplicity: 1

isOrdered: N/A

isUnique: N/A

defaultValue: None

isNullable: False

	sNSSAIList
	It represents the list of S-NSSAI the managed object is supporting, NSSAI is a set of supported S-NSSAI(s), an S-NSSAI is comprised of a SST (Slice/Service type) and an optional SD (Slice Differentiator) field, (See 3GPP TS 23.003 [13]).

allowedValues: See 3GPP TS 23.003 [13]
	type: <<S-NSSAI>>

multiplicity: *
isOrdered: N/A

isUnique: N/A

defaultValue: None

allowedValues: N/A

isNullable: False

	rRMPolicyType
	Type of the RRM policy. 

The value 0 denotes use of the rRMPolicy. 

The value 1 denotes use of the rRMPolicyNSSIId, rRMPolicyRatio

allowedValues: 0 : 65535


	type: Integer

multiplicity: 1

isOrdered: N/A

isUnique: N/A

defaultValue: None

isNullable: False

	rRMPolicyNSSIId
	The list of NSSI identifiers (nSSIId values defined in the clause 6 ) for which rRMPolicyRatio values are specified


	type: DN

multiplicity: 1..*

isOrdered: N/A

isUnique: N/A

defaultValue: None

allowedValues: N/A

isNullable: False

	rRMPolicyRatio
	The RRM policy setting the ratio for the split of the Radio resources between the supported NSIs. It is the list of target percentage values assigned to the corresponding rRMPolicyNSSIId values. Every value specifies the percentage of PRBs to be allocated to the corresponding NSSI, in average over time. The sum of the values shall be less or equal 100.

allowedValues: 

0 : 100

NOTE: The averaging time interval is implementation dependent 
	type: Integer

multiplicity: 1..*

isOrdered: N/A

isUnique: N/A

defaultValue: None

allowedValues: N/A

isNullable: False

	rRMPolicy
	It represents RRM policy which includes guidance for split of radio resources between multiple slices the cell supports in case when the rRMPolicyType is absent or equal to 0.. The RRM policy is implementation dependent.

allowedValues: Not applicable
	type: String

multiplicity: 1

isOrdered: N/A

isUnique: N/A

defaultValue: None

isNullable: False



	subcarrierSpacing
	Subcarrier spacing configuration for a BWP. See subclause 5 in TS 38.104 [12].

AllowedValues: 

[15, 30, 60, 120] depending on the frequency range FR1 or FR2.
	type: Integer

multiplicity: 1

isOrdered: N/A

isUnique: N/A

defaultValue: None

isNullable: False



	txDirection
	Indicates if the transmission direction is downlink (DL), uplink (UL) or both downlink and uplink (DL and UL).

allowedValues: 

"DL", "UL", "DL and UL" 
	type: Enum

multiplicity: 1

isOrdered: N/A

isUnique: N/A

defaultValue: None

isNullable: False



	bwpContext
	It identifies whether the object is used for downlink, uplink or supplementary uplink.

allowedValues:

     "DL", "UL", "SUL"
	type: Enum
multiplicity: 1

isOrdered: N/A

isUnique: N/A

defaultValue: None

isNullable: False



	isInitialBwp
	It identifies whether the object is used for initial or other BWP.

allowedValues:
    "INITIAL", "OTHER"
	type: Enum
multiplicity: 1

isOrdered: N/A

isUnique: N/A

defaultValue: None

isNullable: False

	startRB
	Offset in common resource blocks to common resource block 0 for the applicable subcarrier spacing for a BWP. This corresponds to N_BWP_start, see subclause 4.4.5 in TS 38.211 [32]. 

allowedValues:

0 to N_grid_size – 1, where N_grid_size equals the number of resource blocks for the BS channel bandwidth, given the subcarrier spacing of the BWP.


	type: Integer

multiplicity: 1

isOrdered: N/A

isUnique: N/A

defaultValue: None

isNullable: False

	numberOfRBs
	Number of physical resource blocks for a BWP. This corresponds to N_BWP_size, see subclause 4.4.5 in TS 38.211 [32].

allowedValues:
1 to N_grid_size – startRB of the BWP. Se startRB for definition of N_grid_size.


	type: Integer

multiplicity: 1

isOrdered: N/A

isUnique: N/A

defaultValue: None

isNullable: False

	nRTCI
	This is the Target NR Cell Identifier.  It consists of NR Cell Identifier (NCI) and Physical Cell Identifier of the target NR cell (nRPCI).

The NRRelation.nRTCI identifies the target cell from the perspective of the NRCell, the name-containing instance of the subject NRCellCU instance.

	type: Integer

multiplicity: 1

isOrdered: N/A

isUnique: N/A

defaultValue: None

isNullable: False

	adjacentCell
	This attribute contains the DN of an AdjacentNRCell (NRCellCU or ExternalNRCellCU )or AdjacentEutranCell (EutranCellFDD or EutranCellTDD or ExternalEutranCellFDD or ExternalEutranCellTDD)

	type: DN

multiplicity: 1

isOrdered: N/A

isUnique: True

defaultValue: None

isNullable: False


	End


