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	1st change


[bookmark: _Hlk4575989][bookmark: _Toc532550804]
5.1.1.6.1.1	Number of requested handover preparations
a)	This measurement provides the number of handover preparations requested by the source gNB. 
b)	CC.
c)	On transmission of HANDOVER REQUIRED message (see 3GPP TS 38.413 [12]) by the NR cell CUto the AMF, or transmission of HANDOVER REQUEST message (see 3GPP TS 38.423 [13]) by the source NR cell CUto target NR cell CU, for requesting the preparation of resources at the target NR cell CU.
d)	A single integer value.
e)	MM.HoPrepInterReq.
f)	NRCellCU.
g)	Valid for packet switched traffic.
h)	5GS.
i) 	One usage of this performance measurements is for performance assurance.
5.1.1.6.1.2	Number of successful handover preparations
a)	This measurement provides the number of successful handover preparations received by the source NR cell CU. 
b)	CC
c)	On receipt of HANDOVER COMMAND message by the NR cell CUfrom the AMF (see 3GPP TS 38.413 [12]), or receipt of HANDOVER REQUEST ACKNOWLEDGE message (see 3GPP TS 38.423 [13]) by the source NR cell CUfrom the target NR cell CU, for informing that the resources for the handover have been prepared at the target NR cell CU.
d)	A single integer value.
e)	MM.HoPrepInterSucc.
f)	NRCellCU.
g)	Valid for packet switched traffic.
h)	5GS.
i) 	One usage of this performance measurements is for performance assurance.
5.1.1.6.1.3	Number of failed handover preparations
a)	This measurement provides the number of failed handover preparations received by the source NR cell CU. This measurement is split into subcounters per failure cause.
b)	CC
c)	On receipt of HANDOVER PREPARATION FAILURE message (see 3GPP TS 38.413 [12]) by the NR cell CUfrom the AMF, or receipt of HANDOVER PREPARATION FAILURE message (see 3GPP TS 38.423 [13]) by the source NR cell CUfrom the target NR cell CU, for informing that the preparation of resources at the target NR cell CUhas failed. Each received HANDOVER PREPARATION FAILURE message increments the relevant subcounter per failure cause by 1.
d)	Each subcounter is an integer value.
e)	MM.HoPrepInterFail.cause.
	Where cause identifies the failure cause of the handover preparations.
f)	NRCellCU.
g)	Valid for packet switched traffic.
h)	5GS.
i) 	One usage of this performance measurements is for performance assurance.
[bookmark: _Toc532550807]5.1.1.6.1.4	Number of requested handover resource allocations
a)	This measurement provides the number of handover resource allocation requests received by the target NR cell CU. 
b)	CC
c)	On receipt of HANDOVER REQUEST message (see 3GPP TS 38.413 [12]) by the NR cell CUfrom the AMF, or receipt of HANDOVER REQUEST message (see 3GPP TS 38.423 [13]) by the target NR cell CUfrom the source NR cell CU, for requesting the preparation of resources for handover. 
d)	A single integer value.
e)	MM.HoResAlloInterReq.
f)	NRCellCU.
g)	Valid for packet switched traffic.
h)	5GS.
i) 	One usage of this performance measurements is for performance assurance.
[bookmark: _Toc532550808]5.1.1.6.1.5	Number of successful handover resource allocations
a)	This measurement provides the number of successful handover resource allocations at the target NR cell CUfor the handover. 
b)	CC.
c)	On transmission of HANDOVER REQUEST ACKNOWLEDGE message (see 3GPP TS 38.413 [12]) by the NR cell CUto the AMF, or transmission of HANDOVER REQUEST ACKNOWLEDGE message (see 3GPP TS 38.423 [13]) by the target NR cell CUto the source NR cell CU, for informing that the resources for the handover have been prepared. 
d)	A single integer value.
e)	MM.HoResAlloInterSucc
f)	NRCellCU.
g)	Valid for packet switched traffic.
h)	5GS.
i) 	One usage of this performance measurements is for performance assurance.
[bookmark: _Toc532550809]5.1.1.6.1.6	Number of failed handover resource allocations
a)	This measurement provides the number of failed handover resource allocations at the target NR cell CUfor the handover. This measurement is split into subcounters per failure cause.
b)	CC
c)	On transmission of HANDOVER FAILURE message (see 3GPP TS 38.413 [12]) by the NR cell CUto the AMF, or transmission of HANDOVER PREPARATION FAILURE message (see 3GPP TS 38.423 [13]) by the target NR cell CUto the source NR cell CU, for informing that the preparation of resources has failed. Each transmitted HANDOVER FAILURE message or HANDOVER PREPARATION FAILURE message increments the relevant subcounter per failure cause by 1.
d)	Each subcounter is an integer value.
e)	MM.HoResAlloInterFail.cause
	Where cause identifies the failure cause of the handover resource allocations.
f)	NRCellCU
g)	Valid for packet switched traffic.
h)	5GS
i)   One usage of this performance measurements is for performance assurance.
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[bookmark: _Hlk4576020]5.1.1.6.1.X	Number of requested handover executions
a)	This inter gNB handover measurement provides the number of outgoing handover executions requested by the source gNB. 
b)	CC.
c)	On transmission of RRC ConnectionReconfiguration message to the UE triggering the inter gNB handover from the source NRCellCU to the target NRCellCU, indicating the attempt of an outgoing inter-gNB handover (see TS 38.331 [20]), the counter is stepped by 1.
d)	A single integer value.
e)	MM.HoExeInterReq.
f)	NRCellCU.
g)	Valid for packet switched traffic.
h)	5GS.
i) 	One usage of this performance measurement is for performance assurance.
[bookmark: _Toc532550805]
5.1.1.6.1.Y	Number of successful handover executions
a)	This inter gNB handover measurement provides the number of successful handover executions received by the source gNB. 
b)	CC
c)	On receipt at the source gNB of UE CONTEXT RELEASE [13] over Xn from the target gNB following a successful handover, or, if handover is performed via NG, on receipt of UE CONTEXT RELEASE COMMAND [11] from AMF following a successful inter gNB handover, the counter is stepped by 1.
d)	A single integer value.
e)	MM.HoExeInterSucc.
f)	NRCellCU.
g)	Valid for packet switched traffic.
h)	5GS.
i) 	One usage of this performance measurement is for performance assurance.
[bookmark: _Toc532550806]
5.1.1.6.1.Z	Number of failed handover executions
a)	This inter gNB handover measurement provides the number of failed handover executions received by the source gNB. This measurement is split into subcounters per failure cause.
b)	CC
c)	On receipt at the source gNB of UE CONTEXT RELEASE [13] over Xn from the target gNB indicating an unsuccessful inter gNB handover, or, if handover is performed via NG, on receipt of UE CONTEXT RELEASE COMMAND [11] from AMF indicating an unsuccessful inter gNB handover.  
The failure causes are listed for the UE CONTEXT RELEASE in [13] and for UE CONTEXT RELEASE COMMAND in [11]. Each received message increments the relevant subcounter per failure cause by 1.
d)	Each subcounter is an integer value.
e)	MM.HoExeInterFail.cause.
	Where cause identifies the failure cause of the UE CONTEXT RELEASE or UE CONTEXT RELEASE COMMAND message.
f)	NRCellCU.
g)	Valid for packet switched traffic.
h)	5GS.
i) 	One usage of this performance measurement is for performance assurance.
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