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1st CHANGE

[bookmark: _Toc4578211]4.25.4	NEF Anchored Mobile Originated Data Transport
Figure 4.25.4-1 illustrates the NEF Anchored Mobile Originated Data Transport procedure.




Figure 4.25.4-1: NEF Anchored Mobile Originated Data Transport procedure
1.	The UE sends a NAS message with unstructured data according to Steps 0-4 of the procedure for UPF anchored Mobile Originated Data Transport in CP CIoT 5GS Optimisation (see clause 4.24.1). The Reliable Data Service header is included if the Reliable Data Service is enabled.
2.	The SMF sends the Nnef_NIDD_Delivery Request (User Identity, NEF ID, unstructured data) message to the NEF.
3.	When the NEF receives the unstructured data and finds an NEF PDU Session context and the related T8 Destination Address, then it sends the unstructured data to the AF that is identified by the T8 Destination address in a Nnef_NIDD_DeliveryNotify Request (GPSI, unstructured data, Reliable Data Service Configuration). If no T8 Destination address is associated with the UE's PDN connection, the data is discarded, the Nnef_NIDD_DeliveryNotify Request is not sent, and the flow continues at step 5. The Reliable Data Service Configuration is used to provide the AF with additional information such as indicate if an acknowledegement was requested and port numbers for originator application and receiver application, when the Reliable Data Service is enabled.
Editor's note:	It is left to Stage 3 whether or not the NEF aggregates Nnef_NIDD_DeliveryNotify Request messages to the AF.
4.	The AF responds to the NEF with a Nnef_NIDD_DeliveryNotify Response (Cause).
5.	The NEF sends Nnef_NIDD_Delivery Response to the SMF. If the NEF cannot deliver the data, e.g. due to missing AF configuration, the NEF sends an appropriate error code to the SMF.
[bookmark: _Toc4578212]4.25.5	NEF Anchored Mobile Terminated Data Transport
Figure 4.25.5-1 illustrates the procedure using which the AF sends unstructured data to a given user as identified via External Identifier or MSISDN.




Figure 4.25.5-1: NEF Anchored Mobile Terminated Data Transport
1.	If AF has already activated the NIDD service for a given UE, and has downlink unstructured data to send to the UE, the AF sends a Nnef_NIDD_Delivery Request (GPSI, TLTRI, unstructured data, Reliable Data Service Configuration) message to the NEF. Reliable Data Service Configuration is an optional parameter that is used to configure the Reliable Data Service, it may be used to indicate if a Reliable Data Service acknowledgement is requested and port numbers for originator application and receiver application.
2.	The NEF determines the 5GS QoS Flow Context based on the DNN associated with the NIDD configuration and the User Identity. If an NEF 5GS QoS Flow Context corresponding to the GPSI included in Step 1 is found then the NEF checks if the AF is authorised to send data and if it does not exceed its quota or rate. If these checks fails, then steps 3-5 are skipped and an appropriate error code is returned in step 6.
3.	The NEF forwards the unstructured data to the SMF using NnefNsmf_NIDD_Delivery Request.
4.	The unstructured data is sent as for steps 2 to 9 of the procedure for UPF Anchored Mobile Terminated Data Transport in Control Plane CIoT 5G Optimisation (see clause 4.24.2).
	If the Reliable Data Service header indicates that the acknowledgement is requested, then the UE shall respond with an achnowledgement to the DL data that was received.
5.	The SMF sends a NnefNsmf_NIDD_Delivery Response (cause) message towards the NEF acknowledging the NIDD Submit Request from NEF received in step 3.
	If the Reliable Data Service header indicates that the acknowledgement is requested, then the UE shall respond with an achnowledgement to the DL data that was received.
6.	The NEF sends a Nnef_NIDD_Delivery Response (cause) to the AF.
	The Reliable Data Service Acknowledgement Indication is used to indicate if an acknowledgement was received from the UE for the MT NIDD. If the Reliable Data Service was requested in step 1, then the Nnef_NIDD_Delivery Response is sent to the AF after the acknowledgement is received from the UE or, if no acknowledgment is received, then the MT NIDD Submit Response is sent to the AF with a cause value indicating that no acknowledgement was received.

2nd CHANGE

[bookmark: _Toc4578322]5.2.6	NEF Services
[bookmark: _Toc4578323]5.2.6.1	General
The following table shows the NEF Services and Service Operations:
Table 5.2.6.1-1: NF Services provided by the NEF
	Service Name
	Service Operations
	Operation
Semantics
	Example Consumer(s)

	Nnef_EventExposure
	Subscribe
	Subscribe/Notify
	AF

	
	Unsubscribe
	
	AF

	
	Notify
	
	AF

	Nnef_PFDManagement
	Fetch
	Request/Response
	SMF

	
	Subscribe
	Subscribe/Notify
	SMF

	
	Notify
	
	SMF

	
	Unsubscribe
	
	SMF

	
	Create
	Request/Response
	AF

	
	Update
	Request/Response
	AF

	
	Delete
	Request/Response
	AF

	Nnef_ParameterProvision
	Update
	Request/Response
	AF

	Nnef_Trigger
	Delivery
	Request/Response
	AF

	
	DeliveryNotify
	Subscribe/Notify
	AF

	Nnef_BDTPNegotiation
	Create
	Request/Response
	AF

	
	Update
	Request/Response
	AF

	
	Notify
	
	AF

	Nnef_TrafficInfluence
	Create
	Request/Response
	AF

	
	Update
	Request/Response
	AF

	
	Delete
	Request/Response
	AF

	Nnef_ChargeableParty
	Create
	Request/Response
	AF

	
	Update
	Request/Response
	AF

	
	Notify
	Request/Response
	AF

	Nnef_AFsessionWithQoS
	Create
	Request/Response
	AF

	
	Notify
	Request/Response
	AF

	Nnef_MSISDN-less_MO_SMS
	Notify
	Notify
	AF

	Nnef_ServiceParameter
	Create
	Request/Response
	AF

	
	Update
	Request/Response
	AF

	
	Delete
	Request/Response
	AF

	Nnef_APISupportCapability
	Subscribe
	Subscribe/Notify
	AF

	
	Unsubscribe
	Subscribe/Notify
	AF

	
	Notify
	Subscribe/Notify
	AF

	Nnef_NIDDConfiguration
	Create
	Request/Response
	SMF

	
	Trigger
	Trigger
	AF

	Nnef_NIDD
	Delivery
	Request/Response
	AF, SMF

	
	DeliveryNotify
	Subscribe/Notify
	AF

	Nnef_SMContext
	Create
	Request/Response
	SMF

	Nnef_AnalyticsExposure
	Subscribe
	Subscribe/Notify
	AF

	
	Unsubscribe
	
	AF

	
	Notify
	
	AF

	
	Fetch
	Request / Response
	AF



3rd CHANGE

5.2.6.14	Nnef_NIDDDelivery service
5.2.6.14.1	General
See clauses 4.25.4 and 4.25.5.
5.2.6.14.2	Nnef_NIDD_Delivery service operation
Service operation name: Nnef_ NIDD_Delivery
Description: This service operation is used by the NF consumer to delivery the unstructured data between NF consumer and NEF to support NIDD via NEF.
Inputs (required): User Identity, NEF ID, unstructured data, TLTRI (Optional), Reliable Data Service Configuration (Optional).
Outputs (required): Cause.
[bookmark: _Toc4578385]5.2.6.14.x	Nnef_NIDD_DeliveryNotify service operation
Service operation name: Nnef_ NIDD_DeliveryNotify
Description: This service operation is used by the NEF to forward the unstructured data to NF consumer to support NIDD via NEF.
Inputs (required): User Identity, unstructured data, TLTRI (Optional), Reliable Data Service Configuration (Optional).
Outputs (required): Cause.

4th CHANGE

[bookmark: _Toc4578411]5.2.8	SMF Services
[bookmark: _Toc4578412]5.2.8.1	General
The following table shows the SMF Services and SMF Service Operations.
Table 5.2.8.1-1: NF services provided by the SMF
	Service Name
	Service Operations
	Operation
Semantics
	Example Consumer(s)

	Nsmf_PDUSession
	Create
	Request/Response
	V-SMF/I-SMF

	
	Update
	Request/Response
	V-SMF/I-SMF, H-SMF

	
	Release
	Request/Response
	V-SMF/I-SMF

	
	CreateSMContext
	Request/Response
	AMF

	
	UpdateSMContext
	Request/Response
	AMF

	
	ReleaseSMContext
	Request/Response
	AMF

	
	SMContextStatusNotify
	Subscribe/Notify
	AMF

	
	StatusNotify
	Subscribe/Notify
	V-SMF/I-SMF

	
	Context
	Request/Response
	AMF, I-SMF

	Nsmf_EventExposure
	Subscribe
	Subscribe/Notify
	NEF, AMF

	
	Unsubscribe
	
	NEF, AMF

	
	Notify
	
	NEF, AMF

	
	AppRelocationInfo
	
	AF

	Nsmf_NIDD
	Delivery
	Request/Response
	NEF




5th CHANGE

[bookmark: _Toc4578424]5.2.8.x	Nsmf_NIDD Service
[bookmark: _Toc4578425]5.2.8.x.1	General
This service is used for NIDD transfer between SMF and another NF. See clause 4.25.5.
5.2.8.x.2	Nsmf_NIDD_Delivery service operation
Service operation name: Nsmf_NIDD_Delivery
Description: This service operation is used by the NF consumer to deliver the unstructured data between NF consumer and SMF to support NIDD via NEF.
Inputs (required): User Identity, PDU Session ID, unstructured data, Reliable Data Service Configuration (Optional).
Outputs (required): Cause.

END OF CHANGES
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