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	Reason for change:
	Maximum number of CAGs is specified to be maximum of 12 per NG-RAN node.
The term “NG-RAN node” is related to a gNB or gNB-CU and gNB-DU (which can support 100s of cells) whereas the CAG is cell specific. RAN terminology regarding CAG does not make use of “NG-RAN nodes” terminology but rather “cells” and does not limit CAGs per NG-RAN node. See agreed R2-2002346 (38.300), R2-2001707 (38.331).

	
	

	[bookmark: _GoBack]Summary of change:
	Change "NG-RAN node" to "cell"

	
	

	Consequences if not approved:
	Artificial limitation of CAG feature for no apparent reason or wrong input to RAN groups potentially leading to wrong implementation. Misalignment to current RAN work.
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>>>Start Changes<<<
[bookmark: _Toc20150095]5.30.3.2	Identifiers
The following is required for identification:
-	A CAG is identified by a CAG Identifier which is unique within the scope of a PLMN ID;
-	A CAG cell broadcasts one or multiple CAG Identifiers per PLMN;
NOTE 1:	It is assumed that an  NG-RAN nodecell supports broadcasting a total of twelve CAG Identifiers. Further details are defined in TS 38.331 [28].
-	A CAG cell may in addition broadcast a human-readable network name per CAG Identifier:
NOTE 2:	The human-readable network name per CAG Identifier is only used for presentation to user when user requests a manual CAG selection.
>>>End of changes<<<
