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	Reason for change:
	SP-2004336 liaison contains comments and correction proposals on 3GPP TS 23.503 related to the 5GS TSN bridge functionality. 

Following issues are identified for correction:

I) Wrong 3GPP terms

Alignment to the terms used in IEEE TS 23.501


	
	

	Summary of change:
	1) Replace term “virtual bridge” with “logical bridge”.

2) Use of Bridge ID instead of Bridge address


	
	

	Consequences if not approved:
	1) Mapping of respective parameters in TS 23. 501 and TS 23.503 is unclear and may lead to inconsitencies.
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[bookmark: _Toc20150076][bookmark: _Toc27846875][bookmark: _Toc20150075][bookmark: _Toc27846874]***FIRST CHANGE***

[bookmark: _Toc36192680][bookmark: _Toc37076411][bookmark: _Toc45194857]6.1.3.23	Support of integration with Time Sensitive Networking
Time Sensitive Networking (TSN) support is defined in TS 23.501 [2], where the 5GS represents virtualogical TSN bridge(s) based on the defined granularity model. The TSN AF and PCF interact to perform QoS mapping as described in clause 5.28.4 of TS 23.501 [2].
The PCF provides the following parameters to the TSN AF:
-	5GS bridge information:
-	5GS Bridge address (unique MAC address that identifies the bridge used to derive the bridge ID);
-	UE-DS-TT Residence time;
-	Port Management Information Container and the related port number:
-	Ethernet port of DS-TT;
-	port number of the Ethernet port;
-	MAC address of the Ethernet port (i.e. DS-TT port MAC address).
The TSN AF may use this information to construct IEEE managed objects, to interwork with IEEE TSN networks.

***END OF CHANGES***
