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Tdoc S1 00 0540 (subject: ‘GPRS AC/ACR alignment of shared data volume control (Stage 1 vs. 2)’) removes the CAMEL controlled Volume charging for a GPRS Session.

The removal of the CAMEL controlled Volume charging for a GPRS Session has been agreed in the 3GPP SA1 CAMEL ad hoc meeting. The reasons for this removal are outlined in Tdoc S1 00 0540.

The present CR proposes a minor editorial text alignment to 3G TS 22.078, which results from Tdoc S1 00 0540.
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**** First change****

10.3
Attach procedure

The purpose of this procedure is to detect a request from a GPRS subscriber to attach to the data network and allow the CSE to modify the handling of the attach request.

If (according to the CSI):

-
the subscriber is provisioned with a CAMEL based service, relevant for GPRS data transmission; and

-
the attach request is set as a trigger detection; and

-
the attach request occurs;

then, the VPLMN shall suspend attach processing, make contact with the CAMEL Service Environment and await further instructions.

The information listed in table: A-3 (Attach) shall be provided to the CAMEL Service Environment, if available.

When the VPLMN has made contact with the CSE, the CSE shall be able to instruct the VPLMN to act as described below.

-
activate subsequent control service events for the period being attached to the data network. The CSE shall have the possibility to send the following information:

-
The subsequent service event which shall be detected and reported:

-
PDP Context Establishment request;

-
PDP Context Establishment Acknowledgement;

-
Change of position (session); 

-
Detach;

-
Type of monitoring

· Perform charging activities (amongst others defining a time threshold). The charging activities shall apply to the GPRS Session.

There shall be no restriction regarding the number of times each of the above instructions can be repeated. Once the CSE has concluded issuing the above instructions, it shall issue one and only one of the following instructions:

-
Reject the attachment request;

-
allow the processing to continue unchanged.

**** End of Document****




























