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Reason for change:

Call Party Handling procedures should only apply to circuit switched voice calls.




Summary of change:

Statement that CPH procedures only apply to CS voice calls




Consequences if 

not approved:
Assumption that CPH procedures can apply to data, fax etc.
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Other comments:



**** Modified Section ****
8
Procedures for Call Party Handling - $(CAMEL4$)

CPH procedures only apply to circuit switched voice calls.

CPH procedures apply to MO, MF, MT, VT and CSE initiated calls. If the served subscriber is involved in a CPH configuration controlled by her CSE, then any further MO or MT call setup request involving the served subscriber shall be handled by a separate relationship with the served subscriber's CSE. This new relationship may lead to the creation of a further CPH configuration for the served subscriber. The service logic for one CSE relationship is not necessarily aware of what is happening in another CSE relationship involving the same served subscriber.
It is not required to transfer a leg or a group of legs between separate CPH configurations.

Where service logic involves Call Party Handling procedures, the Service Interaction Indicators Two parameter should be used to manage interactions with GSM Supplementary Services (CF, CD and MPTY for each call leg and ECT and HOLD for the served subscriber).

The CSE shall be able to add parties to, or remove parties from, the group. Each party in this group can communicate with all other parties in the group. The IPLMN/VPLMN shall support at least 6 parties (of which one may be a Specialised Resource Function) in a group.

If a control relationship exists, the CSE may order in-band user interaction with any held call party at any point during the active phase of the call leg.

**** End of Document ****
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