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10.12	Change of Quality of Service Procedure

The CSE may request the VPLMN to report a change in the Quality of Service (QoS) for a specific PDP Context. This request is automatically made when the CSE sets a volume or data threshold for that PDP context, as specified in sub-clause 10.7.



When a QoS change occurs and provided that a volume or data threshold is active for that PDP Context, then the VPLMN shall send a notification to the CSE. and continue.

The following information shall be provided to the CSE:

-	Charge result – this may be  elapsed time and/or the total amount of data transmitted by and transmitted to the subscriber;�-	Quality of Service;�-	PDP Context state.

When the CSE receives the notification of change of QoS, it may instruct the VPLMN to act as follows:

-	Perform charging activities (including the defining of a new threshold). GPRS Session related charging instructions may be sent only if the change of PDP Context QoS event is reported within a GPRS Session relationship;

-	Activate subsequent control service events for the PDP Context or GPRS Session. The CSE shall have the possibility to send the following information:

-	The subsequent service event which shall be detected and reported:

-	PDP deactivation;

-	Change of Position (PDP Context);

-	Change of Position (Session); this event may be armed only if the change of PDP Context QoS event is reported within a GPRS Session relationship;

-	Detach Procedure: this event may be armed only if the change of PDP Context QoS event is reported within a GPRS Session relationship.

-	The PDP Context for which the event shall be monitored and reported;

-	The type of monitoring (only monitor mode is allowed in this case).

There shall be no restriction regarding the order of the above instructions or the number of times each of the above instructions can be repeated. 

Once the CSE has concluded issuing the above instructions, it shall issue one and only one of the following instructions:

Release the PDP Context;

Release the GPRS Session: this instruction may be given only if the change of PDP Context QoS event is reported within a GPRS Session relationship;

Continue the PDP Context.
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