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(

	When a handover of a multicall takes place in some situations only one bearer can be handed over, for example in InterSystem handover to GSM or in basic relocation when the target MSC does not support Multicall service. 

In these cases the 3G-MSC shall select one bearer among the various bearers of the multicall.

In 23.009 the following criteria is used for the selection:

The priority level as defined in RAB parameters in 25.413.

This is a problem since the priority field is an optional field in 25.413.

However in 22.129 there is a different criteria for the selection. This could lead to different selection mechanisms in different MSCs.
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	In chapter 5.4: Introduction on (RAB) priority level for call selection criteria on Multicall handover. 
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not approved:
	Different criteria in MSC A and MSC B when selecting one or several calls to be handed over in a Multicall.
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********************** First Modified Sections ****************************

5.4
Handover of a Multicall

The handover event can trigger changes to individual calls in any multicall scenario. 

It shall be possible to handover all the calls in a multicall configuration. If the target cell is not able to accommodate all the calls in a multicall configuration, then the calls that are handed over shall be selected in following order:

i. The call of teleservice emergency call 

ii. The call of teleservice telephony when priority is unknown for the telephony call if any
iii. The call of any type in priority in priority order. The calls without priority field will be regarded as having the lowest priority.
iv. Any of the calls that can be handed over to the target system
Calls that cannot be handed over will be released.

If no single call can be selected according to the above criteria, handover shall be rejected.

A change in the availability of suitable radio resources may also occur for other reasons in addition to handover.
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