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5.2
Description of bearer services

Bearer services are characterised by a set of end-to-end characteristics with requirements on QoS. The characteristics and requirements shall cover major network scenarios, i.e. the cases when the terminating network is PSTN, ISDN, GSM, IP networks/LANs, X.25 and a PLMN.

Quality of Service is the quality of a requested service (Teleservice or Bearer Service or any other service, e.g. customer care) as perceived by the customer (ITU-T M.xxxx). QoS is always meant end-to-end. Network Performance of several network elements of the originating and terminating network(s) contribute to the QoS as perceived by the customer including terminals and terminal attachments. In order to offer the customer a certain QoS the serving network need to take into account network performance components of their network, reflect the performance of the terminal and ad sufficient margin for the terminating networks in case network performance requirements cannot be negotiated. 

As far as the QoS to the subscriber is concerned network elements have to provide sufficient performance (reflecting possible performance constraints in terminating networks) so that the PLMN cannot be considered as a bottleneck.

This section outlines the requirements on bearer services in two main groups;

-
Requirements on information transfer, which characterise the networks transfer capabilities for transferring user data between two or more access points.

-
Information quality characteristics, which describe the quality of the user information transferred between two or more access points.

It shall be possible to negotiate / re negotiate the characteristics of a bearer service at session / connection establishment and during an on going session / connection.









5.2.1
Information transfer

Connection oriented / connectionless services

Both Connection oriented and connectionless services shall be supported.

Traffic type: It is required that the bearer service provides one of the following:
-
guaranteed/constant bit rate, 

-
non-guaranteed/dynamically variable bit rate, and

-
real time dynamically variable bit rate with a minimum guaranteed bit rate..
Real time and non real time applications shall be supported. 

-
Real time video, audio and speech shall be supported. This implies the:

-
ability to provide a real time stream of guaranteed bit rate, end to end delay and delay variation.

-
ability to provide a real time conversational service of guaranteed bit rate, end to end delay and delay variation.

-
Non real time interactive and file transfer service shall be supported. This implies the:

-
ability to support message transport with differentiation as regards QoS between different users. 

-
Multimedia applications shall be supported. This implies the:

-
ability to support several user flows to/from one user having different traffic types (e.g. real time, non real time)

Traffic characteristics

It shall be possible for an application to specify its traffic requirements to the network by requesting a bearer service with one of the following configurations 

1)
Point-to-Point

-
Uni-Directional

-
Bi-Directional

-
Symmetric

-
Asymmetric

2)
Uni-Directional Point-to-Multipoint

-
Multicast

-
Broadcast

A multicast topology is one in which sink parties are specified before the connection is established, or by subsequent operations to add or remove parties from the connection. The source of the connection shall always be aware of all parties to which the connection travels.

A broadcast topology is one in which the sink parties are not always known to the source. The connection to individual sink parties is not under the control of the source, but is by request of each sink party.

NOTE:
Point-to-multipoint services are not supported by release 99 specifications.

In the case of a mobile termination with several active bearer services simultaneously, it shall be possible for each bearer service to have independent configurations and source/sink parties. 

5.2.2
Information Quality

Information quality a characterises the bit integrity and delay requirements of the applications.

Other parameters may be needed.

Maximum transfer delay

 Transfer delay is the time between the request to transfer the information at one access point to its delivery at the other access point. In clause 5.5 requirements on maximum transfer delay is defined.

Delay variation

The delay variation of the information received information over the bearer has to be controlled to support real-time services. The possible values for delay variation are not a limited set, but a continuous range of values.

Bit error ratio 

The ratio between incorrect and total transferred information bits. The possible values for Bit error ratio are not a limited set, but a continuous range of values.

Data rate

The data rate is the amount of data transferred between the two access points in a given period of time.
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