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Following scenario is proposed to be included in TR on IMS subscriber and operator relationship.

X
Multiple terminals scenario

X.1
Description

This scenario is for the following use case:
One subscriber is using his IMS services with several terminals at the same time.  For the incoming sessions the user would have the same public identity / identities for all his devices (through which he has registered to the IMS system). It should be noted that the registered applications (/capabilities) may be the same or different, e.g. the list of supported codecs. Thus the routing for incoming sessions needs to be based on additional information like capabilities of UEs or preferences of the user and the network.

In the scenario described in figure X customer is having an UE 1 and an UE 2 (e.g. PDA) both registered to same IMS subscription. 


FigureX: Customer with two devices using IMS services.

X.2
Requirements summary

This scenario imply following requirements:

- One subscriber shall be able to use same public identity with several terminals simultaneously. 

-IMS shall be able to support several registrations from different terminals per one public identity.

-IMS shall support Intelligent routing towards the correct terminal(s), based on Terminal capability, User preference and/or Network preferences. 

X.3
Charging implications

It shall be possible to provide combined or separate billing.

X.4
Security

IMS shall use same security mechanisms for the multiple terminals case as in one terminal case.

X.5
Privacy implications

None identified.

X.6
Regulatory aspects

None identified. 

X.7
Roaming

None identified.
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