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Foreword

This Technical Specification has been produced by the 3rd Generation Partnership Project (3GPP).

The contents of the present document are subject to continuing work within the TSG and may change following formal TSG approval. Should the TSG modify the contents of the present document, it will be re-released by the TSG with an identifying change of release date and an increase in version number as follows:

Version x.y.z

where:

x
the first digit:

1
presented to TSG for information;

2
presented to TSG for approval;

3
or greater indicates TSG approved document under change control.

y
the second digit is incremented for all changes of substance, i.e. technical enhancements, corrections, updates, etc.

z
the third digit is incremented when editorial only changes have been incorporated in the document.

Introduction

This technical specification builds on TS 22.146 which defines a bearer service for the multimedia broadcast and multicast service (MBMS) and describes the service requirements for a teleservice that uses such bearer. 

1
Scope

The present document covers the service requirements for a specific 3GPP MBMS application. A teleservice is fully specified here including charging aspects and expected quality of service for the MBMS provisioning. Furthermore the documents explore some reference services in order to give guidance to the codec and bearer design both when the UTRAN and when the GERAN are employed to deliver it.
2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies.  In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TR 21.905: "Vocabulary for 3GPP specifications".

[2]
3GPP TS 22.146: "Multimedia Broadcast/Multicast Service".

3
Definitions and abbreviations

[ for the time being I copied the ones I have found in 22.146, maybe some of those are not applicable, but it is easier to remove than to add…]
3.1
Definitions

For the purposes of the present document, the definitions in 3GPP TR 21.905 [1] as well as the following definitions apply.

Broadcast service area: The area in which  a specific broadcast service is available. It is defined individually per broadcast service. The broadcast service area may represent the coverage area of the entire PLMN, or part(s) of the PLMN’s coverage area. The broadcast service area is the sum of all local broadcast areas offering the same service.

Local Broadcast Area: The area of a broadcast service, where the service content is the same. One broadcast service may have different content in different local broadcast areas.
Broadcast mode:  The part of MBMS that supports broadcast services.

Broadcast service: A unidirectional point-to-multipoint service in which data is efficiently transmitted from a single source to multiple UEs in the associated broadcast service area. Broadcast services may be received by all users who have enabled the specific broadcast service locally on their UE and who are in the broadcast area defined for the service.
Broadcast session: A continuous and time-bounded reception of a broadcast service by the UE. A single broadcast service can only have one broadcast session at any time. A broadcast service may consist of multiple successive broadcast sessions.

Mobile Station (MS): Defined in TS 24.002. (The abbreviation "UE" in this specification refers both to MS and User Equipment.) 

Multicast transmission activation: The process by which the network activates the transmission of Multicast data.

Multicast service area: The area in which a specific multicast service is available. It is defined individually per multicast service. The multicast service area may represent the coverage area of an entire PLMN, or part(s) of the PLMN’s coverage area. The multicast service area is the sum of all local multicast areas offering the same service.

Local multicast area: The area of a multicast service, where the service content is the same. One multicast service may have different content in different local multicast areas.

Multicast mode: The part of MBMS that supports multicast services.

Multicast joining: The process by which a user joins a multicast group.

Multicast session: A continuous and time-bounded reception of a multicast service by the UE. A single multicast service can only have one multicast session at any time. A multicast service may consist of multiple successive multicast sessions. 

Multimedia Broadcast/Multicast Service (MBMS): A unidirectional point-to-multipoint service in which data is transmitted from a single source entity to a group of users in a specific area. The MBMS has two modes: Broadcast mode and Multicast mode. 

Multicast group: A group of users that have an activated MBMS in multicast mode and therefore are ready to or are receiving data  transmitted by this  service. The multicast group is a subset of the Multicast subscription group. Multicast subscription group members may join the corresponding multicast group.

Multicast service: A unidirectional point-to-multipoint service in which data is efficiently transmitted from a single source to a multicast group in the associated multicast service area. Multicast services can only be received by such users that are subscribed to the specific multicast service and have joined the multicast group associated with the specific service.
Multicast subscription: The process by which a user subscribes or is subscribed to a  multicast subscription group and thereby is authorised to join certain multicast services. Multicast subscription is performed either upon user selection or due to home environment initiation.

Multicast Subscription Group: A group of users who are subscribed to a certain MBMS in multicast mode  and  therefore authorised to join and receive multicast services associated with this group.

User Equipment: defined in TS 21.905. An occurrence of a User Equipment is an MS for GSM as defined in TS 24.002.
3.2
Abbreviations

For the purposes of the present document, the following abbreviations apply:

MBMS
Multimedia Broadcast/Multicast Service 

MS
Mobile Station

UE
User Equipment

4
High level requirements
4.1
Common requirements to broadcast and multicast
text 
4.2
Broadcast requirements

text
4.3
Multicast requirements

text
5
Teleservice requirements
5.1
Charging
It shall be possible for the network to request an acknowledgment of the correct reception of the contents to the multicast group
5.2
Security

text
5.3
Addressing

text
5.4
Quality of service

In order to improve the service over time, it shall be possible for the network to request the UE statistical data of the MBMS delivery (e.g. average throughput, delay, handovers)
5.5
Subscription and activation

At time of subscription to a Multicast Service it shall be possible for the user to declare the service preferences.  [I was thinking about resolution of the streaming, quality if more than one is available, black out periods, request for storage and later download of the content and so on…]
It shall be possible for the network to store the user settings [using GUP?]
6
Typical service
This section describes typical broadcast and multicast services provided by a 3GPP operator. The list is non exhaustive, however the UE is required to support all the types of service defined in this section.
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