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5
General Requirements

Network operators have many differing requirements, and MMS shall be supported in the network in a manner which allows network operators to consider different configurations depending on their network and commercial requirements.  Thus, an identified set of functionalities and formats shall be standardised to ensure interoperability across networks and terminals to support MMS.

However, some network operators may wish to design and configure networks in different ways, and the subsequent requirements are identified to allow flexibility in how the MMS functionality is supported.  For example in some networks the network operators may wish to implement the MMS functionality within the core network, whereas other may wish to place the MMS functionality on the periphery of the core network (e.g. a centralised network model instead of a distributed architecture).  Further, some network operators may wish to support a limited set of MMS functionality, while others may require extensive and elaborate MMS support according to their business models (e.g. basic MMS instead of advanced MMS).  Interoperability shall always be maintained within this flexible architecture.

The following sub-clauses use the term "The MMS shall be able to support a request for …" and similar phrases to allow network operators to consider these different network models and business requirements, to permit flexible architectures and ensure MMS interoperability.

The following sub-clauses use the term "This requirement shall be supported at the application layer in the terminal (and/or the network), and will not be further elaborated.” and similar phrases to identify those service requirements that shall be supported by MMS but do not require standardisation.

The criterion for identifying these types of requirements is as follows:

If the requirement corresponds to an interaction and/or command between the terminal and the network applications from the same Service Provider (e.g. between the recipient’s terminal resident messaging application and the recipient’s network resident application. The same applies for the sender), then this requirement shall be supported by MMS but does not require standardisation.

The following general requirements shall be supported.

5.1
Multimedia message management

-
Terminal-sensitive MM management


The MMS shall be able to support the capability for the terminal and network to take account of the capability of the user's terminal (e.g. deliver a MM / notification in a manner compatible with the terminals capability).

-
Terminal status-sensitive MM Management


The MMS shall be able to support the capability of the  network to take account of the availability, changes of the state of availability of the terminal (e.g. store messages if the recipient is not available).

-
MMS Control by the operator


The MMS shall be able to support a request from the operator to enable/disable MM delivery and submission.

-
MMS Control by the user


The MMS shall be able to support a request from the user to enable/disable MM delivery and submission.


This requirement shall be supported at the application layer in the terminal, and will not be further elaborated.

-
Storage of MMS parameters

The USIM shall be able to store the following types of MMS related data:

i) a number of sets of issuer configuration information to allow access to MMS services. 

At least one of these sets of configuration information should be stored on the USIM by the issuer of the USIM. 

The first issuer configuration information set is denoted as the default configuration set.

This configuration information shall only be configurable by the issuer of the USIM.

ii) a number of sets of user configuration information to allow access to MMS services. 

If more than one set of configuration information is present, it shall be possible for the user to select which set is used. If the user has not selected any of the configuration information sets, then the default set in the active USIM is used.

iii) MMS notifications 

iv) MMS user preferences 

A terminal using a USIM [7] or a SIM [8] with these MMS parameters, shall by default use them and the related preferred bearer, to access to the MMS services.

Note: 
Terminal support of SIM and USIM in general is specified in TS 22.101[1].

-
Personalise multimedia messaging


The MMS shall be able to support a request by the user to manage the Service Preferences of his User Service Profile related to this MMS [2](e.g. customise his MM environment within the capabilities of the terminal, network and MM application. This could be unconditional or conditional e.g. depending on roaming conditions or operator restrictions).

-
MM creation


The MMS shall be able to support the request to create a MM by the user or an application.


This requirement shall be supported at the application layer in the terminal, and will not be further elaborated.

-
MM Time Stamping


The MMS shall be able to support the request to include a reliable time value in an MM, a notification and an acknowledgement as appropriate.

-
Multiple Media


Multimedia messages may be composed of either a single medium (e.g. voice) or multi-media (e.g. Voice and video). The MMS shall be able to support a request for media synchronisation / sequencing.

-
Media Type Conversion


The MMS shall be able to support a request to convert between  media types (e.g. Fax to image). The MMS shall be able to support an indication from a VASP that VASP originated content of an MM should not be converted or changed by the MMS service provider before it is delivered to the recipient.


This requirement shall be supported at the application layer in the network, and will not be further elaborated.

-
Media Format Conversion 


The MMS shall be able to support a request by the user or the application to  convert between MM media formats (e.g. JPEG to GIF).


This requirement shall be supported at the application layer in the terminal and/or in the network, and will not be further elaborated.

-
Message forwarding


The MMS shall be able to support a request to forward multimedia messages or multimedia message elements without having to first download the MM to the terminal. The MMS shall provide a mechanism to prevent an MM forwarding loop (e.g.  MMs are setup to be automatically forwarded from User A to B, then from B to C and from C back to A. Users A, B, and C are unaware that they have setup this undesirable situation).
-
Storage of Multi-Media Messages


The MMS shall be able to support a request for multimedia messages or message elements to be stored until delivered to the recipient’s terminal, until they expire, or until they are deleted by the user (unless configured differently). The MMS shall be able to support a request to store and manage all MMs in a network based repository rather than on the mobile terminal.

NOTE:
There is no requirement for the MMS  to be responsible for the processing/presentation of the MM message, after it has been delivered to the terminal.

-
Prioritisation of Messages


The MMS shall be able to support a request for MM prioritisation .  The prioritisation is passed to the recipient(s) of the message as an indication of the importance the sender places on the message. MM prioritisation is not acted upon by the network.

-
Message qualification


The MMS shall be able to support a request for MM qualification (e.g. subject) for the purpose of advanced user experience and awareness. 

-
Screening of Messages


The MMS shall be able to support a request for MM screening subject to the capabilities of the network (e.g. automatically delete “junk mail”, anonymous messages without delivery to the recipient’s terminal).


This requirement shall be supported at the application layer in the terminal an/or in the network, and will not be further elaborated.

-
Validity Period


The MMS shall be able to support a request by the originator of a message to define validity periods (earliest and latest desired time) for message delivery (e.g. if a message can not be delivered within a certain time it will be automatically deleted). The MMS service provider shall be able to set the MAXIMUM allowable validity period for any message.

-
Multimedia Message Processing by a VASP
The MMS shall be able to support a request for messages to be processed by a VASP. An example of such processing may be where an MM is sent to a VASP before delivery to the recipient so that the VASP can add multimedia element(s) to the original message.

-
Replacing MM
The MMS shall be able to support a request by a VASP to replace a previously sent MM from the VASP with a second newer MM.

-
Cancellation of MM
The MMS shall be able to support a request by a VASP to delete a MM that had previously been sent from the VASP but not yet delivered to the terminal. 

Modified section
-
Hyperlinks in MM
It shall be possible to embed a hyperlink in a MM.

The following guidelines on editing, presenting and following of hyperlinks should be followed:

· There should be no restriction to the position in the MM where a hyperlink can be added.

· It should be possible to clearly recognise the presence of a hyperlink.

NOTE: It is preferable to display the title of a hyperlink rather than the complete address. (URI)

· Presence of a hyperlink in an MM should not impact the presentation of the MM (i.e. due to immediate following or storage of the link)

· The recipient of an MM should be able to follow a hyperlink.

The hyperlink should not be followed automatically by default (explicit user interaction should be required)

End of modified section

-
Digital Rights Management
The MMS shall be able to support controlling the distribution of controlled content as defined in 3GPP TS 22.242 [9].  MMS Content Providers shall be able to invoke DRM to prevent unauthorized copying and forwarding of controlled content through the MMS.
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