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Introduction:

It has been agreed to populate the I-WLAN TS 22.234 with the previously agreed WLAN based requirements for network selection within TS 22.011 and provide a reference to the "Service Accessibility" TS 22.011. 

As the I-WLAN TS is due to be submitted for information, the necessary CR will be created to remove the duplicate text from TS22.011 and replace it with a suitable reference to the I-WLAN TS.

It was also agreed was that changes made to the source text during SA1#23 will be tracked and identical amendments made to the TS text.

Subsequent to these decisions a CR has been approved modifying the source text in TS22.011. The tracking modified text for the I-WLAN TS 22.234 is proposed below. 

Proposal:

1.  Inclusion of reference:

[x]
3GPP TS 22.011:
"Service Accessibility"
2.  Inclusion of existing requirements text into I-WLAN TS 22.234, Clause 6.1:

6.1
Network selection
6.1.1
Network selection mechanism
The UE shall support both manual and automatic network selection mechanisms (modes) as standardized. 

The UE shall use the last network selection mode used, as the default mode, at every switch-on. 

The user shall be given the opportunity to change the network selection mode at any time.

When selecting a PLMN that is accessed via an interworked WLAN the UE shall be able to determine if the home or preferred PLMNs are available. The I-WLAN and PLMN selection shall adhere to operator and end user preferences using similar procedures as for Network Selection without WLAN Interworking. This set of preferences may be different from the preferences used for direct 3GPP access. In manual network selection the user shall be able to request a list of available PLMNs via interworked WLANs.
NOTE 1:
The 3GPP operator may have agreements with multiple I-WLANs in the area and has preference over which WLAN to connect to based on the services supported.

NOTE 2:
The adaptation of the Network Selection procedures to the WLAN Interworking environment should take into account performance criteria (e.g. power consumption, network load). 

6.1.2
Dual mode 3GPP / WLAN devices

The UE shall select between the available 3GPP systems and the WLANs by using similar procedures as for Network Selection without WLAN Interworking. 

NOTE:
The 3GPP operator may have agreements with multiple WLANs in the area and has preference over which WLAN to connect to based on the services supported.
