3GPP TS 22.XXX V0.0.0 (2008-01)
Technical Specification

3rd Generation Partnership Project;

Technical Specification Group Services and System Aspects;

Customized Ringing Signal (CRS) Requirements; Stage 1
(Release 8)


[image: image1.jpg]K oy




The present document has been developed within the 3rd Generation Partnership Project (3GPP TM) and may be further elaborated for the purposes of 3GPP.

The present document has not been subject to any approval process by the 3GPP Organizational Partners and shall not be implemented.

This Specification is provided for future development work within 3GPP only. The Organizational Partners accept no liability for any use of this Specification.
Specifications and reports for implementation of the 3GPP TM system should be obtained via the 3GPP Organizational Partners' Publications Offices.

Keywords

<keyword[, keyword]>

3GPP

Postal address

3GPP support office address

650 Route des Lucioles - Sophia Antipolis

Valbonne - FRANCE

Tel.: +33 4 92 94 42 00 Fax: +33 4 93 65 47 16

Internet

http://www.3gpp.org

Copyright Notification

No part may be reproduced except as authorized by written permission.
The copyright and the foregoing restriction extend to reproduction in all media.

© 2007, 3GPP Organizational Partners (ARIB, ATIS, CCSA, ETSI, TTA, TTC).
All rights reserved.


Contents

4Foreword


51
Scope


52
References


53
Definitions, symbols and abbreviations


53.1
Definitions


53.2
Abbreviations


54
CRS Service Requirements


54.1
Basic functionality of CRS service


54.1.1
Functionality - IMS domain


54.1.2
Functionality - CS domain


64.2
Normal procedures with successful outcome


64.2.1
Provisioning and Withdrawal


64.2.2
Activation and Deactivation and Update


64.2.3
Basic scenarios


64.2.4
Interaction with Supplementary Services


64.3
CRS service configuration


64.4
The content of CRS


64.5
Inter-working between PLMNs


64.6
Inter-working between CS and IMS


64.7
CRS filtering services


65
CRS Service Interoperability


65.1
Interaction with Charging


65.2
Interaction with User Profile


75.3 CRS Fall back




Foreword

This Technical Specification has been produced by the 3rd Generation Partnership Project (3GPP).

The contents of the present document are subject to continuing work within the TSG and may change following formal TSG approval. Should the TSG modify the contents of the present document, it will be re-released by the TSG with an identifying change of release date and an increase in version number as follows:

Version x.y.z

where:

x
the first digit:

1
presented to TSG for information;

2
presented to TSG for approval;

3
or greater indicates TSG approved document under change control.

y
the second digit is incremented for all changes of substance, i.e. technical enhancements, corrections, updates, etc.

z
the third digit is incremented when editorial only changes have been incorporated in the document.

1
Scope

The document specifies the requirements and technical considerations for Customized Ringing Signal (CRS) service in the PS and CS domains, especially additional features for roaming and interoperability support.

This document considers voice and multi-media CRS, so the CRS user may experience favourable songs, multi-media clips or other customized multimedia information.
This document specifies the CRS filtering service requirements that allows the user to filter the multimedia information.
2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".

[2]
3GPP TS 22.173: "IP Multimedia Core Network Subsystem (IMS) Multimedia Telephony Service and supplementary services; Stage 1".
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