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4
CRS Service Requirements
4.1
Basic functionality of CRS service
The Customized Ringing Signal service (CRS service) is an operator specific service by which an operator enables the subscriber to customize the ringing signal which is played to the called party.  The CRS content will be provided to the called party only if the called party allows to present CRS.
-
The service user shall be able to subscribe to the services, activate the services, update the settings, e.g. to change his active CRS.

-
The CRS shall override the default ringing signal towards the called party.

-
The called party shall be able to experience the CRS set by the called service subscriber.

-
The called party shall be able to experience the CRS set by the calling service subscriber.

-
The operator should have the capability to store multiple CRSs per service subscriber. 
-
The CRS subscriber should be able to configure the service with rules. The CRS subscriber profile is based on the following parameters:

1. CRS content descriptor – Pointing to the right content or combination of contents (e.g. personal prompt plus chosen music/video track)

2. CRS timing descriptor – Time of day, day of week, specific date and intervals based on each of those parameters.

3. User (called/calling party) descriptor – user ID (or group ID of users), user presence, user location, CRS user charging mode

Note 1: As location information may be restricted in some instances, the default user location may be a generic “unknown”
Note 2: Presence information for a CS user is limited to attached or detached.
The CRS service shall be able to select the appropriate CRS according to the CRS user profile.
-
It should be possible to inform the user about status and changes in his service, e.g. close expiry date for the service or a particular CRS content.
Note 3: In the CS domain, this information may be provided by existing means such as SMS and web access.
-
The operator shall be able to charge for the CRS service independent of each other.

-
It shall be possible for a subscriber to subscribe to CRS that is provided by a third party content provider.

-
CRS service should not negatively affect the conversation between calling and called parties, e.g. no voice /video clipping.
4.1.1
Functionality - IMS domain

4.1.2
Functionality - CS domain 
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