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Foreword

This Technical Specification has been produced by the 3rd Generation Partnership Project (3GPP).

The contents of the present document are subject to continuing work within the TSG and may change following formal TSG approval. Should the TSG modify the contents of the present document, it will be re-released by the TSG with an identifying change of release date and an increase in version number as follows:

Version x.y.z

where:

x
the first digit:

1
presented to TSG for information;

2
presented to TSG for approval;

3
or greater indicates TSG approved document under change control.

y
the second digit is incremented for all changes of substance, i.e. technical enhancements, corrections, updates, etc.

z
the third digit is incremented when editorial only changes have been incorporated in the document.

1
Scope

The present document specifies the service requirements for Network Improvements for Machine Type Communications. In particular it will:

-
identify and specify general requirements for machine type communications;

-
identify service aspects where network improvements (compared to the current human-to-human oriented services) are needed to cater for the specific nature of machine-type communications;

-
specify machine type communication requirements for these service aspects where network improvements are needed for machine type communication.
2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

 [1]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".

3
Definitions and abbreviations

3.1
Definitions

For the purposes of the present document, the terms and definitions given in TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [1].
example: text used to clarify abstract rules by applying them literally.

3.2
Abbreviations

For the purposes of the present document, the abbreviations given in TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1].
NIMTC
Network Improvements for Machine Type Communications
4
Overview of System Optimisations for Machine-Type Communications

Editors Note: this chapter will contain a general description of what machine-type communications are and what system optimisations for machine-type communications are.
Machine type communication is a form of data communication which involves one or more entities that do not necessarily need human interaction.  There is market potential for machine type communications services beyond the current "premium machine type market segment" that already uses the mobile networks’ facilities.  For mobile networks to be competitive for mass market machine-type applications, it is important to optimise their support for machine-type communications. The current mobile networks are optimally designed for Human-to-Human communications, but are less optimal for Machine to Machine, Machine to-Human, or Human-to-Machine applications.  It is also important to enable network operators to offer machine type communication services at a low cost level, to match the expectations of mass-market machine-type services and applications.

A service optimised for machine type communications differs from a service optimised for Human to Human communications.  Machine type communications is different to current mobile network communication services as it involves:

a) new or different market scenarios,

b) data communications,

c) lower costs and effort,

d) a potentially very large number of communicating terminals with, 

e) to a large extent, little traffic per terminal.
5
Categorisation of System Optimisations for Machine-Type Communications

Editors Note: this chapter will provide a classification of different service aspects where network improvements for machine-type communications are possible.
6
High-Level Service Requirements

6.1
Generic Service Requirements

6.1.1
General

6.1.2
Charging Requirements

6.1.3
Security Requirements
6.2.
Category specific service requirements

Editors Note: service requirements are specified for particular categories. E.g. service requirements related to improvements in mobility management would be listed in one of these sections, because they do not apply to all machine-type applications.

6.2.1
General

6.2.2
Charging Requirements

6.2.3
Security Requirements

Annex A (informative): Use cases

Annex B (informative): Examples of M2M applications
Some examples of machine‑type communications are listed in the following table.  This list is not exhaustive and is intended to be representative of the scope of machine‑type services.
	Security
	Alarm systems

Backup for landline

Access control

Car/driver security 

	Tracking & Tracing
	Fleet Management
Order Management
Pay as you drive

Asset Tracking
Navigation

Traffic information

Road tolling

Traffic optimisation/steering

	Payment
	Point of sales

Vending machines

Loyalty concepts
Gaming machines

	Health
	Monitoring vital signs

Supporting the aged or handicapped
Web Access Telemedicine points

Remote diagnostics

	Remote Maintenance/Control
	Sensors

Lighting

Pumps

Valves
Elevator control
Vending machine control
Vehicle diagnostics

	Metering
	Power

Gas

Water

Heating

Grid control

Industrial metering
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Editor’s Note: the NIMTC work item description is listed below as a reference in the early stages of the work on this TS. It will be removed before the TS is sent for information to TSG SA.
Work Item Description

Title

Network Improvements for Machine-type Communications (NIMTC)
Is this Work Item a "Study Item"? (Yes / No):
No

1

3GPP Work Area

	X
	Radio Access

	X
	Core Network

	X
	Services


2

Linked work items

This work item is a follow-on to the previous study item on Machine-to-Machine communications (M2M).

3

Justification

Excerpt from TR22.868 on Machine-to-Machine communications:

“It appears that there is market potential for M2M beyond the current "premium M2M market segment" i.e. the market segments that are currently using M2M. In particular it is possible to identify potential applications for mass M2M service, e.g. consumer products manufacturers could keep in touch with their products after they are shipped – car manufacturers could serve as an example for that. Another example is in the home environment where remote maintenance of heating and air condition, alarm systems and other applications can also be identified.”

The study on Machine-to-Machine communications indicated the potential for machine-type communications over mobile networks. However, for example wireless sensor networks (e.g. Zigbee) in combination with fixed network communications are also a contender for the implementation of such applications. For mobile networks to be competitive for mass machine-type applications, it is important to optimise their support for machine-type communications. The current mobile networks are optimally designed for Human-to-Human communications, but are less optimal for machine-to-machine, machine-to-human, or human-to-machine application. It is also important to enable network operators to offer machine type communication services at a low cost level, to match the expectations of mass-market machine-type services and applications.

At the end of Q1 2007, with the approval of TR22.868 at SA#35, a study item into Machine-to-Machine communications was completed. At the time, a list of possible requirements was agreed upon, but no subsequent specification phase was started. This work item is intended to take the results on network improvements from the study item forward into a specification phase.
4

Objective

The goal of this work item is to:

 - provide network operators with lower operational costs when offering machine type communication services

 - reduce the impact and effort of handling large machine type communication groups

 - optimize network operations to minimize impact on device battery power usage

 - stimulate new machine type communication applications by enabling operators to offer services tailored to machine type communication requirements

The M2M study item resulted in a list of possible requirements. The objectives of this work item include:

 - identify and specify general requirements for machine type communications

 - identify service aspects where network improvements (compared to the current H2H oriented services) are needed to cater for the specific nature of machine-type communications

 - specify machine type communication requirements for these service aspects where network improvements are needed for machine type communication 
M2M communications has many aspects, not all of which can be handled in a single WID. This WID therefore has the following focus:

 - only machine-type communication via mobile networks is considered, machine-type communication solutions via wireless sensor networks and/or fixed communication networks are not included,

 - the work item will specify a machine-type data communication service, it will not specify particular M2M applications

 - only improvements on the radio and network side are considered, machine-type communication aspects of (x)SIMs and/or new models for the management of (x)SIM are out of scope of this WID.

5

Service Aspects

Machine-type communication is seen as a form of data communication which involves one or more entities that do not necessarily need human interaction. A service optimised for machine type communications is likely to differ from a service optimised for human-to-human communications.
There are many different applications which may make use of machine-type data communication. However, specification of these applications themselves is outside the scope of this WID.
6

MMI-Aspects

None. MMI aspects may be relevant to the machine-type applications involved, but the applications themselves are out of scope of this WID.
7

Charging Aspects

Improvements of CDR generation may be addressed. For some machine-type applications, there is a significant overhead of CDR generation wrt the actual pay load of user data.  
8

Security Aspects

Some categories of machine-type communications and applications may have specific security requirements.
9
Impacts 

	Affects:
	UICC apps
	ME
	AN
	CN
	Others

	Yes
	
	
	
	X
	

	No
	
	
	
	
	

	Don't know
	X
	X
	X
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Expected Output and Time scale (to be updated at each plenary) 

	New specifications
[If Study Item, one TR is anticipated]

	Spec No.
	Title
	Prime rsp. WG
	2ndary rsp. WG(s)
	Presented for information at plenary#
	Approved at plenary#
	Comments

	TS22.xxx
	Service requirements for machine-type communications
	SA1
	
	SA#43
	SA#44
	

	
	
	
	
	
	
	

	Affected existing specifications
[None in the case of Study Items]

	Spec No.
	CR
	Subject
	Approved at plenary#
	Comments
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Work item rapporteur(s)

Toon Norp (KPN), (toon.norp AT tno.nl)
12

Work item leadership

3GPP TSG SA WG1

13

Supporting Companies

KPN, Airbiquity, China Mobile, Inter Digital, Nortel Networks, SK Telecom, Telecom Italia, ZTE

14

Classification of the WI (if known)

	
	Study Item (no further information required)

	X
	Feature (go to 14a)

	
	Building Block (go to 14b)

	
	Work Task (go to 14c)


14a
The WI is a Feature: List of building blocks under this feature

(list of Work Items identified as building blocks)

14b
The WI is a Building Block: parent Feature 

(one Work Item identified as a feature)

14c
The WI is a Work Task: parent Building Block

(one Work Item identified as a building block)
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