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	Reason for change:
(

	Within the time remaining for CT4 to complete Rel-8, CT4 are facing problems incorporating CSFB as it is currently defined.

	
	

	Summary of change:
(

	The change removes the requirement to provide the CLI to the UE. With this change the user can decide beforehand, what behaviour should take place in case a CSFB indication is received.
In case he decides the handling to default to accept the CSFB, the CSFB immediately takes place on the reception of the CSFB indication. If he decides the default handling to be to reject the CSFB, the incoming CS call shall be handled as if the user had indicated UDUB. 
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	Other comments:
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	It is foreseen that the full functionality will be available in Rel-9 thus no Rel-9 mirror CR is provided


7.1.7
CS fallback

7.1.7.1
General
For those services delivered via the HPLMN that the HPLMN only supports in the CS domain (e.g. voice services), when such services are invoked while the UE is configured to use CS Fallback and registered in the E-UTRAN (either in the HPLMN or in a VPLMN), it shall be possible for the EPS to request the UE to perform a change of radio access technology in order to deliver the service over UTRAN or GERAN or 1xRTT.
In the case of an incoming CS service to a UE that is registered for CS services and active in E-UTRAN, the CSFB service shall immediately take place upon reception of this CS service indication, if the UE has been set to allow CSFB service to be triggered, otherwise the UE shall reject the incoming CS call indicating that the user is busy.
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